
PICOSECOND PHOTODETECTOR
C4258 Series

FEATURES

Integrated Power Supply

Fast Response of 50 ps

Wide Active Area
(C4258, C4258-01: 0.2 mm × 0.2 mm)

Ideal for optical pulse monitors for mode-synchro-
nized pulse lasers and semiconductors in the visible
to near-infrared regions!

R
el

at
iv

e 
se

ns
iti

vi
ty

Wavelength (µm)

Spectral Response Characteristics

100

10-1

10-2

10-3

0.2 0.4 0.6 0.8 1 1.2 1.4 1.6 1.8

C4258-01

C4258-02 C4258-03

C4258

(C4258, C4258-01)



Cat. No. SSCS1007E06
AUG/2002 HPK
Created in Japan (PDF)

SPECIFICATIONS

50 ps

Internal battery (W-10)

70% max. (with no condensation)

DIMENSIONAL OUTLINES (Unit: mm)

MEASUREMENT EXAMPLES

C4258

BATTERY

Battery box

Output connector (SMA type)43
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(For exclusive stand)
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Weight: Approx. 300 g

• Example showing measurement of relaxation oscillations from a
semiconductor laser in the 0.8 µm band

Type mumber

Spectral response 

Sensitivity

Active area

Rise time

Maximun input plue width

Low-frequency cutoff

Power source

Operating ambient temperature

Storage ambient temperature

Operating/storage ambient humidity

The C4258 series of picosecond photodetectors consists of pho-
todetectors featuring a light detector, a high-frequency circuit,and 
a battery integrated in a single unit, as well as fast response. Opti-
cal phenomena in the picosecond region can be measured sim-
plyby irradiating the unit with an optical beam and connecting the 
output to an external oscilloscope. 
A high-speed MSM photodiode is used as the detector, enabling 
a fast rise time , a large active area. For this reason, the C4258 is 
ideal for pulse waveform observation of picosecond lasers such 
as Ti: sapphire / YAG lasers, and semiconductor lasers for 
DVDs and optical communications. In addition, by combining it 
with a short-pulselight source, the C4258 can be used in applica-
tions such as measuring the transmission characteristics of opt-
ical fibers. 
Four models are available.  This lets the user select which ever 
model is optimum for the wavelength of the pulse being meas-
ured.

C4258 C4258-01 C4258-02 C4258-03

0 to +40°C
– 10 to +50°C

100 kHz

0.4 µm to 0.87 µm 0.6 µm to 1.65 µm 0.32 µm to 1.0 µm 0.98 µm to 1.65 µm

1 mV/mW (at 0.6 µm) 3 mV/mW (at 1.55 µm) 5 mV/mW (at 0.85 µm) 10 mV/mW (at 1.55 µm)

0.2 mm × 0.2 mm 0.2 mm × 0.2 mm φ 0.4 mm φ 0.08 mm

50 ps

- -< 5 ns < 5 ns

< 400 ps < 400 ps
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