
SHIELDED RADIAL LEAD INDUCTORS
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FA111    Sale of this product is in accordance with GF-061. Specifications subject  to change without notice.

RESISTORS�CAPACITORS�COILS�DELAY LINES

� Electromagnetically shielded
� Radial lead design offers space savings
� Inductance range 1mH (1000uH) to
    47mH is standard (10uH~120mH avail.)
� Premium grade materials enable high
    current, SRF, Q, & temperature ratings
� Standard tolerance is 10% (5% avail.)

OPTIONS
� Improved Q & SRF levels
� Reduced DC Resistance
� Application-specific test freq.
� Increased current & temp ratings

MARKING
Units are typically marked with inductance value code
(custom marking available).
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* Current rating is based on ambient temp of 85°C or less, derate 5%/°C above 85°C
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0.1 04 K1 K252 047 0.4 051

2.1 04 K1 K252 076 0.5 041

5.1 04 K1 K252 005 0.6 031

8.1 04 K1 K252 084 0.7 511

2.2 04 K1 K252 014 01 001

7.2 04 K1 K252 093 11 59

3.3 03 K1 K252 053 21 58

9.3 03 K1 K252 043 31 08

7.4 03 K1 K252 023 32 07

6.5 03 K1 K252 013 52 56

8.6 02 K1 K252 082 03 06

2.8 02 K1 K252 062 23 05

01 05 K1 K6.97 042 53 54

21 05 K1 K6.97 012 05 04

51 05 K1 K6.97 091 85 83

81 05 K1 K6.97 081 36 53

22 04 K1 K6.97 041 09 03

72 04 K1 K6.97 031 001 82

33 04 K1 K6.97 521 511 52

93 03 K1 K6.97 021 581 32

74 03 K1 K6.97 011 502 22

Packaging: B=Bulk (standard)

RS1014        -    102 -   K    B  WP/N DESIGNATION:

Tolerance Code: K=10% (standard), M=20%,  J=5%

RCD Type

Inductance (uH): 2 digits & multiplier
(e.g. 102=1000uH, 103=10mH, etc.)

Options (leave blank if std)

Termination: W = Lead-free, Q = Tin/Lead
(leave blank if either is acceptable)

TYPICAL PERFORMANCE
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