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Electrical Specifications

Quiescent Current
(@ Vin=15V)

Efficiency
(@ lo = 200 mA,
Vin = 15V,
Temp. = 25°C ± 5°C)

Operating Temperature

Storage Temperature
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Input Voltage (Vin)

Output Voltage (Vo)
(@ Vin = 15V to 30V,
lo = 0 to 400 mA,
Temp. = 25°C ± 5°C)

Output Current (Io)

Short Circuit 
Current Limit
(@ Vin =15V)
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Parameters Min.      Typ.      Max.     UnitParameters Min.      Typ.      Max.     Unit
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-10
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Internal temporary short circuit protection

11V to 40V Input voltage

Low quiescent current & high efficiency

Features

Output voltage regulated to ± 1.7 %

PCA
EPC1011
Date Code

+ In

+ 5V
Out G

.590 Max.

.54

.160

.015

.260

.400

.300

.032 Dia.

.510
Max.

PCA
EPC1011

V in 220 µF 470 µF RL

10 1

5

*Capacitors should be mounted less than 20mm from pins

Pin 1 = V out +
Pin 5 = Gnd
Pin 10 = V in +
Pin 6 = N.C.
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Package Test Circuit

6V 350 mA DC-DC Converter EPC1011
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