
                                                                                   

                                                                        

APC SERIES   5  Watts

                                                                     

ELECTRICAL SPECIFICATIONS 
 S42-CPA S51-CPA S21-CPA S5-CPA S3.3-CPA ) tuptuO elgniS (    .oN ledoM

Max Output Wattage (W) 5W 5W 5W 5W 5W
 CDV 073-021 ro CAV 462-09 egatloV

 zH 044-74 )zH( ycneuqerF
Current (Full load) 110 mA max. (115 VAC) / 70 mA max. (230 VAC) 
Inrush Current (<2ms) 10 A max. (115 VAC) / 20 A max. (230 VAC) 

 .xam Am 57.0 tnerruC egakaeL

Input

External Fuse (recommend) 1.5 A slow blow type 
Voltage (V.DC.) 3.3V 5V 12V 15V 24V

 %2± ycaruccA egatloV
Current (mA) max 1500 1000 416 333 200
Line Regulation (LL-HL) (typ.) ±0.3% 
Load Regulation (5-100%) (typ.) ±0.5%. 
Minimum Load 4% 1% 1% 0% 0%
Maximum Capacitive Load 470-23,000µF depending on model 

 )p-pV( xam Vm04+ tuoV %2.0< elppiR
 )p-pV( xam Vm05+ tuoV %5.0< esioN

Efficiency 62% 65% 70% 70% 71%
 .nim sm 51 emiT pu-dloH

Output

Switching Frequency 100 kHz 
Over Power Protection Hiccup technique, auto-recovery 
Over Voltage Protection Zener diode clamp Protection
Short Circuit Protection Hiccup mode, indefinite (automatic recovery) 
Input-Output (V.AC) 3000V 

 V0051 )CA.V( GF-tupnIIsolation
Output-FG (V.AC) 500V 
Operating Temperature -25°C…+70°C (with derating) 
Storage Temperature -40°C…+85°C 
Temperature Coefficient ±0.02%/°C 

 HR %59 ytidimuH
Environment

 )F712-KBDH-LIM( C°52 @ h 000,003> FBTM
Dimension (L x W x H) 2.17 x 1.77 x 0.81 Inches  ( 55.0 x 45.0 x 20.5 mm ) Tolerance ±0.5 mm 

 )0-V49 LU ot ytilibammalf( ssalgrebiF htiw niser citsalP lairetaM esaC
 g 08 thgieW

Physical 

 noitcevnoc ria eerF dohteM gnilooC
Safety Agency Approvals UL/cUL, CE, TUV 

EMI (Conducted & Radiated Emission) EN 55022 class B 
EMC

EMS (Noise Immunity) EN 50082-1 

All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 

 Switching Power Module for PCB Mounting 

 Fully Encapsulated Plastic Case 

 Universal Input Range 90-264VAC, 47-440 Hz 

 Regulated Output 

 Low Ripple and Noise 

 CE, UL, TUV Approval 
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ELECTRICAL SPECIFICATIONS 
 D51-CPA D21-CPA D5-CPA ) tuptuO lauD (    .oN ledoM

Max Output Wattage (W) 5W 5W 5W
 CDV 073-021 ro CAV 462-09 egatloV

 zH 044-74 )zH( ycneuqerF
Current (Full load) 110 mA max. (115 VAC) / 70 mA max. (230 VAC) 
Inrush Current (<2ms) 10 A max. (115 VAC) / 20 A max. (230 VAC) 

 .xam Am 57.0 tnerruC egakaeL

Input

External Fuse (recommend) 1.5 A slow blow type 
Voltage (V.DC.) ±5V ±12V ±15V

 %2± ycaruccA egatloV
Current (mA) max ±500 ±200 ±160
Line Regulation (LL-HL) (typ.) ±0.3% 
Load Regulation (5-100%) (typ.) ±0.5%. 
Minimum Load 0% 0% 3%
Maximum Capacitive Load 470-23,000µF depending on model 

 )p-pV( xam Vm04+ tuoV %2.0< elppiR
 )p-pV( xam Vm05+ tuoV %5.0< esioN

Efficiency 70% 67% 67%
 .nim sm 51 emiT pu-dloH

Output

Switching Frequency 100 kHz 
Over Power Protection Hiccup technique, auto-recovery 
Over Voltage Protection Zener diode clamp Protection
Short Circuit Protection Hiccup mode, indefinite (automatic recovery) 
Input-Output (V.AC) 3000V 

 V0051 )CA.V( GF-tupnIIsolation
Output-FG (V.AC) 500V 
Operating Temperature -25°C…+70°C (with derating) 
Storage Temperature -40°C…+85°C 
Temperature Coefficient ±0.02%/°C 

 HR %59 ytidimuH
Environment

 )F712-KBDH-LIM( C°52 @ h 000,003> FBTM
Dimension (L x W x H) 2.17 x 1.77 x 0.81 Inches  ( 55.0 x 45.0 x 20.5 mm ) Tolerance ±0.5 mm 

 )0-V49 LU ot ytilibammalf( ssalgrebiF htiw niser citsalP lairetaM esaC
 g 08 thgieW

Physical 

 noitcevnoc ria eerF dohteM gnilooC
Safety Agency Approvals UL/cUL, CE, TUV 

EMI (Conducted & Radiated Emission) EN 55022 class B 
EMC

EMS (Noise Immunity) EN 50082-1 

All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated. 
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APC SERIES   5  Watts

                                                                     

MECHANICAL DIMENSION  ( Top View ) 

BLOCK DIAGRAM          DERATING   

PIN# SINGLE Dual

1 FG FG 

2 AC IN (N) AC IN (N) 

3 AC IN (L) AC IN (L) 

4 -DC OUT -DC OUT 

5 NO PIN COMMON 

6 +DC OUT +DC OUT 
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SCREW TERMINAL  

APC-A2 

 

PIN# Single Dual 

1 FG FG 

2 AC IN (N) AC IN (N) 

3 AC IN (L) AC IN (L) 

4. NO CONNECT NO CONNECT 

5 -DC OUT -DC OUT 

6 NO CONNECT COMMON 

7 +DC OUT +DC OUT 

8 NO CONNECT NO CONNECT  

APC-A4 

 

PIN# Single Dual 

1 AC IN FG 

2 NO CONNECT NO CONNECT 

3 -DC OUT -DC OUT  

4. NO CONNECT COMMON  

5 +DC OUT +DC OUT 

6 NO CONNECT NO CONNECT 
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APC-A5 

 

PIN# Single Dual 

1 FG FG 

2 AC IN (N) AC IN (N) 

3 AC IN (L) AC IN (L) 

4. NO CONNECT NO CONNECT 

5 -DC OUT -DC OUT 

6 NO CONNECT COMMON 

7 +DC OUT +DC OUT 

8 NO CONNECT NO CONNECT  

APC-A7 

 

PIN# Single Dual 

1 AC IN FG 

2 NO CONNECT NO CONNECT 

3 -DC OUT -DC OUT  

4. NO CONNECT COMMON  

5 +DC OUT +DC OUT 

6 NO CONNECT NO CONNECT 

   

    

 


