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RoHS

     REVISED 09/05/12

     8 Pin Surface Mount
     XDSL / Gate and Drive transformer applications
     Industrial Operating Temperature range: -40ºC to +85ºC

                                      All specifications subject to change without notice.

oEl ectrical Specificat ions @25 C

SCHEMATICS

MECHANICAL

     Reflow Condition: Maximum reflow temperature is 
     250ºC/-5ºC for 20-40 seconds
     (Refer to IPC/JEDEC J-STD-02C Standard)

Turn Ratio 

(1-8):(4-5)  

 Inductance 
Lp@ 10KHz , 0.1V 

(1-8), (4-5) 

Leakage Inductance
Ls@ 100KHz , 0.1V 
(1-8), (4-5 Short)  

1:1±2% 1.2mH min  

DCR 
@ 10KHz , 0.1 V 

 P r i (1-8 )  

DCR 
@ 10KHz , 0.1 V 

 S e c (4-5)

HI-POT 
Pri-Sec

0.91Ωmax          0.91 Ω max.  

@ 10KHz , 100mV 

0.60µH max

1500VAC

60sec/1mA

Pri Sec 

Marking : 

Remark:
YYWW=DATE CODE, YY=YEAR; WW=WEEK  

․
AGDT-3738 

YYWW


