
AC Line Filters VOL.09

●All specifications in this catalog and production status of products are subject to change without notice. Prior to the purchase, please contact NEC TOKIN for updated product data. 
●Please request for a specification sheet for detailed product data prior to the purchase. 
●Before using the product in this catalog, please read "Precautions" and other safety precautions listed in the printed version catalog.
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High frequency type
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SHB-04-300V 1234 600 4535×20 0.9
SHB-04-500V 1704 950 6540×22 0.9
SHB-05-300V 985 680 7043×22 1.1
SHB-05-650V 1505 1330 12053×30 1.1
SHB-08-150V 588 440 7543×22 1.3
SHB-08-350V 1008 930 12553×30 1.3
SHB-08-650V 1048 1170 20556×33 1.3
SHB-10-200V 5010 570 13553×30 1.6
SHB-10-400V 5010 700 21556×33 1.6
SHB-15-100V 3315 400 13553×30 1.8
SHB-15-200V 3515 400 21057×33 1.8
SHB-20-35V 1220 74 11553×30 1.1×4
SHB-20-60V 1520 105 19560×33 1.1×4
SHB-30-17V 730 36 12053×30 1.1×4
SHB-30-20V 730 44
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Shape and Dimensions
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Soldered

SHB Coils
Booster Coils for Active Filters
[RoHS Compliant]

SHB Coils
Booster Coils for Active Filters
[RoHS Compliant]

• Operating temperature range(˚C): –25 to T (T=105–temperature rise)      • Wire type:1 PVF, 1 UEW or 1 PEW
• Inductance measurement condition: at 100kHz, 1mA, KC547     • Thermal class: A (105˚C)
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High frequency type

DC-superposed Characteristics
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