
DU AL-IN-LINE SOCKETS 
With Integral Decoupling Capacito r 

Open Frame 

www .mi l l -max.com  516-922-6000 21m 

Series 110, 122, 123...801 

XX= Plating Code 
See Belo w 
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Solder T ail 

14                      28         110-XX-314-41-801000      122-XX-314-41-801000     123-XX-314-41-80 1000 

16                      25         110-XX-316-41-80 1000      122-XX-316-41-801000     123-XX-316-41-801000 
18                      22         110-XX-318-41-80 1000      122-XX-318-41-801000     123-XX-318-41-801000 
20                      20         110-XX-320-41-801000      122-XX-320-41-801000     123-XX-320-41-80 1000 

24                      16         110-XX-324-41-80 1000       122-XX-324-41-801000     123-XX-324-41-801000 
22                      18         110-XX-322-41-801000      122-XX-322-41-801000     123-XX-322-41-80 1000 

28                      14         110-XX-328-41-80 1000       122-XX-328-41-801000     123-XX-328-41-801000 

32                      12          110-XX-632-41-80 1000      122-XX-632-41-801000     123-XX-632-41-801000 
40                      10          110-XX-640-41-80 1000      122-XX-640-41-801000     123-XX-640-41-801000 

22                      18       110-XX-422-41-801000      122-XX-422-41-801000     123-XX-422-41-80 100 0 

24                      16          110-XX-624-41-80 1000      122-XX-624-41-80 1000     123-XX-624-41-801000 
28                      14          110-XX-628-41-80 1000      122-XX-628-41-801000     123-XX-628-41-801000 

2 Le vel Wrapost                3 Le vel Wrapost 
L = 9,4mm                             L = 12,96mm 

Or dering  Inf ormation 

●  Lo w profile DIP so ck ets with 
integral decoupling capacitor : 
.1 µ F 20%-50V multila y er 
ceramic epo xy encapsulated. 
T emp . r ange: -25°C to +85°C . 

●    Hi-Rel, 4-finger #30 clip rated 
at 3 amps . See page 208 f or 
details . 

● Uses M-M #1001, 0088, or 
0089 pins . See pages 134 & 
162 f or details . 

●  High temperature insulator 
can withstand infra-red reflo w 
and v apor phase solder ing. 

SPECIFY  PLA TING  CODE  XX= 13  93           43  

Slee ve (Pin ) 

Contact (Clip ) 

        

For RoHS compliance , 
select  plating code . 
For the all gold optio n 
(XX=13) also chang e 

par t number fr om 
1XX-XX-XXX-41-801 0 00 

to 
1XX-13-XXX-41-801 1 00 
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