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395 Series, TE5®, Fast-Acting Fuse

Agency Approvals

Agency Agency File Number Ampere Range

File number:
E 67006

50mA - 6.3A

File number:
E 67006

50mA - 6.3A

JET1896-31007-1002 1A - 5A

Features

Electrical Characteristics

 

 

% of Ampere 
Rating

Opening Time

200% Max.

Electrical Characteristics

Amp 
Code

Rated 
Current

Voltage 
Rating

Breaking Capacity

Voltage
Drop

1.0 x I
N
 

max.  (mV)

Power  
Dissipation

1.0 x I
N
  

max. (mW)

Melting
Integral
10 x I

N
 

max. (A2s)

Agency Approvals

0050 50mA

ϕ = 1.0

1600 85 0.0001 x x
0063 63mA 1300 85 0.00013 x x
0080 80mA 1200 100 0.0002 x x
0100 100mA 1100 110 0.0013 x x
0125 125mA 1350 160 0.0019 x x
0160 160mA 1000 150 0.0037 x x
0200 200mA 950 210 0.0075 x x
0250 250mA 900 225 0.013 x x
0315 315mA 800 255 0.026 x x
0400 400mA 230 95 0.015 x x
0500 500mA 220 110 0.025 x x
0630 630mA 210 135 0.045 x x
0800 800mA 200 160 0.068 x x
1100 1.00A 190 190 0.13 x x x
1125 1.25A 180 225 0.2 x x x
1160 1.60A 170 275 0.39 x x x
1200 2.00A 160 450 0.53 x x x
1250 2.50A 150 375 1.1 x x x
1315 3.15A 140 445 1.9 x x x
1400 4.00A 130 520 3.2 x x x
1500 5.00A 120 600 6.1 x x x
1630 6.30A 115 850 9.7 x x

®

Description

Applications
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Soldering Parameters - Wave Soldering

Dwell Time
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Cooling TimePreheat Time

Wave Parameter Lead-Free Recommendation

Preheat:

100° 

150° 

Solder Pot Temperature: 260° 

Solder Dwell Time:

Recommended Hand-Solder Parameters:

 

Note:  These devices are not recommended for IR or 
Convection Reflow process.

Recommended Process Parameters:
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Materials

Lead Pull Strength

Solderability

Soldering Heat 
Resistance

Product Characteristics

Operating Temperature

Climatic Category

Stock Conditions

95%

Vibration Resistance

 

Dimensions
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Part Numbering System

Packaging

Packaging Option Packaging Specification Quantity
Quantity &

 Packaging Code
Taping Width

395 Series
N/A 0000 N/A

N/A 0440 N/A

0000395 xxxx

Packaging Code

Amp Code

Series

0000 Tape/Ammopack (1,400 pcs.)
0440 Short Leads - Bulk (1,400 pcs.)

Refer to Amp Code column of 
Electrical Characteristics Table
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 Littelfuse:   

  39502500000  39512500000  39501250000  39511250000  39508000000  39513150440  39503150440 
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  39500630440  39500800000  39512000000  39502000000  39512500440  39500500440  39502500440 

39500630000  39515000000  39505000000  39504000440  39502000440  39501000440  39505000440  39512000440
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http://www.mouser.com/access/?pn=39505000000
http://www.mouser.com/access/?pn=39504000440
http://www.mouser.com/access/?pn=39502000440
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