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Dimensions are shown in inches (millimeters).
Dimensions subject to change.

MIL-C-26482, Series I Connectors                                              KPT/KPSE

Straight Plugs

Straight Plugs With Termination Assemblies

SOLDER
KPT06/MS3116

Shell
Size

J
-_ .010 (+_0.25)

Q Thread
Class 2A

G
Max.

A dia.
Max.

CRIMP
KPSE06/MS3126

†8

10

12

14

16

18

20

22

24

.765 (19.43)

.840 (21.34)

.999 (25.38)

1.139 (28.93)

1.261 (32.03)

1.337 (33.96)

1.477 (37.52)

1.602 (40.69)

1.723 (43.76)

.782 (19.86)

.926 (23.52)

1.043 (26.49)

1.183 (30.05)

1.305 (33.15)

1.391 (35.33)

1.531 (38.89)

1.656 (42.06)

1.77 (45.14)

.353 (8.99)

.353 (8.99)

.353 (8.99)

.353 (8.99)

.353 (8.99)

.353 (8.99)

.415 (10.54)

.415 (10.54)

.415 (10.54)

Shell
Size

DA
Min.

LA
Max.

V Thread
Class 2A

GBF
Min.

HBF
Max.

BE
Max.

LE
Max.

TYPE A

TYPE J TYPE P

TYPE B and F TYPE E

†8

10

12

14

16

18

20

22

24

Shell
Size

Performance Specifications - Page 142
Contacts, Sealing Plugs, Assembly Tools - Page
154
Contact Arrangements - Page 149

DJ
Max./Min.

HJ
Max.

LJ
Max.

BP
Max.

DP
Min.

LP
Max.

†8

10

12

14

16

18

20

22

24

.230/.168 (5.84/4.27)

.312/.205 (7.92/5.21)

.442/.338 (11.23/8.59)

.539/.416 (13.56/10.57)

.616/.550 (15.65/13.97)

.672/.600 (17.07/15.24)

.747/.634 (18.97/16.13)

.846/.670 (21.49/17.02)

.894/.740 (22.71/18.80)

.828 (21.03)

.891 (22.63)

1.016 (25.81)

1.141 (28.98)

1.203 (30.56)

1.469 (37.31)

1.469 (37.31)

1.656 (42.06)

1.750 (44.45)

2.271 (57.68)

2.271 (57.68)

2.411 (61.24)

2.599 (66.01)

2.943 (74.75)

3.172 (80.57)

3.610 (91.69)

3.766 (95.66)

3.985 (101.22)

.608 (15.44)

.734 (18.64)

.858 (21.79)

.984 (24.99)

1.110 (28.19)

1.234 (31.34)

1.360 (34.54)

1.484 (37.69)

1.610 (40.89)

.317 (8.05)

.434 (11.02)

.548 (13.92)

.673 (17.09)

.798 (20.27)

.899 (22.83)

1.024 (26.01)

1.149 (29.18)

1.274 (32.36)

1.500 (38.10)

1.500 (38.10)

1.500 (38.10)

1.500 (38.10)

1.500 (38.10)

1.500 (38.10)

1.609 (40.87)

1.609 (40.87)

1.687 (42.85)

.335 (8.51)

.466 (11.84)

.591 (15.01)

.705 (19.05)

.830 (21.08)

.948 (24.08)

1.043 (26.49)

1.198 (30.43)

1.293 (32.84)

1.440 (36.58)

1.440 (36.58)

1.440 (36.58)

1.440 (36.58)

1.440 (36.58)

1.662 (42.21)

1.662 (42.21)

1.662 (42.21)

1.672 (42.47)

1/2-28UNEF

5/8-24UNEF

3/4-20UNEF

7/8-20UNEF

1-20UNEF

1-3/16-18UNEF

1-3/16-18UNEF

1-7/16-18UNEF

1-7/16-18UNEF

.115 (2.02)

.178 (4.52)

.302 (7.67)

.365 (9.27)

.490 (12.45)

.615 (15.62)

.615 (15.62)

.740 (18.80)

.790 (20.07)

.828 (21.03)

.891 (22.63)

1.016 (25.81)

1.141 (28.98)

1.203 (30.56)

1.469 (37.31)

1.469 (37.31)

1.656 (42.06)

1.750 (44.45)

LBF
Max.

1.906 (48.41)

1.906 (48.41)

1.906 (48.41)

1.906 (48.41)

2.047 (51.99)

2.078 (52.78)

2.250 (57.15)

2.250 (57.15)

2.312 (58.72)

.608 (15.44)

.734 (18.64)

.858 (21.79)

.984 (24.99)

1.110 (28.19)

1.234 (31.34)

1.360 (34.54)

1.484 (37.69)

1.610 (40.89)

1.328 (33.73)

1.328 (33.73)

1.328 (33.73)

1.328 (33.73)

1.328 (33.73)

1.328 (33.73)

1.453 (36.91)

1.453 (36.91)

1.510 (38.54)

†Not available in KPSE

†Not available in KPSE

LA V THD

DA

TYPE A TYPE B AND F TYPE E TYPE J TYPE P

.395
(10.03)
MIN.

LBF

GBF HBF

LE LJ LP

BP
DP

DJ HJBE

Q THD Q THD

SEE TERMINATION
ASSEMBLY

G

A
DIA.

A
DIA.

POLARIZING
GROOVE

GROMMET FOR
TYPES A, B, J & P

GROMMET FOR
TYPES E & F

7/16-28UNEF

9/16-24UNEF

11/16-24UNEF

13/16-20UNEF

15/16-20UNEF

1-1/16-18UNEF

1-3/16-18UNEF

1-5/16-18UNEF

1-7/16-18UNEF

MS3116
(MS service class E, F, J, P)
MS3126
(MS service class E, F, P)

KPT06

KPSE06


