
127NTE Electronics, Inc. � Voice (973) 748−5089 � FAX (973) 748−6224 � http://www.nteinc.com

R95−105

11−Pin Heavy Duty Square
Base Socket
Features
• Panel/Surface Mount
• Pressure Clamp Screws
• Accepts .187” Blade Terminals
• Hold down clip supplied with socket, also available

separately (R95−002)

Electrical Rating:
300 Volts, 10 Amps
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R95−106A

14−Pin Miniature Socket
Features
• Panel/Surface Mount
• Pressure Clamp Screws
• DPDT or 4PDT
• Screws: 4−40 x 1/4” Steel, Nickel Plated
• Hold down clip supplied with socket, also available

separately (R95−001)

Electrical Rating:
300 Volts, 10 Amps
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.170 (4.32)
Dia Typ

.240 (6.1) Typ
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R95−115

11−Pin Square Base Socket
Features
• Panel/Surface Mount
• DIN Rail Mountable
• Pressure Clamp Screws

Electrical Rating:
300 Volts, 10 Amps

456

123
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.390 (9.91)

1.550 (39.37)

1.703 (43.26)

.317 (8.04) Typ

.158 (3.96)
Dia Typ

1.030 (26.16)

1.500
(38.1)

3.000
(76.2)

R95−116

11−Pin Square Base Socket
Features
• Panel Mount
• Solder Terminals
• Accepts .187” Blade Terminals
• SPDT, DPDT and 3PDT Applications

Electrical Rating:
300 Volts, 10 Amps

.060 (1.52)

1.375 (34.93)
.130 (3.3)

.297 (7.54)

1.500 (38.1)

.870 (22.1)

2.030
(51.56)

1.687
(42.85)

1.250
(31.75)

.340 (8.64)

.165 (4.19)
Dia Typ .375 (9.52)

.125 (3.18) .209 (5.31)
1.130 (28.7)

.156 (3.96) Dia Typ

.260 (6.6)

1.390 (35.31)

Panel Cut−Out Size

1.270
(32.26)

1.478
(37.54)

Free Datasheet http://www.datasheet-pdf.com/



136 NTE Electronics, Inc. � Voice (973) 748−5089 � FAX (973) 748−6224 � http://www.nteinc.com

R95−123

.180 (4.57) Typ

.870 (22.1)

11−Pin Blade Socket
Features
• P.C. Board Mount
• Accepts .187” Blade Terminals
• 3PDT, DPDT & SPDT Applications

Electrical Rating:
300 Volts, 10 Amps

.055 (1.4) Typ

1.500 (38.1)

.297 (7.54)

2.030
(51.56)

.875 (22.22)

1.687
(42.85)

.165 (4.19) Dia Typ

.156 (3.96)

.036 (0.91)
Typ

.125 (3.17)

1.687
(42.85)

.844
(21.44)

.090 (2.29) Typ

.435 (11.05)

.156 (3.96)
Dia Typ

.391 (9.94)

.546
(13.86)

.076 (1.93)
Dia Typ
(11 Places)

.218 (5.53)

R95−124

11−Pin Blade Socket
Features
• Panel Mount
• Accepts .187” Blade Terminals
• Quick disconnect terminals

Electrical Rating:
300 Volts, 10 Amps

.165 (4.19) Dia
2 Holes

.297 (7.54)

.187 (4.75) Typ

1.375
(34.92)

1.500
(38.1)

.870 (22.1)

2.030
(51.56)

1.687
(42.85)

.340 (8.64)

1.250
(31.75)

.020 (0.51) Typ

.125 (3.18)
.375 (9.52)

.165 (4.19) Dia Typ 2 Holes
1.130 (28.7)

.209 (5.31)

.260 (6.6)

1.390 (35.31)

1.270
(32.26)

1.478
(37.54)
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