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180-118 (02 Wall-Mounting)
Next Generation (NGCON) Fiber Optic 

SS15 Receptacle Connector

TABLE II - FINISH
SYM FINISH DESCRIPTION

C Anodize, Black

M Electroless Nickel Plate

Z1 Stainless Steel, Passivated

NF Zinc-Nickel/Olive Drab Over
Electroless Nickel

APPLICATION NOTES

1. Assembly identified with Glenair, Inc and P/N, Space Permitting.
2. Glenair 180-118 Connector Features:
    A. Plug Barrel, Shell, Coupling Nut & Retainer- Al Alloy 6061- T6
    B. Insert- Al Alloy/ Anodize, Black or High Grade Engineering Plastic
    C. Seal, Gasket & O-Ring - Fluorosilicone/ Silicone Blend
    D. Alignment Pins, Screw, Thrust Washer & Retaining Ring - Stainless Steel

          E. Termini: Not Supplied
          F. Operating Temperature Range: -55°C to +200°C.

3. See AP 18-098 & -099 for Plug Assy.
           AP 18-100 & -101 for Receptacle Assy.

4. Metric dimensions (mm) are in parentheses.

1.124 (28.5)
Max Dia.

.968

.968

RECOMMENDED PANEL CUTOUT

4X
.133 (3.4)
.127 (3.2)

Dia.

(24.6)

(24.6)

Product Series
Basic Number
Finish Symbol 
(Table II) Omit for None
Wall Mounting
Receptacle Assy

180-118 M 02-15-10 R

Removable Face Assy
Omit for None
Insert Arrangement
Shell Size
(Table I)

10 9
876

5
4

3

21

Master
Secondary
Polarizing
Keyway

1.000 (25.4)
Dia.

1.003 (25.5)

Alignment
Pin

4X
.130 (3.3)
.115 (2.9)

Dia.

1.062-.1P-.2L-DS-2A

M22 X 1.0-6g 0.100R
Clocking
Keyway

Master
Keyway

.888 (22.6)

.563

.968 (24.6)

.968 (24.6)1.258 (32.0) SQ

30°

1.720 (43.7)
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