
PCSB20 Power Chip Shielded Backlight Inductors

Features

• Designed for use in back light 

applications

• Ultra miniature size for high density

• Magnetically shielded 

Electrical

Inductance Range:  100µh to 10000µh.

Tolerance: ± 20% over the entire

inductance range.

Test Frequency: Inductance measured

at 100KHz, 0.1 Vrms. After soldering, push

Operating Temp. Range: i-40° to +85°C.ll°

Physical

Marking:   Color Code using standard EIA

three dot system.

Packaging: 2500 pieces per 13 inch reel.

*Temperature rise shall not be more than 30ºC at Irms.
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Allied
Part

Number

Inductance
(µh)

PCSB20-101M-RC

PCSB20-151M-RC

PCSB20-221M-RC

PCSB20-331M-RC

PCSB20-471M-RC

PCSB20-681M-RC

PCSB20-102M-RC

PCSB20-152M-RC

PCSB20-222M-RC

PCSB20-332M-RC

PCSB20-472M-RC

PCSB20-682M-RC

PCSB20-103M-RC
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0.260
(6.60) MAX.0.175

(4.45) MAX.

0.120
(3.05) 

0.050
(1.27) 

0.170
(4.32) 

0.040
(1.02) 

0.115
(2.92) 
MAX.

0.160
(4.06) 

0.055
(1.40) 

0.140
(3.56) 

Dimensions: Inches
(mm)

RoHS
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All specifications subject to change without notice.

mounting

• Designed with heat resistant materials 

• Flat top for pick and place assembly 

for reflow operation 

 • Non standard values are available 
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