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Surface Mount Aluminum Electrolytic Capacitors
FEATURES
• CYLINDRICAL V-CHIP
• LOW PROFILE, 4.6mm MAXIMUM HEIGHT
• DESIGNED FOR REFLOW ..SOLDERING
CHARACTERISTICS

MAXIMUM PERMISSIBLE RIPPLE CURRENT
(mA rms AT 120Hz AND 85OC)

MAXIMUM ESR
(Ω AT 20OC AND 120Hz)

RIPPLE CURRENT CORRECTION FACTOR
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1.0 0.1

22.0 0.2

33.0 8.2

74.0 0.4

0.1 4.8

2.2 41

3.3 71

7.4 71 81 12

01 32 72 92 33

22 82 33 73 74 94

33 82 73 14 15 75

74 33 54 35 16

001 65 07 47

022 69
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(paC µ )F
ycneuqerF

zHK1<~001 zHK01<~K1 zHK001<~K01 > zHK001

7.4~74.0 0.1 3.1 5.1 0.2

33~01 0.1 2.1 3.1 54.1

022~74 0.1 1.1 2.1 3.1

NACP Series

RoHS 
Compliant

*See Part Number System for Details
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STANDARD PRODUCTION SIZE Dφ xL (mm) DIMENSIONS (mm)

paC (µ )F
)cdV(egatloVgnikroW

4 3.6 01 61 52 53 05
1.0 5.4x4

22.0 5.4x4

33.0 5.4x4

74.0 5.4x4

0.1 5.4x4

2.2 5.4x4

3.3 5.4x4

7.4 5.4x4 5.4x4 5.4x5

01 5.4x4 5.4x5 5.4x5 5.4x3.6

22 5.4x4 5.4x5 5.4x5 5.4x3.6 5.4x3.6

33 5.4x4 5.4x5 5.4x5 5.4x3.6 5.4x3.6

74 5.4x4 5.4x5 5.4x3.6 5.4x3.6

001 5.4x5 5.4x3.6 5.4x3.6

022 5.4x3.6

esaC
eziS D ±φ 5.0 1.0±L A + 2.0 Ι + 2.0 W P + 2.0

5.4x4 4 5.4 3.4 8.1 8.0~5.0 0.1

5.4x5 5 5.4 3.5 1.2 8.0~5.0 4.1

5.4x3.6 3.6 5.4 6.6 5.2 8.0~5.0 2.2

Surface Mount Aluminum Electrolytic Capacitors NACP Series

SEE PAGE 38
For Case Size Data

SEE PAGE 39
For Taping/Packaging Data

0.3mm max.
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NACP  470  M  16V  6.3x5.5 TR  13  F
                                                                                         Pb-free/RoHS Compliant
                                                                                         97% Sn (min.), 3% Bi (max.)
                                                                                  330mm (13”) Reel
                                                                         Tape & Reel
                                                            Size in mm
                                             Working Voltage
                                   Tolerance Code M=20%, K=10%
                          Capacitance Code in µF, first 2 digits are significant
                          Third digit is no. of zeros, “R” indicates decimal for
                          values under 10µF
            Series

*Add "F" suffix for optional RoHS compliant parts


