
38999 Fiber Optic
Test Probe Adapters

Mate With Both Series I and Series III
D38999 Plugs and Receptacles
Designed for Use With Glenair Test Probes
Precise Angular and Axial Alignment of
Fiber
Eliminates Air Gaps Between Termini
Precision Ceramic Alignment Sleeve
Cost-effective Compared to Multi-Channel
Test Cables

Patented Test Probe Adapters Improve Measurement Accuracy
and Eliminate Expensive Multi-Channel Test Cables
Available in 38999 Series I and Series III configurations, Glenair test adapters provide precise angular
and axial alignment of termini.  Transmission losses are minimized by providing axial bias of the
probe terminus against the terminus of the cable under test.  Beryllium copper retention clips and
precision-molded inserts withstand abuse and guarantee long service life.  The socket adapter fea-
tures a ceramic alignment sleeve.
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HOW TO ORDER

ADDITIONAL INFORMATION
Full dimensional information and other
data is available at www.glenair.com/
fiberoptic.
Order the comprehensive 130 page
Fiber Optic Interconnect Solutions
Catalog at www.glenair.com.

Product Series

180-072: 38999 Series I
180-044: 38999 Series III

Shell Finish

B: Olive Drab Cadmium
M: Electroless Nickel
NF: Olive Drab Cadmium Over

Electroless Nickel
Other finishes available

Shell style

06 - Plug Adapter
07 - Receptacle Adapter

Shell Size - Insert Arrangement

11-2 17-8 23-99
13-4 19-11 25-20
15-5 21-16 25-29
15-97 23-21

180-072 NF 06 - 11-2 P N

Receptacle  Keying Position
(Plug is universally
Keyed)

Omit for Normal
A - Position A
B - Position B
C - Position C
D - Position D
E - Position E

Insert Type

P - Pin Insert
S - Socket Insert

CONFIGURATIONS

38999 Series III
Part Number 180-044

38999 Series I
Part Number 180-072

Receptacle Plug Receptacle Plug

Pin

Socket Pin

Socket Pin

Socket Pin

Socket

Worldwide Sales and Service
Location
Mansfield, England
Paris, France
Glendale CA, USA
Steinbach, Germany
Solna, Sweden
Milano, Italy

Facility
Glenair UK LTD
Glenair France SARL
Glenair, Inc.
Glenair Electric GmbH
Glenair Nordic AB
Glenair Connectors Italia SRL

Telephone
44-1623-638100
33-1-49-89-66-33
818-247-6000
49-6171-5905-0
46-8-5055-0000
39-02-9108-2121

Facsimile
44-1623-638111
33-1-49-89-66-30
818-500-9912
49-6171-5905-90
46-8-5055-0001
39-02-9904-3565

E-mail
sales@glenair.co.uk
sales@glenair.fr
sales@glenair.com
germany@glenair.com
sales@glenair.se
sales-italia@glenair.com


