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APPLICATIONS:FEATURES:

Pb RoHS
Compliant

STANDARD SPECIFICATIONS:
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300 MHz ONE-PORT SAW RESONATOR

MAXIMUM RATINGS

• Low loss
•   3.0mm leaded package
• 50ohms termination

• Wireless remote controller
• Mobile communication
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ABRACON IS 
ISO9001:2008

CERTIFIED 

ELECTRICAL CHARACTERISTICS
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Test Temperatue: 22°C±2°C

Terminating load impedance: 50Ω
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Terminating source impedance: 50Ω
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Typical

Insertion Loss 1.5
Quality Factor

Item
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300.00

Unloaded Q 11,000
50Ω Loaded Q
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C to +85C

C to +85C

TEST CIRCUIT

9.5 x   3.0mm
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OUTLINE DIMENSIONS:

Dimension : mm

NOTE: Abracon manufactured products are intended for general commercial and industrial use.  For applications requiring 
high reliability and/or presenting extreme operating environment,  written consent & authorization from Abracon is required. 

303 MHz ONE-PORT SMD SAW RESONATOR

ABRACON IS 

CERTIFIED 

ABRACON IS 
ISO9001:2008

CERTIFIED 

9.5 x   3.0mm

300R
A ZYX

Pin No. Function
1 Input
2 Output
3 Ground


