
����� Low leakage

����� Low forward voltage drop

����� High current capability

����� High forward surge current capability

����� Technology: Glass Passivation Pellet/Clip Bonding

����� Case: Sintered temperature < 260 C

����� Polarity: As marked on body. (Note2)

����� Lead: Plated lead, solderable per MIL-STD-202E method 208C

����� Mounting: BLOCK/TO-230 package type
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Mechanical Data:

�����Maximum Ratings and Electrical Characteristics
����� Rating at 25oC ambient temperature unless otherwise specified.

����� Single phase, half wave, 60Hz, resistive or inductive load.

����� For capacitive load derate current by 20%.

Features:

Notes: 1. Enough heatsink must be considered in application.

2. Suffix "N" is for lead Negative.Suffix "P" is for lead Positive.
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Unit:mmTO-230/BLOCK
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Application:
� Block Diode/Alternator Diode Case

Lead

Case

Lead

Suffix:"P"
Positive

Suffix:"N"
Negative� Stack Silicon Diffused Diode alternative

� Special for Car AC Alternator rectifier application

Pb Free Plating Product
GB351N thru GB356N

35.0 Ampere Heatsink Block Automotive Rectifier Diodes

Pb



�����Ratings and Characteristic Curves
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®GB351N thru GB356N


