
   
 

 Pulse                 C8015NL_100109_A 
12220 World Trade Dr.  
San Diego, CA 92128 
U.S.A. www.pulseeng.com  
TEL: 858 674 8100 
FAX: 858 674 8262 

Proprietary & Confidential 

PRODUCT DATASHEET 
PART NUMBER: C8015NL 

• Diplexer, 5-864/1125-1525MHz 
• Impedance = 75 Ohms 
• Metal Can, Through Hole with F-Connector Ports 
• Surge per IEC 61000-4-5, Level 3 
• RoHS Compliant 

                                                                                                 Electrical Specifications @ 25°C  
 
INSERTION LOSS (COMMON TO CATV) :  

 
5-800 MHz 

 
801-864 MHz 

 
975-1125 MHz 

 
1126-2500 MHz 

 
2501-3000 MHz 

   

 
1.3 dB Max 

 
2.3 dB Max 

 
45 dB Min 

 
45 dB Min 

 
45 dB Min 

   

 
INSERTION LOSS (COMMON TO MOCA) :  

 
5-600 MHz 

 
601-864 MHz 

 
975-1025 MHz 

 
1125-1525 MHz 

  
 

  

 
40 dB Min 

 
38 dB Min 

 
38 dB Min 

 
3.0 dB Max 

  
 

  

        
 

2300 MHz 
 

3000 MHz 
 

4600 MHz 
 

6000 MHz 
    

 
41 dB Min 

 
31 dB Min 

 
25 dB Min 

 
5.0 dB Min 

    

 
RETURN LOSS : COMMON PORT                                                                      

 
5-864 MHz 

 
1125-1525 MHz 

      

 
10 dB min 

 
10 dB min 
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                                                                                                     Mechanical Specifications  

 

 

Housing Specifications: 
Connector: F-Type, Female  
F-Connector Torque Resistance: 20 inch lbs in 
10 seconds 
Housing: SPTE 


