
.798±.010 20.27±.25

.020 .51

.250 6.35

.410 10.41

4 X .110 2.79

.450±.010 11.43±.25

.650±.020 16.51±.51

.100 2.54
MAX PANEL

.200 5.08

.050 1.27

(00-8034G005 REF)

(00-5003G005 REF)

B

C

2 X  .200  5.08 

2 X  .200  5.08 

2 X .040 1.02
.004 M B C

2 X  .200  5.08 
2 X  .100  2.54 

4 X .067±.003 1.70±.08 .062±.003 1.57±.08

.004 [.10] M A .004 [.10] M A

A

.255 6.48

CATALOG P/N: 035B-060-00401H

NOTES: UNLESS OTHERWISE SPECIFIED
     1. FOR GENERAL SERIES SPECIFICATIONS SEE SD35-0000.

     2. MATERIAL SPECIFICATIONS:
CONTACT & SNAP-IN: COPPER ALLOY.
ALL OTHER METAL PARTS: BRASS PER ASTM B16.
INSULATOR: TEFLON PER ASTM D1710.

     3. FINISH SPECIFICATIONS:
BODY: .000015 MIN GOLD PER ASTM B488 OVER .000080 MIN NICKEL PER AMS-QQ-N-290 (RoHS).
CONTACT: .000030 MIN GOLD PER ASTM B488 OVER .000080 MIN NICKEL PER AMS-QQ-N-290 (RoHS).
ALL OTHER METAL PARTS: .000005 MIN GOLD PER ASTM B488 OVER .000080 MIN NICKEL PER AMS-QQ-N-290 (RoHS).

     4. WASHER AND NUT MUST BE PURCHASED SEPARATELY.

     5. SEE SALES DRAWING FOR WASHER AND NUT SPECIFICATIONS (REFER TO SD00-8034G005 AND SD00-5003G005).

RECOMMENDED PCB LAYOUT
PCB THICKNESS: .056~.069

RECOMMENDED MOUNTING HOLE
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C
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XX/XX/XXXXX
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XX/XX/XXXXX
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CUSTOMER
 SALES DRAWING

PER ASME Y14.5M-1994
UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]
TOLERANCES:
DECIMAL: .XX [X.X] ± .01 [0.3]
                  .XXX [X.XX] ± .005 [0.13]
                  .XXXX [X.XXX] ± .XXXX
ANGLES: ± 2°                          SCALE: 3:1 
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Winchester Electronics Corporation
62 Barnes Industrial Road North
Wallingford, Connecticut  06492

THIRD
ANGLE

DMF029  B

R/A PCB MOUNT SMA JACK 
WITH DUAL BOARD LOCKS


