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 Package Dimension: 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Part NO.  Chip Emitting Color Lens Color 

AL-01CEW01WCP-A2 InGaN Cool White Water Clear 

 
Notes: 

1. All dimensions are in millimeters (inches). 

2. Tolerance is ±0.25mm (.010”) unless otherwise noted. 

3. Protruded resin under flange is 1.0mm(.04”) max.                               

4. Lead spacing is measured where the leads emerge from the package. 

5. Specifications are subject to change without notice.  

6. This data-sheet only valid for six months. 
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 Electrical Optical Characteristics at Ta=25℃ 

 

Parameter Symbol Min. Typ. Max. Unit Test Condition

Luminous Flux ΦV --- 120 --- Lm IF=350mA 

Forward Voltage VF --- 3.1 3.5 V IF=350mA 

X --- 0.329 --- --- 

Chromaticity Coordinate 

Y --- 0.342 --- --- 

IF=350mA 

Color Temperature CCT --- 5700 --- K IF=350mA 

Color Render Index CRI 70 --- --- --- IF=350mA 

Reverse Current IR --- --- 5 µA VR=5V 

Thermal Resistance Rth --- 9 --- ºC/W --- 

LED Junction Temp Tj --- --- 150 ºC --- 

Emission Angle 2θ1/2 --- 120 --- Deg IF=350mA 
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 Chromaticity Coordinate 

 

LED BINNING 
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 Chromaticity Coordinate 
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 Bin Code 
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 Optical Characteristics 
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 Optical Characteristics 
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 Test item and Results of reliability 
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 Packaging   800pcs/Reel 

 
 
 
 
 
 


