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			12H1601-2R - 50WattDC-DCConverters Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:3; Features:Aluminium Foil/Polyester Tape; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:5; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:4; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:5; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester Tape RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:4; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester Tape RoHS Compliant: Yes CAP, 100PF 50V 10% X7R, 0603 SMD,CAP,CERA,0.01UF,0603 50V, X7R, 10% Paired, Cable, Number Of Pairs 2 RoHS Compliant: Yes 50瓦的DC - DC转换 50 Watt DC-DC Converters 50瓦的DC - DC转换 Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Unshielded; Impedance:72ohm; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes 
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	Part No.	12H1601-2R 24H1601-2R 48H1601-2R 24H2320-2 48H3040-2 12H1001-2R 12H1301-2R 12H1501-2R 12H1901-2R 12H2320-2 12H2540-2 12H3020-2 12H3040-2 24H1001-2R 24H1301-2R 24H1501-2R 24H1901-2R 24H2540-2 24H3020-2 24H3040-2 48H1001-2R 48H1301-2R 48H1501-2R 48H1901-2R 48H2320-2 48H2540-2 48H3020-2   

	Description	50WattDC-DCConverters 
 Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:3; Features:Aluminium Foil/Polyester Tape; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:5; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:4; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:5; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester Tape RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:4; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester Tape RoHS Compliant: Yes
CAP, 100PF 50V 10% X7R, 0603
SMD,CAP,CERA,0.01UF,0603 50V, X7R, 10%
Paired, Cable, Number Of Pairs 2 RoHS Compliant: Yes 50瓦的DC - DC转换
50 Watt DC-DC Converters 50瓦的DC - DC转换
Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Unshielded; Impedance:72ohm; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
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 			 Full text search : 50WattDC-DCConverters Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:3; Features:Aluminium Foil/Polyester Tape; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:5; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:4; Leaded Process Compatible:Yes RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:5; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester Tape RoHS Compliant: Yes Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:4; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester Tape RoHS Compliant: Yes CAP, 100PF 50V 10% X7R, 0603 SMD,CAP,CERA,0.01UF,0603 50V, X7R, 10% Paired, Cable, Number Of Pairs 2 RoHS Compliant: Yes 50瓦的DC - DC转换 50 Watt DC-DC Converters 50瓦的DC - DC转换 Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Unshielded; Impedance:72ohm; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	74697-2609 0746972609 	2.00mm (.079) Pitch 5-Row VHDM-HSD?/a> Backplane Header, Guide Pin Signal Module, Shield Pin End Version, Advanced Mate Shield, 100 Circuits
2.00mm (.079) Pitch 5-Row VHDM-HSD Backplane Header, Guide Pin Signal Module, Shield Pin End Version, Advanced Mate Shield, 100 Circuits
	http://
Molex Electronics Ltd.

	MDIN03SS MDIN04SS MDIN05SS MDIN06SS MDIN08SS 	90° PTH Socket (with Shield)
90隆? PTH Socket (with Shield)
	Yamaichi Electronics Co., Ltd.

	HFCT-5941AG HFCT-5941AL HFCT-5941ATG HFCT-5941ATL 	HFCT-5941AG · 2488 Mbit/s SMF (2km) 2x5 SFF LC for SONET/SDH, ATM (OC-48) -40C to  85C: w/o EMI Shield
HFCT-5941AL · 2488 Mbit/s SMF (2km) 2x5 SFF LC for SONET/SDH, ATM (OC-48) -40C to  85C: w/ EMI Shield
HFCT-5941ATG · 2488 Mbit/s SMF (15km) 2x5 SFF LC SONET/SDH, ATM (OC-48) -20C to  85C: w/o EMI Shield
HFCT-5941ATL · 2488 Mbit/s SMF (15km) 2x5 SFF LC SONET/SDH, ATM (OC-48) -20C to  85C: w/ EMI Shield
HFCT-5941G · 2488 Mbit/s SMF (2km) 2x5 SFF LC SONET/SDH, ATM (OC-48) 0C to  70C: w/o EMI Shield
HFCT-5941L · 2488 Mbit/s SMF (2km) 2x5 SFF LC SONET/SDH, ATM (OC-48) 0C to  70C: w/ EMI Shield
HFCT-5941TG · 2488 Mbit/s SMF (15km) 2x5 SFF LC SONET/SDH, ATM (OC-48) 0C to  70C: w/o EMI Shield
HFCT-5941TL · 2488 Mbit/s SMF (15km) 2x5 SFF LC SONET/SDH, ATM (OC-48) 0C to  70C: w/ EMI Shield
	Agilent (Hewlett-Packard)

	HFCT-5006 HFCT-5961NG HFCT-5961NL HFCT-5961ATL HFC	HFCT-5006 · Evaluation Kit for SFF LC Singlemode for SONET/SDH, ATM (OC-3/OC-12) Applications
HFCT-5961NG · 155 Mbit/s SMF (40km) 2x5 PECL SFF LC for SONET/SDH, ATM (OC-3) 0C to  70C: w/o EMI Shield
HFCT-5961NL · 155 Mbit/s SMF (40km) 2x5 PECL SFF LC for SONET/SDH, ATM (OC-3) 0C to  70C: w/ EMI Shield
HFCT-5961ATL · 155 Mbit/s SMF (15km) 2x5 PECL SFF LC for SONET/SDH, ATM (OC-3) -40C to  85C: w/ EMI Shield
HFCT-5961ATG · 155 Mbit/s SMF (15km) 2x5 PECL SFF LC for SONET/SDH, ATM (OC-3) -40C to  85C: w/o EMI Shield
HFCT-5961TL · 155 Mbit/s SMF (15km) 2x5 PECL SFF LC for SONET/SDH, ATM (OC-3) 0C to  70C: w/ EMI Shield
	Agilent (Hewlett-Packard)

	12H1601-2R 24H1601-2R 48H1601-2R 24H2320-2 48H3040	50WattDC-DCConverters
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:3; Features:Aluminium Foil/Polyester Tape; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:5; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:4; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:5; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester Tape RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Number of Pairs:4; Leaded Process Compatible:Yes; Features:Aluminium Foil/Polyester Tape RoHS Compliant: Yes
CAP, 100PF 50V 10% X7R, 0603
SMD,CAP,CERA,0.01UF,0603 50V, X7R, 10%
Paired, Cable, Number Of Pairs 2 RoHS Compliant: Yes 50瓦的DC - DC转换
50 Watt DC-DC Converters 50瓦的DC - DC转换
Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:FEP; Number of Pairs:1; Features:Unshielded; Impedance:72ohm; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
	http://
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	MDIN03SSV-G MDIN04SSV-G MDIN05SSV-G MDIN06SSV-G MD	90隆? PTH Socket (with Shield and 4 Grounding Springs)
90° PTH Socket (with Shield and 4 Grounding Springs)
	Yamaichi Electronics Co., Ltd.

	HFCT-5951NG HFCT-5952NL 	622 Mbit/s SMF (40km) 2x5 SFF LC for SONET/SDH. ATM (OC-12) 0C to  70C: w/o EMI Shield
622 Mbit/s SMF (40km) 2x10 SFF LC for SONET/SDH. ATM (OC-12) 0C to  70C: w/ EMI Shield 622兆位/ s的SONET的单模光纤（40公里x10准系统立法会/ SDH的。自动柜员机（的OC - 12C0C：瓦电磁干扰屏蔽
	Avago Technologies, Ltd.

	S01-30200500 S01-30300500 S01-50250500 	EZ SHIELD CAN
	Harwin Plc

	APA0865M APA0865W 	Connect Shield
	ETC

	2673200201 	73 SHIELD BEAD
	Fair-Rite Products Corp.

	01039 01039-B1 	MODULE SHIELD 模块屏蔽
	Vicor, Corp.
VICOR[Vicor Corporation]
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