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			TZMB10 - RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210, 302 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Flanged Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes From old datasheet system Silicon Epitaxial Planar Z-Diodes 
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	Part No.	TZMB10 TZMB11 TZMB12 TZMB13 TZMB15 TZMB16 TZMB18 TZMB51 TZMB56 TZMB8V2 TZMB5V6 TZMB TZMB5V1 TZMB9V1 TZMB20 TZMB22 TZMB24 TZMB27 TZMB2V4 TZMB2V7 TZMB30 TZMB33 TZMB36 TZMB39 TZMB3V0 TZMB3V3 TZMB3V6 TZMB3V9 TZMB43 TZMB47 TZMB4V3  

	Description	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59 RoHS Compliant: Yes 
 RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Flanged Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
From old datasheet system
Silicon Epitaxial Planar Z-Diodes
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						 Vishay Intertechnology,Inc. 
 VISAY[Vishay Siliconix]
Vishay Telefunken
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	Part: TZM5231B
	Maker: TEMIC
	Pack: 
	Stock: Reserved
	Unit price 
									for :
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 			 Full text search : RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210, 302 RoHS Compliant: Yes RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Flanged Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes From old datasheet system Silicon Epitaxial Planar Z-Diodes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AD9040 AD9040A AD9040A_PWB AD9040AJN AD9040AJR AD9	RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Right Angle Plug RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Jack RoHS Compliant: Yes
10-Bit 40 MSPS A/D Converter
	Analog Devices, Inc.
AD[Analog Devices]

	DWF40A30 DWF40A40 DWR40A30 	THREE PHASE DIODE MODULES (HALF BRIDGE)
WIRELESS INFRASTRUCTURE SAMPLE
RF/Coaxial Connector; RF Coax Type:MCX; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:179; Body Plating:Gold RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MCX; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:179; Body Plating:Gold RoHS Compliant: Yes
	SanRex Corporation

	MAX803 MAX803EXR-T MAX803EXR-T10 MAX803L MAX803M M	3-Pin Microprocessor Reset Circuits 3引脚微处理器复位电路
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Right Angle Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Bulkhead Jack; RG Cable Type:174, 179, 187, 188, 316 RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Jack; No. of Contacts:1 RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RJF TV Field Threaded Jam Nut Recept backshell Metal Gland Cordset 1.5M Green 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
3-Pin Microprocessor Reset Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Sealed Modular Connector; Approval Categories:UL94V-0 Flammability rated; Sealed to IP67 specs; Body Material:Metal; Cable Gland Material:Metal; Color:Olive Drab Cadmium Protective Finish
AC/DC CAPACITANCE=3 VOLT=1500
	MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC
Cypress Semiconductor, Corp.
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
http://

	R123075000W 	RF/Coaxial Connector; RF Coax Type:QMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 141; Leaded Process Compatible:Yes RoHS Compliant: Yes CABLE TERMINATED, MALE, RF CONNECTOR, CRIMP, PLUG
	Radiall S.A.

	CA2830C CA2830 	RF/Coaxial Connector; RF Coax Type:N; Contact Termination:Crimp or Solder; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:9, 9A, 9B, 214
34.5 dB 5-200 MHz 800 mWATT WIDEBAND LINEAR AMPLIFIERS
	Motorola, Inc.

	CY7C008V-2 CY7C009V CY7C009V-15AC CY7C009V-20AC CY	Memory : Dual-Ports
RF/Coaxial Connector; RF Coax Type:7/16; Contact Termination:Blunt Post; Body Style:Panel Flanged Receptacle RoHS Compliant: Yes
TNC Coaxial Connector; Body Style:Straight Terminator RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:55; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
3.3V 64K/128K x 8/9 Dual-Port Static RAM 128K X 9 DUAL-PORT SRAM, 15 ns, PQFP100
TNC CAP AND CHAIN 128K X 8 DUAL-PORT SRAM, 25 ns, PQFP100
	CYPRESS[Cypress Semiconductor]
Cypress Semiconductor Corp.
Cypress Semiconductor, Corp.

	BYW52 BYW53 BYW56 BYW55 BYW54 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 硅梅萨整流器
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor Size AWG:14; No. Strands x Strand Size:Solid RoHS Compliant: Yes 硅梅萨整流器
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:11; Impedance:75ohm; Conductor
From old datasheet system
Silicon Mesa Rectifiers
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
Vishay Telefunken

	MDR200A50 MDR200A40 MDR200A30 MDF200A50 MDF200A40 	BNC (M) TO F (F) ADAPTER
BNC (F) TO TNC (M) ADAPTER
RF/Coaxial Connector; RF Coax Type:QMA; Contact Termination:Press-Fit; Impedance:50ohm; Body Style:Straight Jack; Body Material:Brass; Body Plating:White Bronze Over Nickel; Connector Mounting:PC Board RoHS Compliant: Yes
DIODE MODULE
From old datasheet system
DIODE(NON-ISOLATED TYPE)
Diode with flat mounting base which is designed for use in various rectifier applications, 200A, 500V
	SANREX[SanRex Corporation]

	PO6-R-PC-1 PO6-A-JJ PO6-LP-196 PO6-LP-196_U PO6-LR	RFCO-AXIAL CONNECTORS(Low-profile ultrasmall coaxial connector) RFCO同轴连接器（低台超小型同轴连接器
CONNECTOR ACCESSORY 连接器附
CABLE TERMINATED, RF CONNECTOR
CABLE TERMINATED, FEMALE, RF CONNECTOR, SOLDER
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	M36W108AT120ZM6T M36W108AB100ZM6T M36W108AT100ZM6T	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid RoHS Compliant: Yes
8 Mbit 1Mb x8, Boot Block Flash Memory and 1 Mbit 128Kb x8 SRAM Low Voltage Multi-Memory Product 81兆8，启动块闪存1兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	FI-JH 	Fine Coax Wire Connector
	JAE

	HMU-PJAT1K-A20R1 HMU-PJAT1K-A00R1 HMU-PJAT1K-A01R1	MU-PJ Type Optical Fixed Attenuators  PJ型光固定衰减
TV 8C 8#8(TWIN) PIN WALL RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:5; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:58, 141 RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]
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