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			 Related Part Number
	
					PART	Description	Maker
	GS100502 	Geartooth Hall Effect Sensor; Supply Voltage Max:24VDC; Supply Voltage Min:4.5VDC; Supply Current Max:6mA; Sensor Terminals:Wire Leads; Leaded Process Compatible:No; Output Type:Sink; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	THE CHERRY CORP

	ICS9147-01 ICS9147F-01 	Frequency Generator & Integrated Buffers for PENTIUMTM
Switch Mode Power Supply; Output Power:80W; Mounting Type:PCB; Output Current:8A; Output Power Max:80W; Output Power Min:60MW; Output Voltage:5VDC; Series:LPT60; Supply Voltage:370VDC; Supply Voltage Max:264VAC RoHS Compliant: Yes 频率发生
	Integrated Circuit Syst...
ICST[Integrated Circuit Systems]
Integrated Device Technology

	CA3420 	Op Amp, BiMOS, Low Supply Voltage, Low Input Current, 0.5MHz, V to 0V Supply Voltage
	Intersil

	C7247-01 C7247 	   DA-TYPE SOCKET ASSEMBLIES
Switch Mode Power Supply; Output Power:80W; Mounting Type:PCB; Output Current:8A; Output Power Max:80W; Output Power Min:60MW; Output Voltage:5VDC; Series:LPT60; Supply Voltage:370VDC; Supply Voltage Max:264VAC RoHS Compliant: Yes
	HAMAMATSU[Hamamatsu Corporation]
Hamamatsu Photonics

	ZM33064_06 ZM33064 ZM33064C ZM33064G ZM33064N8 ZM3	SUPPLY VOLTAGE MONITOR
1-CHANNEL POWER SUPPLY SUPPORT CKT, PBCY3
	Diodes Incorporated
ZETEX[Zetex Semiconductors]
ZETEX PLC

	RTF015P02 	Power Supply IC; Package/Case:10-MLP; Cap Charger Output Type:Three levels of switch current limit: 1.6, 1.8, 2.0 A; Output Type:Current; Peak Reflow Compatible (260 C):Yes; Supply Voltage Max:5.5V; Supply Voltage Min:3V RoHS Compliant: Yes
DC-DC Converter (20V/ 1.5A)
DC-DC Converter (-20V, -1.5A)
DC-DC Converter (−20V, −1.5A)
	Rohm CO.,LTD.
ROHM[Rohm]

	MC14538B MC14538BD MC14538BDR2 MC14538BDT MC14538B	UltraLow-Supply Current/Supply-Voltage Supervisory Circuit 6-SOT-23 -40 to 85
Dual Precision Retiggerable/Resettable Monostable Multivibrator
	ONSEMI[ON Semiconductor]

	ISL84543CB ISL84543 ISL84543CP ISL84543IH-T ISL845	Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches DUAL 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDIP8
1024 x 36 synchronous FIFO Memory 120-HLQFP 0 to 70 低电压，单电源，双路SPST，SPDT模拟开
Low-Voltage Single Supply Dual SPST SPDT Analog Switches
Low-Voltage/ Single Supply/ Dual SPST/ SPDT Analog Switches
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	ISL43410IU-T ISL43410IRZ ISL43410IUZ-T ISL43410IR-	Low-Voltage, Single Supply, DPDT High Low-Voltage, Single Supply, DPDT High
Low-Voltage, Single Supply, DPDT High Performance Analog Switch 2-CHANNEL, DBL POLE DBL THROW SWITCH, PDSO10
	Intersil Corporation
Intersil, Corp.

	LZ0P3800 	Safety Light Curtain; Control Output Type:2PNP OSSD; Number of Beams:80; Protection Height:600mm; Sensing Range Max:6m; Supply Voltage Max:24VDC; Supply Voltage:24VDC
1/4-type Built-in Lens Color CMOS Image Sensor with 110 k Pixels
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	FXLA102 FXLA102L8X 	Low Voltage Dual Supply 2-Bit Voltage Translator with Configurable Voltage Supplies and Signal Levels, 3-State Outputs, and Auto Direction Sensing
	Fairchild Semiconductor
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