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			SV03 - Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格） XTAL,OSC 50.0MHZ 3V 6P SMT POT 2.0K OHM 1/4 SQ CERM SL ST Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No LUGS    High Voltage MLC Radials (SV Style) 
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	Part No.	SV03 SV01KA101JAA SV01KA101KAA SV01KA101MAA SV01HA102JAA SV01AA223MAA SV01HC101JAA SV13 SV16 SV17 SV01 SV01A SV01AA100JAA SV01AA100KAA SV01AA100MAA SV01AA101JAA SV01AA101KAA SV01AA101MAA SV01AA102JAA SV01AA102KAA SV01AA102MAA SV01AA105JAA SV01AA105KAA SV01AA105MAA SV01AA223JAA SV01AA223KAA SV01AA224JAA SV01AA224KAA SV01AA224MAA SV01AC100JAA SV01AC100KAA  

	Description	Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 
 High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格）
XTAL,OSC 50.0MHZ 3V 6P SMT
POT 2.0K OHM 1/4 SQ CERM SL ST
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
LUGS
   High Voltage MLC Radials (SV Style)
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	Part: SV9435
	Maker: N/A
	Pack: SOP8
	Stock: 3944
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 			 Full text search : Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格） XTAL,OSC 50.0MHZ 3V 6P SMT POT 2.0K OHM 1/4 SQ CERM SL ST Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No LUGS    High Voltage MLC Radials (SV Style)   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	GMD81400 GMF11201 GMF10201 GMF90201 GMF10601 GMF10	CAPACITOR, VARIABLE, MICA, 250 V, 380 pF - 1300 pF, HORIZONTAL ADJUSTER, THROUGH HOLE MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 880 pF - 2330 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 15 pF - 130 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 2000 V, 10 pF - 48 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 275 pF - 970 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 550 pF - 1600 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 65 pF - 340 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 450 pF - 1390 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 1300 pF - 2830 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 115 pF - 550 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 1150 pF - 2605 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 45 pF - 280 pF, HORIZONTAL ADJUSTER, THROUGH HOLE MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 350 pF - 1180 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 190 pF - 760 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 780 pF - 2110 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 650 pF - 1890 pF, PANEL MOUNT
	Sprague-Goodman Electronics, Inc.

	CWB201 CWB201CP CWB201CY XCWB201 	Silver Mica Capacitor; Capacitance:470pF; Capacitance Tolerance: /- 2%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:No RoHS Compliant: No
100MHz CMOS/DMOS Wideband Quad Analog Switch
	Calogic LLC
Calogic  LLC
CALOGIC[Calogic, LLC]

	Q62702-P1029 BPY12 Q62702-P9 BPY12H1 P9 	Silicon-PIN-Photodiode 硅的PIN光电二极
Silver Mica Capacitor; Capacitance:56pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:Yes RoHS Compliant: Yes
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	M30622MC-740FP M30624MGA-333FP M30624MGA-337FP M30	   SINGLE-CHIP 16-BIT CMOS MICROCOMPUTER
SYSTEM BASIC CHIPS
QUID OSINE FUNCTION
MICA RoHS Compliant: No
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: 0.5pF; Series:CM04; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CM04; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
SINGLE-CHIP 16-BIT CMOS MICROCOMPUTER 单片16位CMOS微机
(M30622MA/B/C) SINGLE-CHIP 16-BIT CMOS MICROCOMPUTER
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	Mitsubishi Electric Sem...
Mitsubishi Electric Corporation
Mitsubishi Electric, Corp.
Mitsubishi Electric Semiconductor
http://

	DDTBLO-R1U DDTB122TU-7 DDTB142JU-7 DDTB122LU-7 DDT	From old datasheet system
PNP PRE-BIASED 500 mA SOT-323 SURFACE MOUNT TRANSISTOR
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:27000uF RoHS Compliant: Yes
	DIODES[Diodes Incorporated]
Diodes Inc.

	93AA46BT-I_MSG 93LC46BT-E/MS 93LC46BT-E/MSG 93LC46	1K Microwire Compatible Serial EEPROM 一千微丝兼容串EEPROM
IGBT Module; Transistor Polarity:N Channel; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:255W; Package/Case:Module; C-E Breakdown Voltage:600V 一千微丝兼容串行EEPROM
Film Capacitor; Voltage Rating:250VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 5%; Lead Pitch:10mm; Package/Case:C; Series:160; Termination:Radial Leaded RoHS Compliant: Yes 一千微丝兼容串行EEPROM
1K Microwire Compatible Serial EEPROM 一千微丝兼容串行EEPROM
RES,MF,1K,OHMS,1/4W,1% 一千微丝兼容串行EEPROM
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: /- 10%; Lead Pitch:22.5mm; Leaded Process Compatible:No; Package/Case:O; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 100K MF 1/4W F 0500LS 250V  T&R
93AA46A/B/C/ 93LC46A/B/C/ 93C46A/B/C Datasheet
IGBT Module; Continuous Collector Current, Ic:50A; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:125W; C-E Breakdown Voltage:600V; Collector Current:50A; Collector Emitter Voltage, Vceo:600V RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: 10%; Lead Pitch:22.5mm; Leaded Process Compatible:Yes; Package/Case:O; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:No RoHS Compliant: No
Special Function IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Microchip Technology, Inc.
Microchip Technology Inc.
http://

	CA154680PF/-10250V CA15210PF/-10160V CA1526.8PF/-1	CAPACITOR, MICA, 250 V, 0.00068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.00001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 300 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 250 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
	IRC Advanced Film
ITT, Corp.
Bel Fuse, Inc.
TE Connectivity, Ltd.
ITT Interconnect Solutions

	M37272MA-309SP M37272M8-131SP M37272MA-052SP M3727	   SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER with CLOSED CAPTION DECODER and ON-SCREEN DISPLAY CONTROLLER
Single Chip 8 Bits Microcomputer(8位单片机) 单芯位单片机位单片机
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: 0.5pF; Series:CM04; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
	Mitsubishi Electric Sem...
Mitsubishi Electric Corporation

	MCM01 MCM01-001CC090A-T MCM01-001CC090A-TF MCM01-0	SMT Clad RF Capacitors Multilayer High Power, High Temperature Mica and PTFE Capacitors
Mica Film Capacitor; Capacitance:3.3pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:300V CAPACITOR, MICA, 500 V, 0.0000033 uF, SURFACE MOUNT
	Cornell Dubilier Electr...
Cornell Dubilier Electronics, Inc.

	MX29LV320BXBI-70 MX29LV320TXBI-70 MX29LV320TTC-90 	15A 45V Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
1A 40V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
32 BIT 4M X 8 / 2M X 16 ] SINGLE VOLTAGE 3V ONLY FLASH MEMORY 2M X 16 FLASH 3V PROM, 120 ns, PDSO48
32 BIT 4M X 8 / 2M X 16 ] SINGLE VOLTAGE 3V ONLY FLASH MEMORY 2M X 16 FLASH 3V PROM, 120 ns, PBGA48
1A 60V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 2M X 16 FLASH 3V PROM, 90 ns, PDSO48
1A 50V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 32米8 / 2米16]单电V时仅闪存
1A 30V Schottky Rectifier; Package: SOD-123 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 32米8 / 2米16]单电V时仅闪存
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:6pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: /- 1%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
240 x 160 pixel format, Available with EL Backlight
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
16A 100V Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
240 x 320 pixel format (portrait mode), Compact LCD size
	http://
MACRONIX INTERNATIONAL CO LTD
Macronix International Co., Ltd.

	CAS1A4.7PF/-0.5PF300V CAS1B6.8PF/-0.5PF300V CAS1B4	CAPACITOR, MICA, 300 V, 0.0000047 uF, SURFACE MOUNT CHIP
CAPACITOR, MICA, 300 V, 0.0000068 uF, SURFACE MOUNT CHIP
	SPC Technology
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