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			UVX2W153MHA - SRL Series Rocker, 1 lamp circuit (Red) rectangle housing, DPDT, 3 position, Quick-connect, Snap-in panel KPT 5C 5#16 PIN PLUG GT 19C 19#12 SKT RECP Crimp Pin Contact; Wire Size (AWG):14; Contact Size:12; Contact Current:26A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes Standard series for general purposes 标准系列一般用 CONNECTOR ASSEMBLIES 标准系列一般用 Aluminum Electrolytic Capacitors INDUCTOR: 330UH, 1.0A, 0.56 OHM, PACKAGE 18.6MM X 15.3MM 标准系列一般用 SWITCH, PUSH BUTTON 标准系列一般用 Reed Switch; Pull-In Amp Turns Max:70; Pull-In Amp Turns Min:46; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:15mm; Breakdown Voltage Min:500VDC 标准系列一般用 CCD LINEAR SENSOR B/W (5150 PIXEL) 标准系列一般用 FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.5A; Material:304 Grade; Temp, op. max:120(degree C); Configuration, contact:NO or NC; Current, switching AC max:0.5A; Diameter, float:17mm; Length / Height, 标准系列一般用 FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.1A; Material:304 Grade; Temp, op. max:120(degree C); Configuration, contact:NO or NC; Current, switching AC max:0.1A; Diameter, float:17mm; Length / Height, 标准系列一般用 Reed Switch; Pull-In Amp Turns Max:52; Pull-In Amp Turns Min:28; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:15mm; Breakdown Voltage Min:400VDC 标准系列一般用 Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:16; Connector Shell Size:36; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female 标准系列一般用 SZR-HY General Purpose Relay: Screw Terminal; DPDT; 12 Vdc 标准系列一般用 Aluminum Electrolytic Capacitor; Capacitance:4300uF; Capacitance Tolerance: 50, -10 %; Working Voltage, DC:200V; Terminal Type:Screw; Series:DCMC; ESR:46.1mohm; Lead Pitch:0.875"; Leaded Process Compatible:Yes 标准系列一般用 RGB Driver/Timing Generator, 72 pin, LQFP 标准系列一般用 RF/Coaxial Connector; RF Coax Type:BNC; Leaded Process Compatible:Yes RoHS Compliant: Yes SZR-HY General Purpose Relay: Screw Terminal; DPDT; 200/240 Vac 
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	Part No.	UVX2W153MHA UVX2W153MRAY UVX2ER33MRAY UVX2FR33MRAY UVX2VR33MRAY UVX2GR33MRAY UVX2WR33MRAY UVX0JR33MRAY UVX1AR33MRAY UVX2W102MHA UVX2W102MRAY UVX2F102MHA UVX2F102MRAY UVX2W332MHA UVX2W332MRAY UVX2WR22MRAY UVX0JR33MDA UVX0JR33MEA UVX0JR33MPA UVX0JR33MHA UVX2GR47MDA UVX2GR47MRAY UVX1C010MDA UVX1E0R1MDA UVX2D0R1MDA UVX2G0R1MDA UVX1H0R1MDA UVX2F0R1MDA UVX2A0R1MDA UVX2E0R1MDA UVX2FR47MEA  

	Description	SRL Series Rocker, 1 lamp circuit (Red) rectangle housing, DPDT, 3 position, Quick-connect, Snap-in panel 
 KPT 5C 5#16 PIN PLUG
GT 19C 19#12 SKT RECP
Crimp Pin Contact; Wire Size (AWG):14; Contact Size:12; Contact Current:26A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Standard series for general purposes 标准系列一般用
CONNECTOR ASSEMBLIES 标准系列一般用
Aluminum Electrolytic Capacitors
INDUCTOR: 330UH, 1.0A, 0.56 OHM, PACKAGE 18.6MM X 15.3MM 标准系列一般用
SWITCH, PUSH BUTTON 标准系列一般用
Reed Switch; Pull-In Amp Turns Max:70; Pull-In Amp Turns Min:46; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:15mm; Breakdown Voltage Min:500VDC 标准系列一般用
CCD LINEAR SENSOR B/W (5150 PIXEL) 标准系列一般用
FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.5A; Material:304 Grade; Temp, op. max:120(degree C); Configuration, contact:NO or NC; Current, switching AC max:0.5A; Diameter, float:17mm; Length / Height, 标准系列一般用
FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.1A; Material:304 Grade; Temp, op. max:120(degree C); Configuration, contact:NO or NC; Current, switching AC max:0.1A; Diameter, float:17mm; Length / Height, 标准系列一般用
Reed Switch; Pull-In Amp Turns Max:52; Pull-In Amp Turns Min:28; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:15mm; Breakdown Voltage Min:400VDC 标准系列一般用
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:16; Connector Shell Size:36; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female 标准系列一般用
SZR-HY General Purpose Relay: Screw Terminal; DPDT; 12 Vdc 标准系列一般用
Aluminum Electrolytic Capacitor; Capacitance:4300uF; Capacitance Tolerance: 50, -10 %; Working Voltage, DC:200V; Terminal Type:Screw; Series:DCMC; ESR:46.1mohm; Lead Pitch:0.875"; Leaded Process Compatible:Yes 标准系列一般用
RGB Driver/Timing Generator, 72 pin, LQFP 标准系列一般用
RF/Coaxial Connector; RF Coax Type:BNC; Leaded Process Compatible:Yes RoHS Compliant: Yes
SZR-HY General Purpose Relay: Screw Terminal; DPDT; 200/240 Vac
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						 List of Unclassifed Manufacturers 
 ETC
Electronic Theatre Controls, Inc.
Nichicon
NEC, Corp.
Vicor, Corp.
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 			 Full text search : SRL Series Rocker, 1 lamp circuit (Red) rectangle housing, DPDT, 3 position, Quick-connect, Snap-in panel KPT 5C 5#16 PIN PLUG GT 19C 19#12 SKT RECP Crimp Pin Contact; Wire Size (AWG):14; Contact Size:12; Contact Current:26A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes Standard series for general purposes 标准系列一般用 CONNECTOR ASSEMBLIES 标准系列一般用 Aluminum Electrolytic Capacitors INDUCTOR: 330UH, 1.0A, 0.56 OHM, PACKAGE 18.6MM X 15.3MM 标准系列一般用 SWITCH, PUSH BUTTON 标准系列一般用 Reed Switch; Pull-In Amp Turns Max:70; Pull-In Amp Turns Min:46; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:15mm; Breakdown Voltage Min:500VDC 标准系列一般用 CCD LINEAR SENSOR B/W (5150 PIXEL) 标准系列一般用 FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.5A; Material:304 Grade; Temp, op. max:120(degree C); Configuration, contact:NO or NC; Current, switching AC max:0.5A; Diameter, float:17mm; Length / Height, 标准系列一般用 FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.1A; Material:304 Grade; Temp, op. max:120(degree C); Configuration, contact:NO or NC; Current, switching AC max:0.1A; Diameter, float:17mm; Length / Height, 标准系列一般用 Reed Switch; Pull-In Amp Turns Max:52; Pull-In Amp Turns Min:28; Circuitry:SPST-NO; Switching Current Max:1A; Switching Voltage Max:200VDC; Mounting Type:PCB; Body Length:15mm; Breakdown Voltage Min:400VDC 标准系列一般用 Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:16; Connector Shell Size:36; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Socket; Gender:Female 标准系列一般用 SZR-HY General Purpose Relay: Screw Terminal; DPDT; 12 Vdc 标准系列一般用 Aluminum Electrolytic Capacitor; Capacitance:4300uF; Capacitance Tolerance: 50, -10 %; Working Voltage, DC:200V; Terminal Type:Screw; Series:DCMC; ESR:46.1mohm; Lead Pitch:0.875"; Leaded Process Compatible:Yes 标准系列一般用 RGB Driver/Timing Generator, 72 pin, LQFP 标准系列一般用 RF/Coaxial Connector; RF Coax Type:BNC; Leaded Process Compatible:Yes RoHS Compliant: Yes SZR-HY General Purpose Relay: Screw Terminal; DPDT; 200/240 Vac   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	S7105-04 S5629-02 S6515 S7105-05 S1881 S1880 S4584	POSITION SENSITIVE DETECTOR 位置灵敏探测
MR Series Rocker, 1 lamp circuit (Clear Red) miniature rectangle housing, SPDT, 2 position, Quick-connect, Snap-in panel, Silver alloy contacts
MR Series Rocker, 1 lamp circuit (Clear Green) miniature rectangle housing, SPDT, 2 position, Quick-connect, Snap-in panel, Silver alloy contacts
	List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.
ETC

	Y08JS-90B Y08JS Y08JS-145A Y08JS-145B Y08JS-230A Y	From old datasheet system
Y08JS SERIES
TI-SERIES TIPPETTE ROCKER SWITCH, DOUBLE POLE
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	GC-509-0025 	4000 Series Momentary Miniature Rocker Switches
	CW Industries

	A103J1ZQ0 	Rocker/Paddle Switches, A Series, Part Number Matrix
	Tyco Electronics

	PSB21910-NV5.1 PSB21910-FV5.1 	IEC-Q NTE (ISDN Echocancellation Circ...
	Infineon

	VLF-6000 	Series R5 Illuminated rocker switch DPDT snap-in panel mount fully illuminated actuator
Low Pass Filter DC to 6000 MHz
	MINI[Mini-Circuits]

	GRF22N2BBRLN 	Rocker Switch; Illumination:Non-Illuminated; Circuitry:SPST; Switch Operation:On-Off; Contact Current Max:15A; Switch Terminals:Screw; Leaded Process Compatible:Yes; Mounting Type:Panel; Switch Features:Rocker Actuator; Features: RoHS Compliant: Yes
	THE CHERRY CORP

	S1A0067X01 S1A0067X01-X0BO 	4.6W AUDIO POWER AMP 4.6W音频功率放大
Rocker Switch; Illumination:Non-Illuminated; Circuitry:SPDT; Switch Operation:On-On; Contact Current Max:10A; Switch Terminals:Quick Connect; Leaded Process Compatible:Yes; Mounting Type:Panel; Switch Features:Rocker Actuator RoHS Compliant: Yes
	Samsung Semiconductor Co., Ltd.
SAMSUNG SEMICONDUCTOR CO. LTD.
SAMSUNG[Samsung semiconductor]
Samsung Electronic

	SRN91-14SBB CGA3-BB79 	ROCKER SWITCH, SPDT, MOMENTARY, PANEL MOUNT
ROCKER SWITCH, DPST, LATCHED, 20A, 12VDC, PANEL MOUNT
	HONEYWELL SENSING AND CONTROL

	47A3P4R7M2RT 47A4P4R7M6RT 47ASP4R7V2QT 47ASP4R7M2Q	ROCKER SWITCH, 3PDT, MOMENTARY, 0.02A, 20VDC, THROUGH HOLE-STRAIGHT
ROCKER SWITCH, 4PDT, MOMENTARY, 0.02A, 20VDC, THROUGH HOLE-RIGHT ANGLE
ROCKER SWITCH, SPDT, MOMENTARY, 5A, 28VDC, THROUGH HOLE-STRAIGHT
ROCKER SWITCH, SPDT, LATCHED, 5A, 28VDC, THROUGH HOLE-STRAIGHT
ROCKER SWITCH, SPDT, MOMENTARY, 0.02A, 20VDC, THROUGH HOLE-RIGHT ANGLE
	GRAYHILL INC

	CS4216-KQ CS4216-KL 	16-Bit Stereo Audio Codec
IC EEPROM SRL 256-8BIT 8DIP SPECIALTY CONSUMER CIRCUIT, PQCC44
	Cirrus Logic, Inc.
CIRRUS LOGIC INC
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