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			ASX20009 - SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC. HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保 SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC. 
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	Part No.	ASX20009 ASX20012 ASX2001H ASX20003 ASX20006 ASX220A4HZ ASX20024 ASX2004H ASX200A03 ASX200A03Z ASX200A06 ASX200A06Z ASX200A09 ASX200A09Z ASX200A12 ASX200A12Z ASX200A1H ASX200A1HZ ASX200A24 ASX200A24Z ASX200A4H ASX200A4HZ ASX21003 ASX21006 ASX21009 ASX21012 ASX2101H ASX21024 ASX2104H ASX210A03 ASX210A03Z  

	Description	SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC. 
 SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC.
HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.
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 			 Full text search : SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC. HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保 SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC. SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AQV234AX AQV234AZ AQV234 AQV234A 	PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tube packing style.
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Surface-mount terminal. Tape and reel packing style, picked from the 1/2/3-pin side..
PhotoMOS relay, HS (high sensitivity) type [1-channel (form A) type]. Output rating: load voltage 400 V, load current 120 mA. Through hole terminal. Tupe packing style.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	EL1-P16 	Relay retaining bracket, with eject function and integrated equipment marking area (7.5 x 15 mm), to suit relay socket PR1, for 16 mm high miniature power relay and solid-state relay
	PHOENIX CONTACT

	TF2-5V TF2-L2-H-9V TF2-24V TF2-3V TF2-4.5V TF2-48V	CONNECTOR ACCESSORY
D52 - BACKSHELL ENVIRON STRT MIL
D21 - BACKSHELL ENVIRON STRT MIL
SMALL POLARIZED RELAY WITH HIGH SENSITIVITY 小极化继电器，灵敏度
	NAIS[Nais(Matsushita Electric Works)]
NAIS[Matsushita Electric Works(Nais)]
Panasonic Industrial Solutions
Nais(Matsushita Electri...

	PC825 PC845 PC815 PC835 	(PC815 - PC845) High Sensitivity / High Density Mounting Type Photocoupler
High Sensitivity, High Density Mounting Type Photocoupler
	SHARP[Sharp Electrionic Components]

	SY88993AL SY88993ALKGTR 	3.3V 3.2Gbps High-Speed Limiting Post Amplifier with High Input Sensitivity
	Micrel Semiconductor

	AH3373 AH3373-P-A AH3373-P-B AH3373-W-7 	HIGH VOLTAGE HIGH SENSITIVITY HALL EFFECT UNIPOLAR SWITCH
	Diodes Incorporated

	AM29CPL151H-25/BXA AM29CPL151H-25/B3A AM29CPL151-1	500V Single N-Channel Hi-Rel MOSFET in a TO-204AA package; A JANTX2N6762 with Standard Packaging
500V Single N-Channel Hi-Rel MOSFET in a TO-204AA package; A IRF430 with Standard Packaging
200V Single N-Channel Hi-Rel MOSFET in a TO-254AA package; A IRFM250 with Standard Packaging
200V Single N-Channel Hi-Rel MOSFET in a TO-254AA package; A JANTXV2N7225 with Standard Packaging
1000V Single N-Channel Hi-Rel MOSFET in a TO-254AA package; A IRFMG50 with Standard Packaging
User Programmable Special Function ASIC
500V Single N-Channel Hi-Rel MOSFET in a TO-204AA package; A JANTXV2N6762 with Standard Packaging
-100V Single P-Channel Hi-Rel MOSFET in a TO-205AF package; A JANS2N6849 with Standard Packaging
200V Single N-Channel Hi-Rel MOSFET in a TO-205AF package; A JANTXV2N6798 with Standard Packaging
500V Single N-Channel Hi-Rel MOSFET in a SMD-1 package; A JANTX2N7228U with Standard Packaging
200V Single N-Channel Hi-Rel MOSFET in a TO-205AF package; A JANTX2N6798 with Standard Packaging
400V Single N-Channel Hi-Rel MOSFET in a TO-254AA package; A JANTX2N7221 with Standard Packaging
-100V Single P-Channel Hi-Rel MOSFET in a TO-257AA package; A IRFY9130CM with Standard Packaging
500V Single N-Channel Hi-Rel MOSFET in a SMD-1 package; A IRFN450 with Standard Packaging
-200V Single P-Channel Hi-Rel MOSFET in a TO-204AA package; A IRF9240 with Standard Packaging 用户可编程ASIC的特殊功
	Vectron International, Inc.

	PC815 PC815-SERIES 	High Sensitivity, High Density Mounting Type Photocoupler
	SHARP[Sharp Electrionic Components]

	M3L2812S M3L2803R3D M3L2803R3S M3L2812D M3L2815D M	Hi-Rel DC-DC Rad Tolerant Triple Converter in a M3L package
Hi-Rel DC-DC Rad-Tolerant Dual Converter in a M3L package
Hi-Rel DC-DC Rad-Tolerant Single Converter in a M3L package
ADVANCED ANALOG HIGH RELIABILITY RADIATION TOLERANT DC/DC CONVERTERS
	IRF[International Rectifier]

	R70-5D1-12 	High Sensitivity
	List of Unclassifed Manufac...

	S21MD10T 	High Speed/ High Sensitivity Type Phototriac Coupler
High Speed, High Sensitivity Type Phototriac Coupler
	SHARP[Sharp Electrionic Components]

	AM29DL162DT120WCE AM29DL162DT120WCEN AM29DL163DB12	400V Single N-Channel Hi-Rel MOSFET in a TO-205AF package; A JANTXV2N6792 with Standard Packaging
x8/x16 Flash EEPROM
100V Single N-Channel Hi-Rel MOSFET in a TO-205AF package; A IRLF120 with Standard Packaging
500V Single N-Channel Hi-Rel MOSFET in a TO-204AE package; A IRF460 with Standard Packaging
400V Single N-Channel Hi-Rel MOSFET in a TO-205AF package; A IRFF310 with Standard Packaging
100V Single N-Channel Hi-Rel MOSFET in a TO-257AA package; A IRFY140CM with Standard Packaging
60V Single N-Channel Hi-Rel MOSFET in a D3 package; A IRFMJ044 with Standard Packaging
-100V Single P-Channel Hi-Rel MOSFET in a TO-257AA package; A IRFY9140CM with Standard Packaging x8/x16闪存EEPROM
55V Single N-Channel Hi-Rel MOSFET in a TO-257AA package; A IRF5YZ48CM with Standard Packaging x8/x16闪存EEPROM
400V Single N-Channel Hi-Rel MOSFET in a TO-205AF package; A JANTXV2N6786 with Standard Packaging EEPROM
-100V Single P-Channel Hi-Rel MOSFET in a TO-257AA package; A IRF5Y9540CM with Standard Packaging x8/x16闪存EEPROM
-100V Single P-Channel Hi-Rel MOSFET in a TO-204AA package; A IRF9130 with Standard Packaging x8/x16闪存EEPROM
100V Single N-Channel Hi-Rel MOSFET in a 18-pin LCC package; A JANTX2N6782U with Standard Packaging x8/x16闪存EEPROM
1000V Single N-Channel Hi-Rel MOSFET in a TO-204AA package; A IRFAG40 with Standard Packaging EEPROM
	PLX Technology, Inc.
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