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			 Related Part Number
	
					PART	Description	Maker
	MAX4741 MAX4741EKA MAX4741EUA MAX4742EKA MAX4742EU	0.8O, Low-Voltage, Single-Supply Dual SPST Analog Switches DUAL 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO8
0.8＜img src=http://dbserv.maxim-ic.com/images/ohm.gif width=12 height=9 Low-Voltage.Single-Supply Dual SPST Analog Switches
0.8з, Low-Voltage, Single-Supply Dual SPST Analog Switches
0.8 / Low-Voltage / Single-Supply Dual SPST Analog Switches
0.8 Low-Voltage Single-Supply Dual SPST Analog Switches
" 0.8|? Low-Voltage, Single-Supply Dual SPST Analog Switches"
0.8, Low-Voltage, Single-Supply Dual SPST Analog Switches
0.8? Low-Voltage, Single-Supply Dual SPST Analog Switches
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	AT76C506 	AT76C506 single-chip MAC and Baseband with low power ARM7TDMIRISC processor, PCI Bus Interface (compliant with PCI v2.2 and PCI Power Management Specification v1.1), integrated 6K x 32-bit Internal SRAM, 160-pin CABGA Package, 3.3V opera
	Atmel

	CA3420 	Op Amp, BiMOS, Low Supply Voltage, Low Input Current, 0.5MHz, V to 0V Supply Voltage
	Intersil

	MAX4503 MAX4503C_D MAX4503CPA MAX4503CSA MAX4503CU	Low-Voltage Dual-Supply SPST CMOS Analog Switches
Low-Voltage, Dual-Supply, SPST,CMOS Analog Switches
Low-Voltage / Dual-Supply / SPST / CMOS Analog Switches
SWITCH TACT 6MM RIGHT ANG 250GF
Low-Voltage, Dual-Supply, SPST, CMOS Analog Switches 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDIP8
Low-Voltage, Dual-Supply, SPST, CMOS Analog Switches 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO5
Low-Voltage, Dual-Supply, SPST, CMOS Analog Switches 低电压，双电源，聚苯乙烯，CMOS模拟开
Interface IC 接口IC
Low-Voltage, Dual-Supply, SPST, CMOS Analog Switches 1-CHANNEL, SGL POLE SGL THROW SWITCH, PDSO8
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	MCM6246WJ35R2 MCM6246WJ35 MCM6246WJ25R2 MCM6246WJ2	512K x 8 Bit Static Random Access Memory 512K X 8 STANDARD SRAM, 35 ns, PDSO36
PSU, 110W, 4 OUTPUT; Voltage, output:5V; Current, output:11A; Power rating:110W; Voltage, supply min:85V; Voltage, supply max:264V; Length / Height, external:56mm; Width, external:108mm; Depth, external:185mm; Approval Bodies:VDE, RoHS Compliant: Yes
DC-DC Converter; Supply Voltage:75V; Output Voltage:1.2V; Number of Outputs:1; Power Rating:100W; Mounting Type:PC Board; Series:Eighth-Brick; Efficiency:86%; Output Current:50A; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Motorola Mobility Holdings, Inc.
Motorola, Inc.
MOTOROLA[Motorola Inc]
MOTOROLA[Motorola, Inc]

	AD22103 AD22103K AD22103KCHIPS AD22103KR AD22103KT	Voltage Output 3.3 V Temperature Sensor withSignal Conditioning
3.3 V Supply Voltage Output Temperature Sensor with Signal Conditioning
3.3 V Supply, Voltage Output Temperature Sensor with Signal Conditioning
ANALOG TEMP SENSOR-VOLTAGE, 0.95V, RECTANGULAR, SURFACE MOUNT SOIC-8
3.3 V Supply/ Voltage Output Temperature Sensor with Signal Conditioning
	AD[Analog Devices]
Analog Devices, Inc.

	S595TXRW 	MOSMIC? for TV-Tuner Prestage with 5 V Supply Voltage
MOSMIC庐 for TV-Tuner Prestage with 5 V Supply Voltage
MOSMIC㈢ for TV-Tuner Prestage with 5 V Supply Voltage
	Vishay Siliconix

	CS4353-CNZ 	Audio D/A Converter IC; Resolution (Bits):24; No. of DACs:1; Data Interface:Serial; Output Type:Analog; Supply Voltage Min:3.13V; Supply Voltage Max:3.47V; Termination Type:SMD; Package/Case:24-QFN; SERIAL INPUT LOADING, 24-BIT DAC, QCC24
	Cirrus Logic, Inc.

	TSDF02424X08 TSDF02424X TSDF02424XR 	2 CHANNEL, UHF BAND, Si, N-CHANNEL, RF SMALL SIGNAL, MOSFET
Dual - MOSMIC庐- two AGC Amplifiers for TV-Tuner Prestage with 5 V Supply Voltage
Dual - MOSMIC㈢- two AGC Amplifiers for TV-Tuner Prestage with 5 V Supply Voltage
Dual - MOSMIC?- two AGC Amplifiers for TV-Tuner Prestage with 5 V Supply Voltage
	VISHAY SEMICONDUCTORS
Vishay Siliconix

	ISL84543CB ISL84543 ISL84543CP ISL84543IH-T ISL845	Low-Voltage, Single Supply, Dual SPST, SPDT Analog Switches DUAL 1-CHANNEL, SGL POLE DOUBLE THROW SWITCH, PDIP8
1024 x 36 synchronous FIFO Memory 120-HLQFP 0 to 70 低电压，单电源，双路SPST，SPDT模拟开
Low-Voltage Single Supply Dual SPST SPDT Analog Switches
Low-Voltage/ Single Supply/ Dual SPST/ SPDT Analog Switches
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	LZ0P3800 	Safety Light Curtain; Control Output Type:2PNP OSSD; Number of Beams:80; Protection Height:600mm; Sensing Range Max:6m; Supply Voltage Max:24VDC; Supply Voltage:24VDC
1/4-type Built-in Lens Color CMOS Image Sensor with 110 k Pixels
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	FXLA104 FXLA104UMX 	Low-Voltage Dual-Supply 4-Bit Voltage Translator with Configurable Voltage Supplies and Signal Levels, 3-State Outputs, and Auto Direction Sensing
	Fairchild Semiconductor
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