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			 Related Part Number
	
					PART	Description	Maker
	NX26F041A-5V-R NX26F011A NX26F011A-3V-R NX26F011A-	3 V, 1M-bit flash memory with 2-pin NXS interface
1M-BIT AND 4M-BIT SERIAL FLASH MEMORY WITH 2-PIN NXS INTERFACE
4 Mbit Uniform Sector, Serial Flash Memory
	NexFlash
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	W39V080A W39V080AP W39V080AQ W39V080AT W39V080ATZ 	1M 8 CMOS FLASH MEMORY WITH LPC INTERFACE 1M X 8 FLASH 3.3V PROM, 11 ns, PDSO40
1M 8 CMOS FLASH MEMORY WITH LPC INTERFACE 1M X 8 FLASH 3.3V PROM, 11 ns, PDSO32
1M 8 CMOS FLASH MEMORY WITH LPC INTERFACE 1M X 8 FLASH 3.3V PROM, 11 ns, PQCC32
	Winbond Electronics Corp
Winbond Electronics, Corp.

	S30MS512P25BAW000 S30MS512P25BAW003 S30MS512P25BFW	32M X 16 FLASH 1.8V PROM, 25 ns, PBGA137
1Gb/512Mb, x8/x16, 1.8 Volt NAND Interface Memory Based on MirrorBit??Technology
1Gb/512Mb, x8/x16, 1.8 Volt NAND Interface Memory Based on MirrorBitTechnology 128M X 8 FLASH 1.8V PROM, 25 ns, PBGA137
1Gb/512Mb, x8/x16, 1.8 Volt NAND Interface Memory Based on MirrorBit?/a> Technology
1Gb/512Mb, x8/x16, 1.8 Volt NAND Interface Memory Based on MirrorBit Technology
	SPANSION LLC
Spansion, Inc.

	MCP41010MCP42010 MCP41050-I/P MCP41050-E/SN MCP410	Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPIInterface 双数字电位器接口与SPI
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
The MCP42100 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP42010 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The
The MCP41100 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41100 ha
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41050 ha
The MCP41010 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ serial interface. The wiper position varies linearly and is controlled via the SPI interface. The MCP41010 ha
400000 SYSTEM GATE 2.5 VOLT FPGA - NOT RECOMMENDED for NEW DESIGN
The MCP42050 digital potentiometer features two independent channels, 8-bit resolution (256 wiper steps), and an industry-standard ...
The MCP41050 single-channel digital potentiometer features 8-bit resolution (256 wiper steps), and an industry-standard SPI™ ...
IC,DIGITAL POTENTIOMETER,CMOS,DIP,8PIN,PLASTIC
Single/Dual Digital Potentiometer with SPI Interface
Single/Dual Digital Potentiometer with SPI?/a> Interface
Single/Dual Digital Potentiometer with SPI?Interface
	Microchip Technology, Inc.
Microchip Technology Inc.

	MT5C1005F-20L_883C MT5C1005F-20L_IT MT5C1005F-20L_	256K x 4 SRAM SRAM MEMORY ARRAY 256K X 4 STANDARD SRAM, 25 ns, CDFP32
256K x 4 SRAM SRAM MEMORY ARRAY 256K X 4 STANDARD SRAM, 25 ns, CDSO32
256K x 4 SRAM SRAM MEMORY ARRAY 256K X 4 STANDARD SRAM, 20 ns, CDSO32
256K x 4 SRAM SRAM MEMORY ARRAY 256K X 4 STANDARD SRAM, 35 ns, CDIP28
256K x 4 SRAM SRAM MEMORY ARRAY 256K X 4 STANDARD SRAM, 35 ns, CDFP32
	Austin Semiconductor, Inc

	ATC18 	ER 4C 4#4 SKT RECP
Embedded ASIC Memory Cell
The ATC18 Cell-based ASIC (CBIC) family features a comprehensive library of 0.18-micron standard logic and I/O cells designed to operate with a supply voltage of 1.8V  /- 0.15V and memory cells compiled to the precise requirements of the d
	Atmel Corp.
ATMEL Corporation

	M25P80-VMW M25P80-VMW6 M25P80-VMP6 M25P80-VMP6G M2	8 Mbit, Low Voltage, Serial Flash Memory With 25 MHz SPI Bus Interface
8 MBIT, LOW VOLTAGE, SERIAL FLASH MEMORY WITH 40MHZ SPI BUS INTERFACE
8 Mbit Low Voltage Serial Flash Memory With 25 MHz SPI Bus Interface
	STMICROELECTRONICS[STMicroelectronics]

	W39V080FAQ W39V080FAT W39V080FA W39V080FATZ W39V08	1M  8 CMOS FLASH MEMORY WITH FWH INTERFACE
1M 】 8 CMOS FLASH MEMORY WITH FWH INTERFACE
	WINBOND[Winbond]

	NX25F021B-3S NX25F041B NX25F011B-3S NX25F011B-3V N	5 V, 2M-bit flash memory with 4-pin SPI interface
5 V, 1M-bit flash memory with 4-pin SPI interface
1M-BIT, 2M-BIT, AND 4M-BIT SERIAL FLASH MEMORIES WITH 4-PIN SPI INTERFACE
	NexFlash
ETC[ETC]

	M25P64-VMF6TP M25P64-VME6 M25P64-VMF6 M25P64 M25P6	16-Bit Bus Transceiver And Register With 3-State Outputs 56-SSOP -40 to 85
4 Mbit Uniform Sector, Serial Flash Memory
64 Mbit, Low Voltage, Serial Flash Memory With 50MHz SPI Bus Interface
	意法半导
STMICROELECTRONICS[STMicroelectronics]
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