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			HDSP-561A-00000 -    10 mm and 13 mm Slim Font Seven Segment Displays HDSP-561A · 13mm Display Slim Font Seven Segment Displays HDSP-301Y · 10mm Display Slim Font Seven Segment Displays HDSP-303Y · 10mm Display Slim Font Seven Segment Displays HDSP-303A · 10mm and 13mm Slim Font Seven Segment Displays HDSP-303E · 10mm Display Slim Font Seven Segment Displays HDSP-303G · 10mm Display Slim Font Seven Segment Displays HDSP-301G · 10mm Display Slim Font Seven Segment Displays HDSP-301E · 10mm Display Slim Font Seven Segment Displays HDSP-301A · 10mm Display Slim Font Seven Segment Displays RES 0-OHM-JUMPER 0.125W THK-FILM SMD-1206 TR-7-PA Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-4 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight DS14C89A Quad CMOS Receiver; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail MB 21C 21#16 PIN RECP DS15BA101 1.5 Gbps Differential Buffer with Adjustable Output Voltage; Package: LLP; No of Pins: 8; Qty per Container: 1000; Container: Reel DS14C89A Quad CMOS Receiver; Package: MDIP; No of Pins: 14; Qty per Container: 25; Container: Rail Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:5; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:10-5 DS15MB200 Dual 1.5 Gbps 2:1/1:2 LVDS Mux/Buffer with Pre-Emphasis; Package: LLP; No of Pins: 48; Qty per Container: 250; Container: Reel Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight DS15MB200 Dual 1.5 Gbps 2:1/1:2 LVDS Mux/Buffer with Pre-Emphasis; Package: LLP; No of Pins: 48; Qty per Container: 2500; Container: Reel Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:10-6 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:10-6 DS16EV5110 Video Equalizer (3D C) for DVI, HDMI Sink-Side Applications CAP 1.7PF 150V .10PF PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-61 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-2 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:24-61 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Tape & Reel MB 15C 14#20 1#16 PIN PLUG MB 19C 19#20 PIN PLUG DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: LLP; No of Pins: 32; Qty per Container: 1000; Container: Reel Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 180uF; Voltage: 450V; Case Size: 22x50 mm; Packaging: Bulk MB 12C 8#20 4#16 SKT PLUG Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 100uF; Voltage: 450V; Case Size: 18x40 mm; Packaging: Bulk DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: LLP; No of Pins: 32; Qty per Container: 4500; Container: Reel 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape & Reel MB 18C 18#20 PIN PLUG RoHS Compliant: No DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: TQFP; No of Pins: 48; Qty per Container: 1000; Container: Reel 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Rail MB 15C 14#20 1#16 SKT PLUG DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: TQFP; No of Pins: 48; Qty per Container: 250; Container: Tray MB 18C 18#20 SKT PLUG 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Rail Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 68uF; Voltage: 450V; Case Size: 16x40 mm; Packaging: Bulk Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; Number of Contacts:53; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight PTSE 19C 19#20 SKT PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No CAP 62PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE CAP 1000PF 50V 1% PORC-NP0(C0G) SMD-0505 TR-7 MICROWAVE CAP 20PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE CONN STACKING 1.9MM-2.1MM 16POS 5015 RR 3#8 6#12 SKT RECP CABLE ASSEMBLY; LEAD-FREE SOLDER; SMA MALE TO N MALE; 50 OHM, RG316/U COAX CAP 16PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE DP83849IF PHYTERÂ® DUAL Industrial Temperature with Fiber Support (FX) and Flexible Port Switching Dual Port 10/100 Mb/s Ethernet Physical Layer Tranceiver; Package: TQFP; No of Pins: 80; Qty per Container: 119; Container: Tray 16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape & Reel MB 19C 19#20 SKT PLUG CAP 91PF 150V 5% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE DP83848H PHYTERÃ‚Â® Mini - Extreme Temperature Single 10/100 Ethernet Transceiver; ; Qty per Container: 1 Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; No. of Contacts:53; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug DP83849C PHYTER DUAL Commercial Temperature Dual Port 10/100 Mb/s Ethernet Physical Layer Transceiver; Package: TQFP; No of Pins: 80; Qty per Container: 119; Container: Tray Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-3 Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1uF; Voltage: 50V; Case Size: 5x11 mm; Packaging: Bulk Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No DP83848YB PHYTER Extreme Temperature Single Port 10/100 Mb/s Ethernet Physical Layer Transceiver; Package: LQFP EXP PAD; No of Pins: 48; Qty per Container: 250; Container: Tray DIODE ZENER SINGLE 500mW 16Vz 7.8mA-Izt 0.05 0.1uA-Ir 12 SOD-123 3K/REEL RES 0-OHM-JUMPER 0.10W THK-FILM SMD-0805 TR-7-PA MB 41C 41#20 PIN PLUG RoHS Compliant: No 10 mm and 13 mm Slim Font Seven Segment Displays 10毫米3毫米超薄字体七段显示 16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示 16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Rail 10毫米3毫米超薄字体七段显示 16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Rail 10毫米3毫米超薄字体七段显示 MB 21C 21#16 PIN PLUG 10毫米3毫米超薄字体七段显示 10 mm and 13 mm Slim Font Seven Segment Displays 10毫米13毫米超薄字体七段显示 CONNECTOR ACCESSORY 连接器附 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 10毫米3毫米超薄字体七段显示 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示 CAP 2.7PF 150V .10PF PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE 10毫米3毫米超薄字体七段显示 16-Bit D-Type Flip-Flop with 3-STATE Outputs 10毫米3毫米超薄字体七段显示 CONN STACKING 2.8MM-3.3MM 28POS 10毫米3毫米超薄字体七段显示 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 10毫米3毫米超薄字体七段显示 Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-2 10毫米3毫米超薄字体七段显示 Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:8-4 10毫米3毫米超薄字体七段显示 CAP 200PF 50V 5% PORC-NP0(C0G) SMD-0505 TR-7 MICROWAVE 10毫米3毫米超薄字体七段显示 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-3 Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-33 
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	Part No.	HDSP-561A-00000 HDSP-561A-0F000 HDSP-561A-0G000 HDSP-561A-F0000 HDSP-561A-FF000 HDSP-561A-FG000 HDSP-561A-G0000 HDSP-561A-GF000 HDSP-561A-GG000 HDSP-561E-00000 HDSP-561E-0I000 HDSP-561E-0K000 HDSP-561E-I0000 HDSP-561E-II000 HDSP-561E-IK000 HDSP-561E-K0000 HDSP-561E-KI000 HDSP-561E-KK000 HDSP-561G-00000 HDSP-561G-00200 HDSP-561G-00300 HDSP-561G-0K000 HDSP-561G-0K200 HDSP-561G-0K300 HDSP-561G-0L000 HDSP-561G-0L200 HDSP-561G-0L300 HDSP-563A-00000 HDSP-563A-0F000 HDSP-563A-0G000 HDSP-563A-F0000  

	Description	   10 mm and 13 mm Slim Font Seven Segment Displays 
 HDSP-561A · 13mm Display Slim Font Seven Segment Displays
HDSP-301Y · 10mm Display Slim Font Seven Segment Displays
HDSP-303Y · 10mm Display Slim Font Seven Segment Displays
HDSP-303A · 10mm and 13mm Slim Font Seven Segment Displays
HDSP-303E · 10mm Display Slim Font Seven Segment Displays
HDSP-303G · 10mm Display Slim Font Seven Segment Displays
HDSP-301G · 10mm Display Slim Font Seven Segment Displays
HDSP-301E · 10mm Display Slim Font Seven Segment Displays
HDSP-301A · 10mm Display Slim Font Seven Segment Displays
RES 0-OHM-JUMPER 0.125W THK-FILM SMD-1206 TR-7-PA
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-4
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
DS14C89A Quad CMOS Receiver; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail
MB 21C 21#16 PIN RECP
DS15BA101 1.5 Gbps Differential Buffer with Adjustable Output Voltage; Package: LLP; No of Pins: 8; Qty per Container: 1000; Container: Reel
DS14C89A Quad CMOS Receiver; Package: MDIP; No of Pins: 14; Qty per Container: 25; Container: Rail
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:5; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:10-5
DS15MB200 Dual 1.5 Gbps 2:1/1:2 LVDS Mux/Buffer with Pre-Emphasis; Package: LLP; No of Pins: 48; Qty per Container: 250; Container: Reel
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
DS15MB200 Dual 1.5 Gbps 2:1/1:2 LVDS Mux/Buffer with Pre-Emphasis; Package: LLP; No of Pins: 48; Qty per Container: 2500; Container: Reel
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:10-6
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:10-6
DS16EV5110 Video Equalizer (3D C) for DVI, HDMI Sink-Side Applications
CAP 1.7PF 150V .10PF PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-61
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-2
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:24-61
16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Tape & Reel
MB 15C 14#20 1#16 PIN PLUG
MB 19C 19#20 PIN PLUG
DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: LLP; No of Pins: 32; Qty per Container: 1000; Container: Reel
Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 180uF; Voltage: 450V; Case Size: 22x50 mm; Packaging: Bulk
MB 12C 8#20 4#16 SKT PLUG
Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 100uF; Voltage: 450V; Case Size: 18x40 mm; Packaging: Bulk
DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: LLP; No of Pins: 32; Qty per Container: 4500; Container: Reel
16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape & Reel
MB 18C 18#20 PIN PLUG RoHS Compliant: No
DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: TQFP; No of Pins: 48; Qty per Container: 1000; Container: Reel
16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Rail
MB 15C 14#20 1#16 SKT PLUG
DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: TQFP; No of Pins: 48; Qty per Container: 250; Container: Tray
MB 18C 18#20 SKT PLUG
16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Rail
Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 68uF; Voltage: 450V; Case Size: 16x40 mm; Packaging: Bulk
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; Number of Contacts:53; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
PTSE 19C 19#20 SKT PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No
CAP 62PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE
CAP 1000PF 50V 1% PORC-NP0(C0G) SMD-0505 TR-7 MICROWAVE
CAP 20PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE
CONN STACKING 1.9MM-2.1MM 16POS
5015 RR 3#8 6#12 SKT RECP
CABLE ASSEMBLY; LEAD-FREE SOLDER; SMA MALE TO N MALE; 50 OHM, RG316/U COAX
CAP 16PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE
DP83849IF PHYTERÂ® DUAL Industrial Temperature with Fiber Support (FX) and Flexible Port Switching Dual Port 10/100 Mb/s Ethernet Physical Layer Tranceiver; Package: TQFP; No of Pins: 80; Qty per Container: 119; Container: Tray
16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape & Reel
MB 19C 19#20 SKT PLUG
CAP 91PF 150V 5% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE
DP83848H PHYTERÃ‚Â® Mini - Extreme Temperature Single 10/100 Ethernet Transceiver; ; Qty per Container: 1
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; No. of Contacts:53; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug
DP83849C PHYTER DUAL Commercial Temperature Dual Port 10/100 Mb/s Ethernet Physical Layer Transceiver; Package: TQFP; No of Pins: 80; Qty per Container: 119; Container: Tray
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-3
Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1uF; Voltage: 50V; Case Size: 5x11 mm; Packaging: Bulk
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No
DP83848YB PHYTER Extreme Temperature Single Port 10/100 Mb/s Ethernet Physical Layer Transceiver; Package: LQFP EXP PAD; No of Pins: 48; Qty per Container: 250; Container: Tray
DIODE ZENER SINGLE 500mW 16Vz 7.8mA-Izt 0.05 0.1uA-Ir 12 SOD-123 3K/REEL
RES 0-OHM-JUMPER 0.10W THK-FILM SMD-0805 TR-7-PA
MB 41C 41#20 PIN PLUG RoHS Compliant: No
10 mm and 13 mm Slim Font Seven Segment Displays 10毫米3毫米超薄字体七段显示
16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示
16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Rail 10毫米3毫米超薄字体七段显示
16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Rail 10毫米3毫米超薄字体七段显示
MB 21C 21#16 PIN PLUG 10毫米3毫米超薄字体七段显示
10 mm and 13 mm Slim Font Seven Segment Displays 10毫米13毫米超薄字体七段显示
CONNECTOR ACCESSORY 连接器附
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 10毫米3毫米超薄字体七段显示
16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示
CAP 2.7PF 150V .10PF PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE 10毫米3毫米超薄字体七段显示
16-Bit D-Type Flip-Flop with 3-STATE Outputs 10毫米3毫米超薄字体七段显示
CONN STACKING 2.8MM-3.3MM 28POS 10毫米3毫米超薄字体七段显示
16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 10毫米3毫米超薄字体七段显示
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-2 10毫米3毫米超薄字体七段显示
Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:8-4 10毫米3毫米超薄字体七段显示
CAP 200PF 50V 5% PORC-NP0(C0G) SMD-0505 TR-7 MICROWAVE 10毫米3毫米超薄字体七段显示
Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-3
Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-33
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 			 Full text search :    10 mm and 13 mm Slim Font Seven Segment Displays HDSP-561A · 13mm Display Slim Font Seven Segment Displays HDSP-301Y · 10mm Display Slim Font Seven Segment Displays HDSP-303Y · 10mm Display Slim Font Seven Segment Displays HDSP-303A · 10mm and 13mm Slim Font Seven Segment Displays HDSP-303E · 10mm Display Slim Font Seven Segment Displays HDSP-303G · 10mm Display Slim Font Seven Segment Displays HDSP-301G · 10mm Display Slim Font Seven Segment Displays HDSP-301E · 10mm Display Slim Font Seven Segment Displays HDSP-301A · 10mm Display Slim Font Seven Segment Displays RES 0-OHM-JUMPER 0.125W THK-FILM SMD-1206 TR-7-PA Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-4 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight DS14C89A Quad CMOS Receiver; Package: SOIC NARROW; No of Pins: 14; Qty per Container: 55; Container: Rail MB 21C 21#16 PIN RECP DS15BA101 1.5 Gbps Differential Buffer with Adjustable Output Voltage; Package: LLP; No of Pins: 8; Qty per Container: 1000; Container: Reel DS14C89A Quad CMOS Receiver; Package: MDIP; No of Pins: 14; Qty per Container: 25; Container: Rail Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:5; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:10-5 DS15MB200 Dual 1.5 Gbps 2:1/1:2 LVDS Mux/Buffer with Pre-Emphasis; Package: LLP; No of Pins: 48; Qty per Container: 250; Container: Reel Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight DS15MB200 Dual 1.5 Gbps 2:1/1:2 LVDS Mux/Buffer with Pre-Emphasis; Package: LLP; No of Pins: 48; Qty per Container: 2500; Container: Reel Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:10-6 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:10-6 DS16EV5110 Video Equalizer (3D C) for DVI, HDMI Sink-Side Applications CAP 1.7PF 150V .10PF PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-61 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-2 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:24-61 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Tape & Reel MB 15C 14#20 1#16 PIN PLUG MB 19C 19#20 PIN PLUG DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: LLP; No of Pins: 32; Qty per Container: 1000; Container: Reel Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 180uF; Voltage: 450V; Case Size: 22x50 mm; Packaging: Bulk MB 12C 8#20 4#16 SKT PLUG Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 100uF; Voltage: 450V; Case Size: 18x40 mm; Packaging: Bulk DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: LLP; No of Pins: 32; Qty per Container: 4500; Container: Reel 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape & Reel MB 18C 18#20 PIN PLUG RoHS Compliant: No DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: TQFP; No of Pins: 48; Qty per Container: 1000; Container: Reel 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Rail MB 15C 14#20 1#16 SKT PLUG DS15BR400/DS15BR401 4-Channel LVDS Buffer/Repeater with Pre-Emphasis; Package: TQFP; No of Pins: 48; Qty per Container: 250; Container: Tray MB 18C 18#20 SKT PLUG 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Rail Aluminum Electrolytic Radial Lead High Ripple Capacitor; Capacitance: 68uF; Voltage: 450V; Case Size: 16x40 mm; Packaging: Bulk Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; Number of Contacts:53; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight PTSE 19C 19#20 SKT PLUG Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No CAP 62PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE CAP 1000PF 50V 1% PORC-NP0(C0G) SMD-0505 TR-7 MICROWAVE CAP 20PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE CONN STACKING 1.9MM-2.1MM 16POS 5015 RR 3#8 6#12 SKT RECP CABLE ASSEMBLY; LEAD-FREE SOLDER; SMA MALE TO N MALE; 50 OHM, RG316/U COAX CAP 16PF 150V 1% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE DP83849IF PHYTERÂ® DUAL Industrial Temperature with Fiber Support (FX) and Flexible Port Switching Dual Port 10/100 Mb/s Ethernet Physical Layer Tranceiver; Package: TQFP; No of Pins: 80; Qty per Container: 119; Container: Tray 16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape & Reel MB 19C 19#20 SKT PLUG CAP 91PF 150V 5% PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE DP83848H PHYTERÃ‚Â® Mini - Extreme Temperature Single 10/100 Ethernet Transceiver; ; Qty per Container: 1 Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; No. of Contacts:53; Connector Shell Size:23; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Straight Plug DP83849C PHYTER DUAL Commercial Temperature Dual Port 10/100 Mb/s Ethernet Physical Layer Transceiver; Package: TQFP; No of Pins: 80; Qty per Container: 119; Container: Tray Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-3 Aluminum Electrolytic Radial Lead Extremely Low Impedance Capacitor; Capacitance: 1uF; Voltage: 50V; Case Size: 5x11 mm; Packaging: Bulk Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3126; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Straight Plug RoHS Compliant: No DP83848YB PHYTER Extreme Temperature Single Port 10/100 Mb/s Ethernet Physical Layer Transceiver; Package: LQFP EXP PAD; No of Pins: 48; Qty per Container: 250; Container: Tray DIODE ZENER SINGLE 500mW 16Vz 7.8mA-Izt 0.05 0.1uA-Ir 12 SOD-123 3K/REEL RES 0-OHM-JUMPER 0.10W THK-FILM SMD-0805 TR-7-PA MB 41C 41#20 PIN PLUG RoHS Compliant: No 10 mm and 13 mm Slim Font Seven Segment Displays 10毫米3毫米超薄字体七段显示 16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示 16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Rail 10毫米3毫米超薄字体七段显示 16-Bit D-Type Flip-Flop with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Rail 10毫米3毫米超薄字体七段显示 MB 21C 21#16 PIN PLUG 10毫米3毫米超薄字体七段显示 10 mm and 13 mm Slim Font Seven Segment Displays 10毫米13毫米超薄字体七段显示 CONNECTOR ACCESSORY 连接器附 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 10毫米3毫米超薄字体七段显示 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示 CAP 2.7PF 150V .10PF PORC- 9030PPM SMD-0505 WAFFLE-PAK MICROWAVE 10毫米3毫米超薄字体七段显示 16-Bit D-Type Flip-Flop with 3-STATE Outputs 10毫米3毫米超薄字体七段显示 CONN STACKING 2.8MM-3.3MM 28POS 10毫米3毫米超薄字体七段显示 16-Bit Buffer/Line Driver with 3-STATE Outputs; Package: TSSOP; No of Pins: 48; Container: Tape &amp; Reel 10毫米3毫米超薄字体七段显示 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Body Style:Straight 10毫米3毫米超薄字体七段显示 Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-2 10毫米3毫米超薄字体七段显示 Circular Connector; No. of Contacts:4; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Cable Receptacle; Insert Arrangement:8-4 10毫米3毫米超薄字体七段显示 CAP 200PF 50V 5% PORC-NP0(C0G) SMD-0505 TR-7 MICROWAVE 10毫米3毫米超薄字体七段显示 Circular Connector; Body Material:Aluminum; Series:PT01; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-3 Circular Connector; Body Material:Aluminum; Series:PT01; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-33   
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