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			RP40-1212SG - 40 Watt Single, Dual, Positive Dual & Triple Output 40瓦单，双，正 D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Wire Size (AWG):26 RoHS Compliant: No D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Mounting Type:Jackscrew; Wire Size (AWG):26 40 Watt Single, Dual, Positive Dual & Triple Output 40 Watt Single Dual Positive Dual & Triple Output DC/DC-Converter 
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	Part No.	RP40-1212SG RP40-121.8SG RP40-122.5SG RP40-121.5SG RP40-1205SG RP40-483.3SG RP40-120512TG RP40-120515TG RP40-1212DG RP40-1215DG RP40-1215SG RP40-123.305DG RP40-123.312TG RP40-123.315TG RP40-123.3SG RP40-240512TG RP40-240515TG RP40-2405SG RP40-241.5SG RP40-241.8SG RP40-2412DG RP40-2412SG RP40-2415DG RP40-2415SG RP40-242.5SG RP40-243.305DG RP40-243.312TG RP40-243.315TG RP40-243.3SG RP40-480512TG RP40-480515TG  

	Description	40 Watt Single, Dual, Positive Dual & Triple Output 40瓦单，双，正 
 D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Wire Size (AWG):26 RoHS Compliant: No
D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Mounting Type:Jackscrew; Wire Size (AWG):26
40 Watt Single, Dual, Positive Dual & Triple Output
40 Watt Single Dual Positive Dual & Triple Output DC/DC-Converter
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						 RECOM Electronic GmbH 
 RECOM Power Inc.
RECOM[Recom International Power]
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 			 Full text search : 40 Watt Single, Dual, Positive Dual & Triple Output 40瓦单，双，正 D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Wire Size (AWG):26 RoHS Compliant: No D-Subminiature Connector; Gender:Female; No. of Contacts:51; Contact Termination:Wire; D Sub Shell Size:DB51; Body Material:Thermoplastic; Mounting Type:Jackscrew; Wire Size (AWG):26 40 Watt Single, Dual, Positive Dual & Triple Output 40 Watt Single Dual Positive Dual & Triple Output DC/DC-Converter   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	RP60-483.3SE RP60-1205DE RP60-1205SE RP60-1212DE R	60 Watt Single, Dual & Positive Dual Output
D-Subminiature Connector; Gender:Male; No. of Contacts:51; Contact Termination:Solder; D Sub Shell Size:DB51; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Jackpost; Peak Reflow Compatible (260 C):No RoHS Compliant: No
60 Watt Single, Dual & Positive Dual Output
	RECOM Power Inc.
RECOM[Recom International Power]

	RP40-121.5SG06 RP40-483.3SG RP40-120512TG RP40-120	40 Watt Single, Dual, Positive Dual & Triple Output
	Recom International Pow...
RECOM[Recom International Power]

	REC7.5-483.3SRW_AM REC7.5-2405DRW_AM REC7.5-2405SR	7.5 Watt 7.5 Watt Single Dual Output 7.5瓦特7.5瓦双输出
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	FDC15-48S12 FDC15-48S15 FDC15-48S05 FDC15 FDC15-24	From old datasheet system
15 WATT DC/DC CONVERTER, SINGLE & DUAL OUTPUTS
15 WATT DC/DC CONVERTER, SINGLE & DUAL OUTPUTS 15瓦直直流转换器，
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	RX-2405S RY-2424S RX-0505D RX-0505S RX-0509D RX-05	1 Watt SIP7 & DIP14 Single & Dual Output 1瓦特SIP7
4P5W 100A 347/600V PIN&SLEEVE PLUG RoHS Compliant: Yes
1 WATT SIP7 & DIP14 SINGLE & DUAL OUTPUT
	RECOM Electronic GmbH
http://
RECOM Power Inc.
RECOM[Recom International Power]

	RP10-123.3SE06 RP10-1205SEM2 RP10-1205SEN RP10-120	10 Watt 2x 1Package Single & Dual Output
10 Watt 2?x 1?Package Single & Dual Output
10 Watt 2” x 1” Package Single & Dual Output
	RECOM Power Inc.
RECOM[Recom International Power]

	RSS-3.31.8 RSS-1.81.8 RSS-051.8 RSS-3.33.3 RSS-050	1 Watt SMD Single & Dual Output 1瓦特贴片
1 Watt SMD Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RJ-3.31.8DHP RJ-3.33.3SHP RJ-0505D RJ-0505DH RJ-05	1 Watt DIP14 Single & Dual Output
1 Watt DIP14 Single & Dual Output 1瓦特DIP14
	RECOM Power Inc.
RECOM[Recom International Power]
RECOM Electronic GmbH

	RP12-243.3SA RP12-2415SA RP12-2412SA RP12-2405SA R	12 Watt DIP24 Single & Dual Output 12瓦特DIP24
12 Watt DIP24 Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]

	RKZ-243.3S RKZ RKZ-0505D RKZ-0505S RKZ-0512D RKZ-0	2 Watt SIP7 Single & Dual Output 2瓦特SIP7
2 Watt SIP7 Single & Dual Output
	RECOM Electronic GmbH
RECOM[Recom International Power]

	RP10-4815SEW RP10-2405DEW RP10-2405SEW RP10-2412DE	10 Watt 2inch x 1inch Package Single & Dual Output 10瓦特2寸x 1inch包单
10 Watt 2inch x 1inch Package Single & Dual Output
	RECOM Electronic GmbH
RECOM[Recom International Power]

	RP20-1205SF RP20-2412SF RP20-121.8SF RP20-121.5SF 	20 Watt 2inch x 1inch Package Single & Dual Output 202x 1inch包单
20 Watt 2inch x 1inch Package Single & Dual Output 20x 1inch包单
20 Watt 2inch x 1inch Package Single & Dual Output
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]
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