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			 Related Part Number
	
					PART	Description	Maker
	MAX8555 MAX8555EUB MAX8555AETB MAX8555AEUB MAX8555	Low-Cost. High-Reliability. 0.5V to 3.3V ORing MOSFET Controllers
Low-Cost, High-Reliability, 0.5V to 3.3V ORing MOSFET Controllers 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO10
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	IRFN140SMD 	ER CET 0 22 A, 100 V, 0.125 ohm, N-CHANNEL, Si, POWER, MOSFET
N-Channel Power MOSFET(Vdss:100V,Id(cont):13.9A,Rds(on):0.077Ω)(N沟道功率MOS场效应管(Vdss:100V,Id(cont):13.9A,Rds(on):0.077Ω)) N沟道功率MOSFET（减振钢板基本：100V的，身份证（续）3.9A，的Rds（on）：0.077Ω）（不适用马鞍山沟道功率场效应管（减振钢板基本100V的，身份证（续）3.9A时，RDS（对）：0.077Ω））
	TT electronics Semelab, Ltd.
International Rectifier, Corp.
Seme LAB

	ALD521DSD ALD521D ALD521DPD 	MOSFET, P POWERPAKMOSFET, P POWERPAK; Transistor type:MOSFET; Transistor polarity:P; Voltage, Vds max:30V; Case style:PowerPak SO-8; Current, Id cont:11A; Current, Idm pulse:50A; Power, Pd:1.8W; Resistance, Rds on:0.0085R; SMD:1;
24 BIT SERIAL INTERFACE DIGITAL CONTROLLER
	Advanced Linear Devices, Inc.
ALD[Advanced Linear Devices]

	MAX5079EUD MAX5079 	From old datasheet system
ORing MOSFET Controller with Ultra-Fast 200ns Turn-Off
	MAXIM[Maxim Integrated Products]

	MAX8585EUA MAX8535EUA MAX8536EUA MAX8535 MAX8535AE	ORing MOSFET Controllers with Fastest Fault Isolation for Redundant Power Supplies
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]

	PI2007 	Universal High Side Active ORing Controller IC
	Picor

	IRFE230 2N6798U 	N-Channel Power MOSFET(Vdss:200V,Id(cont):4.8A,Rds(on):0.46Ω)(N沟道功率MOS场效应管(Vdss:200V,Id(cont):4.8A,Rds(on):0.46Ω)) N沟道功率MOSFET（减振钢板基本：200伏，身份证（续）.8A时，RDS（上）：0.46Ω）（不适用马鞍山沟道功率场效应管（减振钢板基本00伏，身份证（续）.8A时，RDS（对）：0.46Ω））
N-Channel N沟道
	NXP Semiconductors N.V.
TT electronics Semelab Limited
Seme LAB

	APT5024SLL APT5024BLL 	Volts:500V RDS(ON):0.24Ohms ID(cont:)22Amps|MOSFETs 电压00V电压的RDS（ON）：0.24Ohms编号（续：）22安培| MOSFET
	Advanced Power Technology, Ltd.

	MAX8535AEUA-T MAX8535EUAT 	ORing MOSFET Controllers with Fastest Fault Isolation for Redundant Power Supplies 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO8
	Maxim Integrated Products, Inc.

	AM29L510PCB AM29L510/BXC AM29510LMB AM29L510DCB 	and flexible way to implement power solutions for the latest high performance CPUs and ASICs.; Same as IR3086AM with Tape and Reel Packaging
Hi-Rel RAD-Hard, Single, 28V Input DC-DC Converter in LS package; Hi-Rel RAD-Hard, Single, 28V Input DC-DC Converter in LS package
Universal Active ORing Controller. Controller / driver IC in an SO-8 package for implementation of Active ORing / reverse polarity protection using N-channel Power MOSFETs.; Similar to IR5001S with Lead-Free packaging.
200V Secondary Side High Speed SR Controller in a 8-Lead SOIC Package. Used to drive N-Channel power MOSFETs used as Synchronous Rectifiers in isolated Flyback converters.; Similar to IR1166SPBF with Tape and Reel Packaging. 乘法累加
	ITT, Corp.

	AP1501A AP1501A-12 AP1501A-12K5 AP1501A-12K5A AP15	Adj, 150 Khz, 5 A PWM buck DC/DC converter
150Khz, 5A PWM Buck DC/DC Converter
IR Emitting Diode; Mounting Type:Through Hole; LED Color:Clear; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Clear; Lens Style:(H x Dia) 8.7 x 5.8 mm; Voltage Rating:5V
IR Emitting Diode; LED Color:Infrared; Mounting Type:Through Hole; Terminal Type:3 Pin Leaded; Color:Infrared; Lens Style:(H x Dia) 12.5 x 10.0 mm; Voltage Rating:5.5V
Leaded Process Compatible: Yes
IR Emitting Diode; Mounting Type:Through Hole; LED Color:Blue Gray; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Blue Gray; Lens Style:(H x W) 8.7 x 5.8 mm; Voltage Rating:5V
MOSFET, P, SOT-23; Transistor type:MOSFET; Current, Id cont:0.185A; Resistance, Rds on:6R; Voltage, Vgs Rds on measurement:10V; Case style:SOT-23 (TO-236); Current, Id max:0.185A; Current, Idm pulse:.8A; Marking, SMD:6K; Pins, No. RoHS Compliant: Yes
MOSFET, P SOT-23MOSFET, P SOT-23; Transistor type:MOSFET; Transistor polarity:P; Voltage, Vds max:20V; Case style:SOT-23; Current, Id cont:0.58A; Current, Idm pulse:2A; Power, Pd:0.35W; Resistance, Rds on:0.65R; SMD:1; Current, Id
MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-30V; Continuous Drain Current, Id:-385mA; On-Resistance, Rds(on):1.4ohm; Rds(on) Test Voltage, Vgs:-10V; Package/Case:TO-236; Drain Source On Resistance @ 10V:1.4ohm
IR Emitting Diode; Mounting Type:Through Hole; LED Color:Infrared; Leaded Process Compatible:Yes; Terminal Type:2 Pin Leaded; Color:Infrared; Lens Style:(H x W) 8.7 x 5.8 mm; Voltage Rating:5V
TRANSISTOR,MOSFET,P-CHANNEL,60V V(BR)DSS,270MA I(D),TO-226AA RoHS Compliant: Yes
IR EMITTER; Wavelength, typ:950nm; Current, forward If:5mA; Angle, viewing:90(degree); Temperature, operating range:-25(degree C) to (degree C) RoHS Compliant: Yes
MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-20V; Continuous Drain Current, Id:-580mA; On-Resistance, Rds(on):650mohm; Rds(on) Test Voltage, Vgs:-4.5V; Package/Case:SOT-23
	ANACHIP[Anachip Corp]

	IRS2332JTRPBF IRS2330D 	High Voltage High Speed power MOSFET and IGBT Driver.  Compatible down to 3.3V Logic.  Deadtime 0.7us.
High Voltage High Speed power MOSFET and IGBT Driver with Integrated Bootstrap Diode.  Compatible down to 3.3V Logic.  Deadtime 2.0us.
	International Rectifier
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