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			1N5553US - JT 66C 66#22M SKT WALL RECP 该规范涵盖硅，通用性能要求 JT 53C 53#22 SKT RECP 该规范涵盖硅，通用性能要求 This specification covers the performance requirements for silicon, general purpose, 该规范涵盖硅，通用性能要求 JT 53C 53#22 PIN RECP Circular Connector; No. of Contacts:32; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32 RoHS Compliant: No Circular Connector; No. of Contacts:53; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-53 RoHS Compliant: No Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:11; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-35 RoHS Compliant: No (1N5550 / 1N5551 / 1N5552 / 1N5553 / 1N5554) 
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	Description	JT 66C 66#22M SKT WALL RECP 该规范涵盖硅，通用性能要求 
 JT 53C 53#22 SKT RECP 该规范涵盖硅，通用性能要求
This specification covers the performance requirements for silicon, general purpose, 该规范涵盖硅，通用性能要求
JT 53C 53#22 PIN RECP
Circular Connector; No. of Contacts:32; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32 RoHS Compliant: No
Circular Connector; No. of Contacts:53; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-53 RoHS Compliant: No
Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:11; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-35 RoHS Compliant: No
(1N5550 / 1N5551 / 1N5552 / 1N5553 / 1N5554)
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	Part: 1N5551
	Maker: MSC/VISH..
	Pack: DIP-2
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.52
	  
									100: $0.49
	1000: 
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 			 Full text search : JT 66C 66#22M SKT WALL RECP 该规范涵盖硅，通用性能要求 JT 53C 53#22 SKT RECP 该规范涵盖硅，通用性能要求 This specification covers the performance requirements for silicon, general purpose, 该规范涵盖硅，通用性能要求 JT 53C 53#22 PIN RECP Circular Connector; No. of Contacts:32; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-32 RoHS Compliant: No Circular Connector; No. of Contacts:53; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-53 RoHS Compliant: No Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:11; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No Circular Connector; No. of Contacts:66; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:18; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-35 RoHS Compliant: No (1N5550 / 1N5551 / 1N5552 / 1N5553 / 1N5554)   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	GS72116AJ GS72116AJ-10 GS72116AJ-10I GS72116AJ-12 	8ns 128K x 16 2Mb asynchronous SRAM
ACB 9C 9#16 SKT RECP WALL
ACB 5C 5#16S SKT RECP WALL
ACB 10C 10#16 PIN RECP WALL
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Aluminum Alloy; Series:ACA-B Reverse Bayonet; No. of Contacts:2; Connector Shell Size:12S; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
128K x 16 2Mb Asynchronous SRAM 128K的16异步SRAMMb
ACB 19C 19#16 SKT RECP WALL 128K的16异步SRAMMb
ACB 4C 4#16 SKT RECP WALL 128K的16异步SRAMMb
ACB 8C 8#16 SKT RECP WALL 128K的16异步SRAMMb
	http://
ETC[ETC]
GSI Technology
Electronic Theatre Controls, Inc.

	API8208 API8208A 	VERSATILE 20 SEC INSTANT VOICE ROM
LJT 53C 53#20 SKT RECP
LJT 53C 53#20 SKT WALL RECP
	Aplus Intergrated Circuits
Aplus Integrated Circuits Inc.

	5962-9210901HZX ATW2805D ATW2805D_CH ATW2805D_ES A	Hi-Rel DC-DC Standard Dual Converter in a ATW package 高可靠性的DC - DC标准在ATW包双转换
ER 3C 1#16 2#8 SKT RECP BOX 先进的模拟混合，高度可靠的DC / DC转换
ADVANCED ANALOG HYBRID-HIGH RELIABILITY DC/DC CONVERTERS 先进的模拟混合，高度可靠的DC / DC转换
ER 24C 24#16 PIN RECP
ER 24C 24#16 SKT RECP
AC 9C 6#12 3#8 SKT RECP BOX
DC to DC Converter
ER 7C 7#8 SKT RECP BOX
ER 7C 7#8 PIN RECP
From old datasheet system
	International Rectifier, Corp.
http://
IRF[International Rectifier]

	APA2030 APA2031 APA2030RI-TU APA2030RI-TYL APA2030	LJT 8C 8#16 SKT RECP
(APA2030 / APA2031) Stereo 2.6W Audio Amplifier(With Gain Control)
Stereo 2.6W Audio Amplifier(With Gain Control) 立体.6W音频放大器（增益控制
LJT 23C 21#20 2#16 SKT RECP 立体.6W音频放大器（增益控制
LJT 23C 21#20 2#16 SKT WALL RE 立体.6W音频放大器（增益控制
Circular Connector; No. of Contacts:8; Series:MS27656; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No 立体.6W音频放大器（增益控制
	Anpec Electronics Corporation
Anpec Electronics Coropration
Anpec Electronics, Corp.

	ARA2000S23 	ER 6C 3#16 3#8 SKT RECP WALL
CATV Reverse Amplifier with step Attenuator
	ANADIGICS, Inc.

	FY6ACJ-03A 	JT 4C 4#16 SKT WALL RECP
Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]

	MIC5841 MIC5841BN MIC5841BV MIC5841BWM MIC5842BN M	GT 26C 26#16 SKT RECP WALL RM
8-Bit Serial-Input Latched Drivers
	MICREL INC
MICREL[Micrel Semiconductor]

	FY5ACJ-03A 	MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
JT 4C 4#16 SKT WALL RECP
	Mitsubishi Electric Corporation
Powerex Power Semiconductors

	DS1804Z-010 DS1804U-010 DS1804-100 DS1804 DS1804Z-	PT 19C 19#20 SKT RECP
PT 6C 6#20 SKT RECP
NV Trimmer Potentiometer 50K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 100 POSITIONS, PDSO8
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	CAT24WC01 CAT24WC01J-1.8TE13C CAT24WC01J-1.8TE13F 	   1K/2K/4K/8K/16K-Bit Serial E2PROM
Circular Connector; No. of Contacts:23; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:16-23
MB 12C 12#12 SKT RECP 1K/2K/4K/8K/16K-Bit串行E2PROM
MB 41C 41#20 SKT RECP 1K/2K/4K/8K/16K-Bit串行E2PROM
MB 3C 3#20 PIN RECP 1K/2K/4K/8K/16K-Bit串行E2PROM
LM5110 Dual 5A Compound Gate Driver with Negative Output Voltage Capability; Package: SOIC NARROW; No of Pins: 8 1K/2K/4K/8K/16K-Bit串行E2PROM
1K/2K/4K/8K/16K-Bit Serial E2PROM 1K/2K/4K/8K/16K-Bit串行E2PROM
5015 RR 7#8 PIN RECP
Circular Connector; No. of Contacts:128; Series:D38999; Body Material:Composite; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:25-35
TV 10C 10#20 SKT RECP
TV 15C 15MIX PIN WALL RECP
CAP ELECT 470UF 80V TG SMD
CAP 1500PF 50V 0.05 X7R RAD-.20IN .150X.230 CONF BULK
LM5110 Dual 5A Compound Gate Driver with Negative Output Voltage Capability; Package: LLP; No of Pins: 10
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles
TV 5C 5#20 PIN JAM RECP
Circular Connector; No. of Contacts:8; Series:D38999; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:25-8
SENSOR WELL PE 30MM
Circular Connector; No. of Contacts:22; Series:D38999; Body Material:Composite; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:13-35
TV 6C 6#22D PIN RECP
TV 3C 3#20 PIN RECP
2K-Bit IIC Serial CMOS EEPROM(2K位（256字x8位）IIC串行CMOS EEPROM)
MB 3C 3#16 SKT RECP
MB 3C 3#16 PIN RECP
MB 41C 41#20 PIN RECP
TV 5C 5#20 PIN RECP
TV 128C 128#22D PIN WALL RECP
MB 8C 8#12 SKT RECP
1K/2K/4K/8K/16K-BitSerialE2PROM
5015 RR 7#8 SKT RECP
	Intersil, Corp.
Diodes, Inc.
TE Connectivity, Ltd.
Kobiconn
Century Container
Maxim Integrated Products, Inc.
Welwyn Components, Ltd.
NEC, Corp.
ITT, Corp.
Yellow Stone, Corp.
Everlight Electronics Co., Ltd.
ON Semiconductor
BCD Semiconductor Manufacturing, Ltd.
Electronic Theatre Controls, Inc.
Yageo, Corp.
http://
CATALYST[Catalyst Semiconductor]
Catalyst Semiconduct
c4f
or

	LH28FOO8SAHR-85 LH28F008SAHR 	8 MBIT(1 MBIT x 8)FLASH MEMORY
JT 19C 19#12 SKT WALL RECP
	http://
Sharp Corporation

	AHV2815VTF_HB AHV28 AHV2805DF_CH AHV2805DF_ES AHV2	Hi-Rel DC-DC Standard Dual Converter in a AHV package
From old datasheet system
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:12-4 RoHS Compliant: No
Rocker Switch; Illumination:Non-Illuminated; Circuitry:DPDT; Switch Operation:(On)-Off-(On); Contact Current Max:6A; Switch Terminals:Screw; Mounting Type:Panel; Switch Features:Paddle Lever Actuator; Features:
JT 8C 8#20 SKT RECP
Circular Connector; No. of Contacts:15; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:14; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
JT 26C 26#20 SKT WALL MTG 先进的模拟混合，高度可靠的DC / DC转换
JT 23C 21#20 2#16 SKT RECP 先进的模拟混合，高度可靠的DC / DC转换
ADVANCED ANALOG HYBRID-HIGH RELIABILITY DC/DC CONVERTERS 先进的模拟混合，高度可靠的DC / DC转换
JT 37C 37#22D PIN RECP 先进的模拟混合，高度可靠的DC / DC转换
JT 37C 37#22M PIN RECP 先进的模拟混合，高度可靠的DC / DC转换
16-Bit, 8-Channel 200ksps ADCs; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 高可靠性的DC - DC标准AHV包双转换
Hi-Rel DC-DC Standard Triple Converter in a AHV package 高可靠性的DC - DC转换器标准三AHV
Hi-Rel DC-DC Standard Single Converter in a AHV package
	IRF[International Rectifier]
International Rectifier, Corp.
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