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			 Related Part Number
	
					PART	Description	Maker
	200D202D 	Wet Tantalum Capacitors, Wet Sintered Anode Components, Capacitor Assemblies, Type 202D Designed to Meet the Performance and Marking Requirements of Military Style CL55 in Accordance with MIL-DTL-3965
	Vishay

	B65816-N1012-D1 B65815 B65815-E1000-J41 B65815-E16	RM 12 In accordance with IEC 60431
	EPCOS AG
EPCOS[EPCOS]

	CPHS-FRM9D-6S-8P 	Liquid crystal polymer (LCP), glass reinforced, flame retardant in accordance with 隆掳UL 94V-0隆卤; UL file number E54705(M)
Liquid crystal polymer (LCP), glass reinforced, flame retardant in accordance with “UL 94V-0? UL file number E54705(M)
	Ferroxcube International Holding B.V.

	RFFM8250QTR7 RFFM8250QSQ RFFM8250QSB RFFM8250QSR R	WiFi Switch   LNA Module 2.4GHz to 2.5GHz Tested in Accordance with AEC-Q100
	RF Micro Devices

	PEH534 	IEC 60384-4 Long Life Grade 40/105/56, in accordance with CECC 30 301-809
	Kemet Corporation

	IR1150 IR1150PBF IR1150ISTRPBF 	One Cycle Control PFC IC designed to operate in continuous conduction mode (CCM), designed and qualified for the Consumer market
One Cycle Control PFC IC designed to operate in continuous conduction mode (CCM), designed and qualified for the Industrial market.
	International Rectifier

	CRIMPFOX-UD-6-4 	Crimping pliers, square compression, for ferrules 0.25 - 6 mm2 in accordance with DIN 46228-1: 1992-08 and DIN 46228-4: 1990-09
	PHOENIX CONTACT

	CRIMPFOX-UD-6 	Crimping pliers, for ferrules in accordance with DIN 46228-1: 1992-08 and DIN 46228-4: 1990-10
	PHOENIX CONTACT

	TC1037 TC1037CECT TC1039 TC1038 TC1039CECH TC1038C	The TC1037/1038/1039 are single, low-power comparators designed for low-power applications. These comparators are specifically designed for operation from a single supply. However, operation from dual supplies also is possible, and power s
Linear Building Block . Single Comparator in SOT Packages
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.

	MCP100T-270I_TT MCP100T-300I_TT MCP100T-315I_TT MC	1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
The MCP100 is a voltage supervisory device designed to keep a microcontroller in reset until the system voltage has reached the proper ...
The MCP101 is a voltage supervisory device designed to keep a microcontroller in reset until the system voltage has reached the proper ...
The MCP101 is a voltage supervisory device designed to keep a microcontroller in reset until the system voltage has reached the proper level and stabilized. It also operates as protection from brown-out conditions when the supply voltage d
The MCP100 is a voltage supervisory device designed to keep a microcontroller in reset until the system voltage has reached the proper level and stabilized. It also operates as protection from brown-out conditions when the supply voltage d
CPU / System Supervisors
   Microcontroller Supervisory Circuit with Push-Pull Output
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	PBP-3201 PBP-3201-22 PBP-3202-22 PBP-3203-22 PBP-3	Equipment Designed to Conform EMI Regulations Such As VCCICISPRFCCVDEetc
EQUIPMENT DESIGNED TO CONFORM EMI REGULATIONS SUCH AS VCCI,CISPR,FCC,VDE,ETC
Equipment Designed to Conform EMI Regulations Such As VCCI/CISPR/FCC/VDE/etc
KPT 10C 10#20 PIN PLUG
KPTC 10C 10#20 SKT PLUG
KPTC 6C 6#20 SKT PLUG
KPTC 8C 8#20 PIN PLUG
	http://
LAMBDA[DENSEI-LAMBDA]
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