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			 Related Part Number
	
					PART	Description	Maker
	29160B910JO0 29160B331JO0 29120B243JO0 29110B823JO	Silver Mica Capacitor; Capacitance:10000pF; Capacitance Tolerance: 5%; Series:291; Voltage Rating:4000VDC; Capacitor Dielectric Material:Mica; Termination:Screw; Working Voltage, DC:4000V CAPACITOR, MICA, 0.01 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.0075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.00075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.075 uF, CHASSIS MOUNT
CAPACITOR, MICA, 0.000075 uF, CHASSIS MOUNT
High-Voltage Mica Capacitors Cylindrical Case, High-Current and High-Voltage Circuits
   High-Voltage Mica Capacitors Cylindrical Case, High-Current and High-Voltage Circuits
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electr...

	GMD81400 GMF11201 GMF10201 GMF90201 GMF10601 GMF10	CAPACITOR, VARIABLE, MICA, 250 V, 380 pF - 1300 pF, HORIZONTAL ADJUSTER, THROUGH HOLE MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 880 pF - 2330 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 15 pF - 130 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 2000 V, 10 pF - 48 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 275 pF - 970 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 550 pF - 1600 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 65 pF - 340 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 450 pF - 1390 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 1300 pF - 2830 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 115 pF - 550 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 1150 pF - 2605 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 45 pF - 280 pF, HORIZONTAL ADJUSTER, THROUGH HOLE MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 350 pF - 1180 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 190 pF - 760 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 780 pF - 2110 pF, PANEL MOUNT
CAPACITOR, VARIABLE, MICA, 250 V, 650 pF - 1890 pF, PANEL MOUNT
	Sprague-Goodman Electronics, Inc.

	CA154680PF/-10250V CA15210PF/-10160V CA1526.8PF/-1	CAPACITOR, MICA, 250 V, 0.00068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.00001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 160 V, 0.0000047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 300 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 250 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, MICA, 63 V, 0.0000068 uF, THROUGH HOLE MOUNT RADIAL LEADED
	IRC Advanced Film
ITT, Corp.
Bel Fuse, Inc.
TE Connectivity, Ltd.
ITT Interconnect Solutions

	SV03 SV01KA101JAA SV01KA101KAA SV01KA101MAA SV01HA	Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格）
XTAL,OSC 50.0MHZ 3V 6P SMT
POT 2.0K OHM 1/4 SQ CERM SL ST
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
LUGS
   High Voltage MLC Radials (SV Style)
	AVX, Corp.
AVX[AVX Corporation]

	AD842KH AD842KN AD842KQ AD842SH AD842JN AD842JH AD	Wideband, High Output Current, Fast Settling Op Amp
Wideband/ High Output Current/ Fast Settling Op Amp
XTAL MTL T/H HC49/U
Silver Mica Capacitor; Capacitance:270pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:240pF; Capacitance Tolerance: 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	AD[Analog Devices]
Analog Devices, Inc.

	MC74VHC04 MC74VHC04D MC74VHC04DT MC74VHC04M MX74VH	Silver Mica Capacitor; Capacitance:4300pF; Capacitance Tolerance: /- 5%; Series:CD18; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
CERAMIC CHIP/MIL-PRF-55681
From old datasheet system
Hex Inverter
	Motorola, Inc.
MOTOROLA[Motorola Inc]
ON Semiconductor
MOTOROLA[Motorola, Inc]

	BCR12KM-14 	Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
MEDIUM POWER USE INSULATED TYPE/ PLANAR PASSIVATION TYPE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	D2MC D2MC-5HL D2MC-01E D2MC-01EL D2MC-01F D2MC-01F	Low-torque Basic Switch
Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
MICA RoHS Compliant: No
Silver Mica Capacitor; Capacitance:150pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:390pF; Capacitance Tolerance: /- 5%; Series:CM05; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	http://
OMRON[Omron Electronics LLC]
ETC

	CD4CD500D03 CD4FD181J03 CD4CD161D03 CD4CD330D03 CD	High-Frequency, Mica Capacitors
	Cornell Dubilier Electr...
Cornell Dubilier Electronic...
http://
Cornell Dubilier Electronics

	AD1812JST AD1812JS 	SoundPort Controller
ECONOLINE: RD & RC - Dual Output from a Single Input Rail- 1kVDC & 2kVDC Isolation- Power Sharing on Output- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 86%
Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	http://
Analog Devices, Inc.

	CAT34AC02JA CAT34AC02ZI-TE13 CAT34AC02 CAT34AC02JA	Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-C-5015; Body Material:Metal; Series:GT; No. of Contacts:24; Connector Shell Size:24; Connecting Termination:Solder; Body Style:Straight; Circular Contact Gender:Pin; Gender:Female
Silver Mica Capacitor; Capacitance:4300pF; Capacitance Tolerance: /- 5%; Series:CDV30; Voltage Rating:2000VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:11.1mm; Leaded Process Compatible:No RoHS Compliant: No
MB 55C 55#20 SKT RECP
2K-Bit SMBus EEPROM for ACR Card Configuration K位的SMBus对于ACR卡的EEPROM配置
ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85% K位的SMBus对于ACR卡的EEPROM配置
Mounting Bracket; Body Material:Plastic; Color:Black; Outer Diameter:2.063" RoHS Compliant: Yes K位的SMBus对于ACR卡的EEPROM配置
	http://
CATALYST[Catalyst Semiconductor]
Honeywell International, Inc.
KEMET Corporation

	1N6672 1N6672JANTXV 	Silver Mica Capacitor; Capacitance:220pF; Capacitance Tolerance: /- 1%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Circular Connector; No. of Contacts:100; Series:MS27508; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle RoHS Compliant: No
30 A 300V COMMON CATHODE DUAL ULTRAFAST RECTIFIER
	Microsemi Corporation
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