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			 Related Part Number
	
					PART	Description	Maker
	MAX6416 MAX6418 MAX6412 MAX6413UK37-T MAX6413UK38-	330MHz, Low Power, Current Feedback Video Operational Amplifier with Output Disable; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-PDIP
" Low-Power, Single/Dual-Voltage ?P Reset Circuits with Capacitor-Adjustable Reset Timeout Delay"
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
12-Bit, 80 MSPS, High Speed Video D/A Converter; Temperature Range: 0&degC to 70°C; Package: 28-SOIC
Single 16 and 8, Differential 8-Channel and 4-Channel CMOS Analog MUXs with Active Overvoltage Protection; Temperature Range: -40°C to 85°C; Package: 28-SOIC
380MHz, SOT-23, Low Power Current Feedback Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
Gilbert Cell UHF Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
850MHz, Low Distortion Programmable Gain Buffer Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
330MHz, Low Power, Current Feedback Video Operational Amplifier; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R
10-Bit, 40MSPS A/D Converter with CMOS Outputs; Temperature Range: 0&degC to 70&deg;C; Package: 28-SOIC T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
8-Bit, 165/125/60MSPS, High Speed D/A Converter; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-TSSOP T&amp;R 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Complete, 12-Bit A/D Converters with Microprocessor Interface; Temperature Range: See Datasheet; Package: 28-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
12-Bit, Low Cost, Monolithic D/A Converters; Temperature Range: 0&degC to 70&deg;C; Package: 24-PDIP 2-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
360MHz, Low Power, Video Operational Amplifier with Output Limiting; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO5
Dual Long-Tailed Pair Transistor Array; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R
	Maxim Integrated Products, Inc.
电源管理
MAXIM INTEGRATED PRODUCTS INC

	AD8631 AD8631ART AD8632 AD8632AR AD8632ARM AD8632A	Dual, 1.8 V, 5 MHz Rail-to-Rail Low Power Operational Amplifier
1.8 V, 5 MHz Rail-to-Rail Low Power Operational Amplifiers 1.8伏，5兆赫轨到轨低功耗运算放大器
1.8 V, 5 MHz Rail-to-Rail Low Power Operational Amplifiers OP-AMP, 4000 uV OFFSET-MAX, 5 MHz BAND WIDTH, PDSO5
	ANALOG DEVICES INC
AD[Analog Devices]
Analog Devices, Inc.

	AD826ARZ AD826ARZ-REEL7 AD826ANZ 	Low Cost, High Speed, Low Power Dual Operational Amplifier DUAL OP-AMP, 3000 uV OFFSET-MAX, 20 MHz BAND WIDTH, PDSO8
Low Cost, High Speed, Low Power Dual Operational Amplifier DUAL OP-AMP, 3000 uV OFFSET-MAX, 20 MHz BAND WIDTH, PDIP8
	Analog Devices, Inc.

	MC3317208 MC33172DT MC33172D 	DUAL OP-AMP, 6500 uV OFFSET-MAX, 2.1 MHz BAND WIDTH, PDSO8
Low power dual bipolar operational amplifiers
	STMicroelectronics

	M38127M8-XXXFP M38127M8-XXXFS M38127M8-XXXSP M3812	8-BIT, MROM, 6.3 MHz, MICROCONTROLLER, PDIP64
8-BIT, MROM, 6.3 MHz, MICROCONTROLLER, PQFP64
Microfast molded cordsets RoHS Compliant: Yes
10-uA/Channel, 160kHz, RRIO Dual Op Amp 8-SOIC -40 to 125
10-uA/Channel, 160kHz, RRIO Op Amp 8-SOIC -40 to 125
LED 624NM OVAL RED 5MM
LED 470NM OVAL BLUE 4MM
TFT 64.5 inch (163.9 cm) LVDS
Low Voltage Rail-To-Rail Low Power Advanced LinCMOS(TM) Dual Operational Amplifier 10-CFP -55 to 125
Quad Rail-To-Rail Low-Voltage Low-Power Operational Amplifier 14-PDIP -40 to 125
Quad Rail-To-Rail Low-Voltage Low-Power Operational Amplifier 14-TSSOP -40 to 125
Advanced LinCMOS(TM) Rail-To-Rail Quad Operational Amplifier 14-SOIC -40 to 125
Advanced LinCMOS(TM) Rail-To-Rail Quad Operational Amplifier 14-TSSOP -40 to 125
Advanced LinCMOS(TM) Rail-To-Rail Quad Operational Amplifier 14-PDIP -40 to 125
Dual Low Voltage LinCMOS(TM) Differential Comparator 8-TSSOP -40 to 85
Quad Low Voltage LinCMOS(TM) Differential Comparator 14-PDIP -40 to 85
Quad Low Voltage LinCMOS(TM) Differential Comparator 14-SOIC -40 to 85
Low Voltage Rail-To-Rail Low Power Precision Advanced LinCMOS(TM) Quad Operational Amplifier 20-LCCC -55 to 125
Rail-to-Rail Output Wide-Input-Voltage Micropower Dual Op Amps 20-LCCC -55 to 125
Quad Low-Voltage Low-Power Operational Amplifier 14-PDIP -40 to 85
Dual High-Performance, Low-Voltage Operational Amplifier 8-SO 0 to 70
Low Voltage Rail-To-Rail Low Power Advanced LinCMOS(TM) Quad Operational Amplifier 14-CFP -55 to 125 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
DIGITAL Replaced 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp 8-SOIC -40 to 125 单芯位CMOS微机
Single High-Performance, Low-Voltage Operational Amplifier 5-SOT-23 -40 to 85 单芯位CMOS微机
Quad Rail-To-Rail Low-Voltage Low-Power Operational Amplifier 14-SOIC -40 to 125 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp 5-SOT-23 -40 to 125 单芯位CMOS微机
ANALOG Replaced PQ033RDA1SZH 单芯位CMOS微机
ANALOG Replaced PQ033Y053ZPH 单芯位CMOS微机
LCD Displays 8.4 inch (21.0 cm) 18-bit digital (6 bits/color) 单芯位CMOS微机
LCD Displays 6.4 inch (16.32 cm) Comp NTSC 单芯位CMOS微机
Dual, Wide-Input-Voltage uPower, Rail-To-Rail Single-Supply Operational Amplifier 8-SOIC 0 to 70 单芯位CMOS微机
Quad MicroPower, RRIO Operational Amplifier with wide supply voltage range and high CMRR 14-SOIC 0 to 70 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp with Shutdown 14-SOIC -40 to 125 单芯位CMOS微机
CAP CERAMIC 39PF 50V NP0 1206 单芯位CMOS微机
LinCMOS(TM) Quad Low-Voltage Differential Comparator 14-CFP -55 to 125 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp 14-TSSOP -40 to 125 单芯位CMOS微机
Quad MicroPower, RRIO Operational Amplifier with wide supply voltage range and high CMRR 14-SOIC -40 to 125 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp with Shutdown 16-PDIP -40 to 125 单芯位CMOS微机
10-uA/Channel, 160kHz, RRIO Op Amp 5-SOT-23 -40 to 125 单芯位CMOS微机
Single High-Performance, Low-Voltage Operational Amplifier 5-SOT-23 0 to 70 单芯位CMOS微机
Quad Low-Voltage Micropower Operational Amplifier 14-SOIC -40 to 85 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp with Shutdown 16-SOIC 0 to 70 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp with Shutdown 10-MSOP -40 to 125 单芯位CMOS微机
Op Amp (1)   Open Collector Comparator (1) Combo IC 8-SOIC -40 to 125 单芯位CMOS微机
Low Voltage Rail-To-Rail Low Power Advanced LinCMOS(TM) Quad Operational Amplifier 14-CDIP -55 to 125 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp 14-PDIP -40 to 125 单芯位CMOS微机
LinCMOS(TM) Dual Low-Voltage Differential Comparator 20-LCCC -55 to 125 单芯位CMOS微机
550-uA/Channel 3-MHz RRIO Op Amp with Shutdown 8-SOIC -40 to 125 单芯位CMOS微机
Dual High-Performance, Low-Voltage Operational Amplifier 8-SOIC -40 to 85
550-uA/Channel 3-MHz RRIO Op Amp with Shutdown 16-SOIC -40 to 125
Replaced GP1UX510QS
   SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER
	http://
RENESAS[Renesas Electronics Corporation]
Renesas Electronics Corporation.
Renesas Electronics, Corp.
Mitsubishi Electric, Corp.

	OP-290 OP-290ARC_883 OP-290GP OP-290GS OP-290AZ OP	PRECISION, LOW POWER, MICROPOWER DUAL OPERATIONAL AMPLIFIER 精密低功耗，微功耗双路运算放大器
ER 24C 24#16 SKT RECP WALL DUAL OP-AMP, 500 uV OFFSET-MAX, 0.02 MHz BAND WIDTH, CQCC20
	Analog Devices, Inc.
AD[Analog Devices]

	MC1458 MC1458D SA1458N MC1458N MC1558N SA1458 SA14	General purpose operational amplifier(???杩???惧ぇ??
General purpose operational amplifier 通用运算放大
General purpose operational amplifier DUAL OP-AMP, 7500 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDIP8
Battery-Backup Supervisor for Low Power Processors 14-TSSOP -40 to 85
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	OP400EY OP400HP OP400FY OP400GP OP400GS OP400HS OP	Quad Low-Offset, Low-Power Operational Amplifier QUAD OP-AMP, 220 uV OFFSET-MAX, 0.5 MHz BAND WIDTH, CDIP14
CAP CERAMIC 22PF 25V 0603 RF SMD
Quad Low-Offset / Low-Power Operational Amplifier
	Analog Devices, Inc.

	ICL764 ICL7611ACJD ICL7611ACJE ICL7611ACPA ICL7611	   Single/Dual/Triple/Quad Operational Amplifiers
Low-Power Industry-Standard Op Amps
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:Belden 1855A
Low Power Dissipation ADSL Line Driver 20-SO PowerPAD -40 to 85
High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-PDIP 0 to 75
3-Channel Low Power Video Amp w/I2C Control, Selectable Filters, 0dB Gain, 2:1 MUX 20-TSSOP -40 to 85
CAP 4700PF 250V CERAMIC Y2/X1
ECONOLINE: RBM - New Micro Size SIP 6 Package- Industry Standard Pinout- 3kVDC Isolation- UL94V-0 Package Material- Efficiency to 85% 四路运算放大
Single/Dual/Triple/Quad Operational Amplifiers OP-AMP, 3000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Ampliflers 四路运算Ampliflers
Single/Dual/Triple/Quad Operational Amplifiers OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO8
Triple 10-Bit All Format Video DAC 80-HTQFP 0 to 70 TRIPLE OP-AMP, 12000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP16
High-Performance Impact&lt;TM&gt; PAL&lt;R&gt; Circuits 20-PDIP 0 to 75 TRIPLE OP-AMP, 12000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP16
CABLE HEIGHT METER MODEL 300E, BIDDLE, BIDDLE RoHS Compliant: NA 四路运算放大
RF CONNECTOR; SMA FEMALE CLAMP ATTACHMENT FOR RG55, RG58, RG142, RG223 & RG400 OP-AMP, 3000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP8
High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-PLCC 0 to 75 四路运算放大
Replaced by TIBPAL16R4-7M : High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-CDIP -55 to 125 四路运算放大
50 MHz to 400 MHz Casadable Amplifier 6-VSON -40 to 85 四路运算放大
High Efficiency Class-G ADSL Line Driver 20-VQFN -40 to 85 四路运算放大
Low-Power High-Performance Impact&lt;TM&gt; PAL&lt;R&gt; Circuits 20-PDIP 0 to 75 四路运算放大
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 12000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
RF CONNECTOR; BANANA PLUG, CRIMP ATTACHMENT FOR RG55, RG142, RG223 & RG400 OP-AMP, 20000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, MBCY8
Single/Dual/Triple/Quad Operational Amplifiers OP-AMP, 20000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, MBCY8
Single/Dual/Triple/Quad Operational Amplifiers OP-AMP, 3000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, MBCY8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Single/Dual/Triple/Quad Operational Ampliflers DUAL OP-AMP, 20000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, MBCY8
High Efficiency Class-G ADSL Line Driver 32-HLQFP -40 to 85 四路运算放大
High-Performance Impact&lt;TM&gt; PAL&lt;R&gt; Circuits 20-CDIP -55 to 125 四路运算放大
High-Performance Impact&lt;TM&gt; PAL&lt;R&gt; Circuits 20-CFP -55 to 125 四路运算放大
High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-LCCC -55 to 125 四路运算放大
Single/Dual/Triple/Quad Operational Amplifiers 四路运算放大
High-Performance Impact-X&lt;TM&gt; PAL&lt;R&gt; Circuits 20-CFP -55 to 125 四路运算放大
LJT 6C 6#20 PIN RECP
LJT 6C 6#20 SKT RECP
Higperformance Impact-X<TM> PAL<R> Circuits 20-PLCC 0 to 75
Higperformance Impact-X<TM> PAL<R> Circuits 20-PDIP 0 to 75
High-Performance Impact-X<TM> PAL<R> Circuits 20-PLCC 0 to 75
Triple 10-Bit 240MSPS Video DAC with Tri-Level Sync & Video (ITU-R.BT601)-Compliant Full Scale Range 48-HTQFP 0 to 70
Low-Power High-Performance Impact<TM> PAL<R> Circuits 20-CDIP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-CDIP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-LCCC -55 to 125
High-Performance Impact<TM> PAL<R> Circuits 20-CFP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-CFP -55 to 125
Low-Power High-Performance Impact<TM> PAL<R> Circuits 20-PLCC 0 to 75
High-Performance Impact<TM> PAL<R> Circuits 20-LCCC -55 to 125
Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:11-35 RoHS Compliant: No
4-Gbps PECL to LVPECL Repeater 8-WSON -40 to 85
?Low-Power Op Amp
"Dual, Low-Power Op Amp"
(ICL761x - ICL764x) Single/Dual/Triple/Quad Operational Amplifiers
	MAXIM INTEGRATED PRODUCTS INC
Motorola Mobility Holdings, Inc.
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
Maxim Integrated Produc...

	MCP60104 MCP604T MCP601 MCP601-E_CH MCP601-E_OT MC	MCP601 operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 and an offset ...
The MCP602 dual operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 ...
MCP603 operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 and an offset ...
The MCP604 quad operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230. ...
2.7V to 5.5V Single-Supply CMOS Op Amps
	MICROCHIP[Microchip Technology]

	NJM2041 NJM2041D NJM2041L NJM2041M NJM2041M-TE2 	DUAL OP-AMP, 3000 uV OFFSET-MAX, 7 MHz BAND WIDTH, PDSO8
LOW-NOISE DUAL OPERATIONAL AMPLIFIER
	New Japan Radio Co., Ltd.
NJRC[New Japan Radio]
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