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			AM27128A-20JC - 20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 8-Bit OTPROM Family 100mA, Low Voltage, Very Low Dropout Linear Regulators; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C High Voltage 1.5A, 200kHz Step-Down Switching Regulators; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C High Voltage 3A, 200kHz Step-Down Switching Regulator with 100µA Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C 1.3 MHz/650kHz Step-Up DC/DC Converter in SC70 and ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C 1.25MHz, Over-The-Top Micropower, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C Precision, High Side Current Sense Amplifiers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C Dual 500mA/50MHz Current Feedback Line Driver Amplifier; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C 400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C Dual/Quad 3mA, 100MHz, 750V/µs Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C 10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C Single Resistor Gain Programmable, Precision Instrumentation Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C 400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C 80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Dual 500mA, 200MHz xDSL Line Driver Amplifier; Package: TSSOP; No of Pins: 20; Temperature Range: -40°C to  85°C 80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C 3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C 3µA IQ, 20mA Low Dropout Linear Regulators; Package: DFN; No of Pins: 6; Temperature Range: -40°C to  85°C 10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C Dual 100mA, Low Dropout, Low Noise, Micropower Regulator with Independent Inputs; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  85°C Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C Dual Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C 60V Fault Protected RS485/RS422 Transceivers; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C x8 EPROM x8存储 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大 Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储 Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C 
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	Part No.	AM27128A-20JC AM2764A-30DC AM27128ALE AM27128ALEB AM27128A-1LC AM27128AJC AM27128ALC AM27128A-2DI AM27128ADCB AM27128A-2PC AM27128ALCB AM27128A-2JC AM27128ADI AM27128A-1DC AM27128A-2DC AM27128A-2LC AM27128APC AM27128ADIB AM27128A-1DI AM27128A-2LE AM27128A-1LE AM27256-3DI AM27256-3DIB AM27256-3DC AM27256-3DCB AM2764A-30/BXA AM27128A-30/BXA AM27256-30/BXA AM27256-35/BXA AM27128A-45/BXA AM27256-45/BXA  

	Description	20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 
 8-Bit OTPROM Family
100mA, Low Voltage, Very Low Dropout Linear Regulators; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
High Voltage 1.5A, 200kHz Step-Down Switching Regulators; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
High Voltage 3A, 200kHz Step-Down Switching Regulator with 100µA Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
1.3 MHz/650kHz Step-Up DC/DC Converter in SC70 and ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
1.25MHz, Over-The-Top Micropower, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 500mA/50MHz Current Feedback Line Driver Amplifier; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Dual/Quad 3mA, 100MHz, 750V/µs Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Single Resistor Gain Programmable, Precision Instrumentation Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C
Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual 500mA, 200MHz xDSL Line Driver Amplifier; Package: TSSOP; No of Pins: 20; Temperature Range: -40°C to  85°C
80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
3µA IQ, 20mA Low Dropout Linear Regulators; Package: DFN; No of Pins: 6; Temperature Range: -40°C to  85°C
10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
Dual 100mA, Low Dropout, Low Noise, Micropower Regulator with Independent Inputs; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  85°C
Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
Dual Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
60V Fault Protected RS485/RS422 Transceivers; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
x8 EPROM x8存储
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大
Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储
Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C
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 			 Full text search : 20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 8-Bit OTPROM Family 100mA, Low Voltage, Very Low Dropout Linear Regulators; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C High Voltage 1.5A, 200kHz Step-Down Switching Regulators; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C Micropower SOT-23 Low Dropout Reference Family; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C High Voltage 3A, 200kHz Step-Down Switching Regulator with 100µA Quiescent Current; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C 1.3 MHz/650kHz Step-Up DC/DC Converter in SC70 and ThinSOT; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C Micropower, Single Supply Rail-to-Rail Output Instrumentation Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C 1.25MHz, Over-The-Top Micropower, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: 0°C to  70°C Precision, High Side Current Sense Amplifiers; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C Dual 500mA/50MHz Current Feedback Line Driver Amplifier; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C 400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C Dual/Quad 3mA, 100MHz, 750V/µs Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C 10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C Single Resistor Gain Programmable, Precision Instrumentation Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C 400MHz, 2500V/µs, 9mA Single/Dual Operational Amplifiers; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C Overvoltage Fault Protected CAN Transceiver; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C 80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0°C to  70°C Low Noise, Picoampere Bias Current, JFET Input Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Dual 500mA, 200MHz xDSL Line Driver Amplifier; Package: TSSOP; No of Pins: 20; Temperature Range: -40°C to  85°C 80MHz, 25V/µs Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C 3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C 3µA IQ, 20mA Low Dropout Linear Regulators; Package: DFN; No of Pins: 6; Temperature Range: -40°C to  85°C 10MHz, Rail-to-Rail Input and Output Op Amp in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  85°C Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C Slew Rate Controlled Ultralow Noise 1A Isolated DC/DC Transformer Driver; Package: TSSOP; No of Pins: 16; Temperature Range: -40°C to  125°C Dual 100mA, Low Dropout, Low Noise, Micropower Regulator with Independent Inputs; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  85°C Dual/Quad Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C Dual Rail-to-Rail Output, Picoamp Input Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C Single/Dual/Quad 220MHz, 1500V/µs Operational Amplifiers with Programmable Supply Current; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C 60V Fault Protected RS485/RS422 Transceivers; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C Low Noise Step-Down Switching Regulator; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C x8 EPROM x8存储 500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to 85?°C 射频放大 Precision, High Side Current Sense Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C x8存储 Inverting 1.2MHz/2.7MHz DC/DC Converters with Integrated Schottky in ThinSOT; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LT3014BHVES5TRPBF LT3014BHVIDDTRPBF LT3014BES5PBF 	20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C 1.22 V-60 V ADJUSTABLE POSITIVE LDO REGULATOR, 0.57 V DROPOUT, PDSO5
20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 1.22 V-60 V ADJUSTABLE POSITIVE LDO REGULATOR, 0.57 V DROPOUT, PDSO8
20mA, 3V to 80V Low Dropout Micropower Linear Regulator 1.22 V-60 V ADJUSTABLE POSITIVE LDO REGULATOR, 0.57 V DROPOUT, PDSO5
20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  125&deg;C 1.22 V-60 V ADJUSTABLE POSITIVE LDO REGULATOR, 0.57 V DROPOUT, PDSO8
20mA, 3V to 80V Low Dropout Micropower Linear Regulator 1.22 V-60 V ADJUSTABLE POSITIVE LDO REGULATOR, 0.57 V DROPOUT, PDSO8
20mA, 3V to 80V Low Dropout Micropower Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C 1.22 V-60 V ADJUSTABLE POSITIVE LDO REGULATOR, 0.57 V DROPOUT, PDSO5
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	LT3014BHVEDD 	   20mA, 3V to 80V Low Dropout Micropower Linear Regulator
	Linear Technology

	LT3007-15 	3A IQ, 20mA, 45V Low Dropout Fault Tolerant Linear Regulators
	Linear Technology

	LT3013 	4V to 80V Low Dropout Micropower Linear Regulator
	Linear Technology

	LT3011EDDPBF LT3011IDDPBF LT3011IDDTR LT3011IDDTRP	50mA, 3V to 80V Low Dropout Micropower Linear Regulator with PWRGD
	Linear Technology

	LT3012B LT3012BEFE LT3012BEDE LT3012BEDETR 	250mA, 4V to 80V Low Dropout Micropower Linear Regulator; Package: DFN; No of Pins: 12; Temperature Range: -40&deg;C to  125&deg;C 1.24 V-60 V ADJUSTABLE POSITIVE LDO REGULATOR, 0.62 V DROPOUT, PDSO12
	Linear Technology, Corp.
Linear Technology Corporation

	A29002V-100 A29002-70 A29002L-70 A29002V-70 A29002	110ns 20mA 256K x 8bit CMOS 5.0V-only
70ns 20mA 256K x 8bit CMOS 5.0V-only
100ns 20mA 256K x 8bit CMOS 5.0V-only
120ns 20mA 256K x 8bit CMOS 5.0V-only
150ns 20mA 256K x 8bit CMOS 5.0V-only
90ns 20mA 256K x 8bit CMOS 5.0V-only
55ns 20mA 256K x 8bit CMOS 5.0V-only
	AMIC Technology

	LX8610-25CDM LX8610-33CDM LX8610-XX LX8610-33CST L	Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection 3.3 V FIXED POSITIVE LDO REGULATOR, 0.45 V DROPOUT, PDSO4
1A BICMOS VERY LOW DROPOUT REGULATORS
	MICROSEMI CORP-ANALOG MIXED SIGNAL GROUP
Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	ADP3334ACP-REEL7 ADP3334AR-REEL ADP3334AR-REEL7 AD	High Accuracy Low I&ltSUB&gtQ</SUB>, 500 mA anyCAP® Adjustable Low Dropout Regulator
High Accuracy Low IQ, 500 mA anyCAP® Adjustable Low Dropout Regulator
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection 1.5 V-10 V ADJUSTABLE POSITIVE LDO REGULATOR, 0.4 V DROPOUT, PDSO8
High Accuracy, Low IQ, anyCAP? Adjustable Low Dropout Regulator
	Analog Devices, Inc.

	MIIC5271 MIIC5271BM5 MIIC5271-3.0BM5 MIIC5271-5.0B	UCAP NEGATIVE LOW DROPOUT REGULATOR
μCap Negative Low-Dropout Regulator
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
	MICREL[Micrel Semiconductor]
Micrel Semiconductor,Inc.
http://
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