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	Maker: PMI
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	Stock: 796
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	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	SMP08 SMP08FS 	Low Droop Rate Octal Sample-and-Hold with Multiplexed Input
	Analog Devices, Inc.

	259400 259402 259401 259364 259365 259367 259366 2	12-Bit, 40Msps, 3.3V, Low-Power ADC with Internal Reference
12-Bit, 20Msps,  3.3V, Low-Power ADC with Internal Reference
10-Bit, 20Msps ADC
SIGN-WEAR WELDING MASK
SIGN-RESPIRATORS MUST BE WORN
SIGN-EMERGENCY EXIT
SIGNS NOW WASH YOUR HANDS
SIGN-NOW WASH YOUR HANDS
0.1% Accurate Signal Conditioner for Piezoresistive Sensor Compensation 标志的实验室外套必须
Low-Cost, 1%-Accurate Signal Conditioner for Piezoresistive Sensors 标志，必须戴呼吸
1% Accurate, Digitally Trimmed Sensor Signal Conditioner 标志，应急出
	Microchip Technology, Inc.

	MAX1450 1867 MAX1450CAP MAX1450EAP MAX1450C_D MAX1	Tactile Switch; Operating Force Max:160g-cm; Circuitry:SPST; Switch Operation:On-(On); Actuator Style:Flat Plunger; Contact Current Max:50mA; Switch Terminals:Through Hole; Leaded Process Compatible:Yes; Mounting Type:PCB RoHS Compliant: Yes
Low-Cost / 1%-Accurate Signal Conditioner for Piezoresistive Sensors
From old datasheet system
Low-Cost, 1%-Accurate Signal Conditioner for Piezoresistive Sensors
	模拟信号调理
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm

	ADM483 ADM483AR ADM483AR-REEL7 ADM483JR ADM483JR-R	5V Low Power, Slew-Rate Limited
5 V Low Power, Slew-Rate Limited RS-485/RS-422 Transceiver; Package: SOIC; No of Pins: 8; Temperature Range: Industrial
	AD[Analog Devices]
ANALOG DEVICES INC

	MAX21105ELET MAX21105EVKIT 	Low-Power, Ultra-Accurate 6 DoF IMU
	MAXIM - Dallas Semiconductor

	ISL6554 	PWM Controller, 2-4 Phase, Intel ItaniumProcessor, Without Programmable Droop, 5-Bit VID, % Reg
	Intersil

	LTC1569-61 1569I6 15696 LTC1569IS8-6 	Linear Phase, DC Accurate, Low Power, 10th Order Lowpass Filter
	Linear Technology

	XC6120N102HL XC6120N102HR XC6120C102NL XC6120C102N	Highly Accurate, Ultra Small, Low Power Consumption Voltage Detector
	Torex Semiconductor

	MC33181 MC33181D MC33181P MC34181 MC34184DTB MC331	Low Power, High Slew Rate, Wide Bandwidth, JFET Input Operational Amplifiers QUAD OP-AMP, 11500 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO14
Low Power, High Slew Rate, Wide Bandwidth, JFET Input Operational Amplifiers QUAD OP-AMP, 11000 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO14
(MC34182 / MC34184) Low Power / High Slew Rate / Wide Bandwidth / JFET Input Operational Amplifiers
Dual Precision Timer 14-PDIP -40 to 85
(MC33181 - MC33184) Low Power / High Slew Rate / Wide Bandwidth / JFET Input Operational Amplifiers
	http://
Motorola Mobility Holdings, Inc.
ON Semiconductor
Motorola, Inc.

	SPIRIT1 	Low data rate, low power sub-1GHZ transceiver
	STMicroelectronics

	HIP6311A 	PWM Controller, 2-4 Phase Sync Buck, 5-Bit VID DAC, 1.100V to 1.850V in 25mV Steps, .5% Reg, Prog Droop Voltage
	Intersil
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