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			MAX6475TA32BD1 - Dual Two-wiper Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 24-TSSOP Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 24-SOIC Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 24-SOIC Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-CerDIP 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-CerDIP Advanced 275MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP ±15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R Boost   LDO   VON Slice   VCOM; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 10-DFN T&R Multi-Cell Li-ion Battery Pack OCP/Analog Front End; Temperature Range: -40°C to 85°C; Package: 32-QFN Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-TSSOP 6-Pin Voltage Supervisors with Pin-Selectable Voltage Trip Points; Temperature Range: -40°C to 85°C; Package: 6-TSOT T&R 5 Ld Voltage Supervisors with Adjustable Power-On Reset, Dual Voltage Monitoring or Watchdog Timer Capability; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R SMBus Level 2 Battery Charger; Temperature Range: Hi-Temp Comm; Package: 28-TQFN T&R Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R Precision 4.096V SOT-23 FGA™ Voltage Reference; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R Low Noise, Low Power, Volatile; Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R ±15kV ESD Protected,  3V To  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 18-SOIC T&R µP Supervisor with Watchdog Timer, Power-Fail Comparator, Manual Reset and Adjustable Power-On Reset; Temperature Range: -40°C to 85°C; Package: 8-SOIC SMBus Accelerator (SMA); Temperature Range: -40°C to 85°C; Package: 5-SOT-23 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25°C to 85°C; Package: 8-MSOP Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R Precision 5.0V SOT-23 FGA™ Voltage Reference; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R Quad Digital Controlled Potentionmeters (XDCP™); Low Noise/Low Power/I2C® Bus/256 Taps; Temperature Range: -40°C to 85°C; Package: 20-TSSOP Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R 5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-PLCC 5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-TDFN 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C; Package: 28-CerDIP Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-QFN T&R Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 16-SOIC 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-SOIC 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-PGA Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -25°C to 85°C; Package: 20-TSSOP High Power LED Driver; Temperature Range: -25°C to 85°C; Package: 20-QFN T&R Quad Digitally Controlled (XDCP™)Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC Quad Digitally Controlled (XDCP™)Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-TSSOP Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP Single Volatile 128-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R 4-Channel Integrated LCD Supply; Temperature Range: -25°C to 85°C; Package: 36-QFN T&R LDO with Low ISUPPLY, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-uTDFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Single Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Eval Board for ISL6308 Three-Phase Buck PWM Controller with High Current Integrated MOSFET Drivers FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 &#177;15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 5V, Half Duplex, 250kbps Slew Rate Limited, &#177;15kV ESD Protected, 1/8 Unit Load, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6 Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6 Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6 Single Digitally Controlled Potentiometer (XDCP&#153;), Low Noise/Low Power/I2C Bus/256 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 High Current LDO with Low IQ and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Enhanced Product (EP) High Performance Industry Standard Single-Ended Current Mode PWM Controllers; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 Dual Voltage Monitor with Intergrated CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 LDO with Low ISUPPLY, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PBGA9 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PBGA9 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual Voltage Monitor with Intergrated CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, DSO8 Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SC-70 T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6 CPU Supervisor with 32Kb SPI EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, DSO8 Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6 Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PBGA9 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, PDSO6 5V, Byte Alterable E2PROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-FlatPack FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8 Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Eval Board for ISL55190 Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9 Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Eval Board for HI7190 24-Bit, High Precision, Sigma Delta A/D Converter FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9 5V, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-CLCC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-LCC 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP NV Electronically Programmable Capacitor; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-TSSOP 
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	Part No.	MAX6475TA32BD1 MAX6475TA32BD3 MAX6480BL28AD3-T MAX6480BL28BD3-T MAX6473TA21AD1-T MAX6473TA21AD2-T MAX6473TA21AD3 MAX6473TA21AD4 MAX6479BL21BD1-T MAX6481BL29BD2-T MAX6481BL29AD2-T MAX6481BL29AD3-T MAX6477BL21BD1-T MAX6473TA21AD3-T MAX6473TA21AD4-T MAX6479BL21BD2-T MAX6481BL29AD4-T MAX6477BL21BD3-T MAX6479BL21BD3-T MAX6479BL21BD4-T MAX6481BL29AD1-T MAX6481BL29BD1-T MAX6469UT20AD1-T MAX6469UT20AD2-T MAX6469UT20AD3-T MAX6469UT20AD4-T MAX6470UT20AD1-T MAX6470UT20AD2-T MAX6470UT20AD3-T MAX6470UT20AD4-T MAX6471UT20AD1-T  

	Description	Dual Two-wiper Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 24-TSSOP 
 Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 24-SOIC
Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-CerDIP
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-CerDIP
Advanced 275MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP
±15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R
Boost   LDO   VON Slice   VCOM; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R
Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 10-DFN T&R
Multi-Cell Li-ion Battery Pack OCP/Analog Front End; Temperature Range: -40°C to 85°C; Package: 32-QFN
Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-TSSOP
6-Pin Voltage Supervisors with Pin-Selectable Voltage Trip Points; Temperature Range: -40°C to 85°C; Package: 6-TSOT T&R
5 Ld Voltage Supervisors with Adjustable Power-On Reset, Dual Voltage Monitoring or Watchdog Timer Capability; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R
SMBus Level 2 Battery Charger; Temperature Range: Hi-Temp Comm; Package: 28-TQFN T&R
Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R
Precision 4.096V SOT-23 FGA™ Voltage Reference; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R
Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R
Low Noise, Low Power, Volatile; Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R
±15kV ESD Protected,  3V To  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 18-SOIC T&R
µP Supervisor with Watchdog Timer, Power-Fail Comparator, Manual Reset and Adjustable Power-On Reset; Temperature Range: -40°C to 85°C; Package: 8-SOIC
SMBus Accelerator (SMA); Temperature Range: -40°C to 85°C; Package: 5-SOT-23
High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25°C to 85°C; Package: 8-MSOP
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R
Precision 5.0V SOT-23 FGA™ Voltage Reference; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R
Quad Digital Controlled Potentionmeters (XDCP™); Low Noise/Low Power/I2C® Bus/256 Taps; Temperature Range: -40°C to 85°C; Package: 20-TSSOP
Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-PLCC
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-TDFN
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C; Package: 28-CerDIP
Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-QFN T&R
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 16-SOIC
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-SOIC
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-PGA
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -25°C to 85°C; Package: 20-TSSOP
High Power LED Driver; Temperature Range: -25°C to 85°C; Package: 20-QFN T&R
Quad Digitally Controlled (XDCP™)Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Quad Digitally Controlled (XDCP™)Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP
Single Volatile 128-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R
4-Channel Integrated LCD Supply; Temperature Range: -25°C to 85°C; Package: 36-QFN T&R
LDO with Low ISUPPLY, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-uTDFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Single Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Eval Board for ISL6308 Three-Phase Buck PWM Controller with High Current Integrated MOSFET Drivers FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9
High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
&#177;15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
5V, Half Duplex, 250kbps Slew Rate Limited, &#177;15kV ESD Protected, 1/8 Unit Load, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6
Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6
Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6
Single Digitally Controlled Potentiometer (XDCP&#153;), Low Noise/Low Power/I2C Bus/256 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
High Current LDO with Low IQ and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Enhanced Product (EP) High Performance Industry Standard Single-Ended Current Mode PWM Controllers; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6
Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
Dual Voltage Monitor with Intergrated CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
LDO with Low ISUPPLY, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PBGA9
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PBGA9
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Dual Voltage Monitor with Intergrated CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, DSO8
Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SC-70 T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6
CPU Supervisor with 32Kb SPI EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, DSO8
Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PBGA9
Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6
4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, PDSO6
5V, Byte Alterable E2PROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-FlatPack FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8
Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8
RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Eval Board for ISL55190 Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8
4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Eval Board for HI7190 24-Bit, High Precision, Sigma Delta A/D Converter FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9
5V, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-CLCC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8
Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6
Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-LCC
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA
Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP
NV Electronically Programmable Capacitor; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-TSSOP
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 			 Full text search : Dual Two-wiper Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 24-TSSOP Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 24-SOIC Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 24-SOIC Quad Digitally-Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-CerDIP 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-CerDIP Advanced 275MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70°C; Package: 20-TSSOP ±15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R Boost   LDO   VON Slice   VCOM; Temperature Range: -40°C to 85°C; Package: 24-QFN T&R Li-ion/Li Polymer Battery Charger; Temperature Range: 0&degC to 70°C; Package: 10-DFN T&R Multi-Cell Li-ion Battery Pack OCP/Analog Front End; Temperature Range: -40°C to 85°C; Package: 32-QFN Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-TSSOP 6-Pin Voltage Supervisors with Pin-Selectable Voltage Trip Points; Temperature Range: -40°C to 85°C; Package: 6-TSOT T&R 5 Ld Voltage Supervisors with Adjustable Power-On Reset, Dual Voltage Monitoring or Watchdog Timer Capability; Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SOT-23 T&R SMBus Level 2 Battery Charger; Temperature Range: Hi-Temp Comm; Package: 28-TQFN T&R Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R Precision 4.096V SOT-23 FGA™ Voltage Reference; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40°C to 85°C; Package: 6-uTDFN T&R Low Noise, Low Power, Volatile; Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 8-SOIC T&R ±15kV ESD Protected,  3V To  5.5V, 1µA, 250kbps, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70°C; Package: 18-SOIC T&R µP Supervisor with Watchdog Timer, Power-Fail Comparator, Manual Reset and Adjustable Power-On Reset; Temperature Range: -40°C to 85°C; Package: 8-SOIC SMBus Accelerator (SMA); Temperature Range: -40°C to 85°C; Package: 5-SOT-23 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25°C to 85°C; Package: 8-MSOP Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R Precision 5.0V SOT-23 FGA™ Voltage Reference; Temperature Range: -40°C to 85°C; Package: 3-SOT-23 T&R Quad Digital Controlled Potentionmeters (XDCP™); Low Noise/Low Power/I2C® Bus/256 Taps; Temperature Range: -40°C to 85°C; Package: 20-TSSOP Single Volatile 32-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 5-SOT-23 T&R 5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-PLCC 5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-TDFN 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C; Package: 28-CerDIP Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-QFN T&R Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 16-SOIC 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-SOIC 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-PGA Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -25°C to 85°C; Package: 20-TSSOP High Power LED Driver; Temperature Range: -25°C to 85°C; Package: 20-QFN T&R Quad Digitally Controlled (XDCP™)Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-SOIC Quad Digitally Controlled (XDCP™)Potentiometers; Temperature Range: 0&degC to 70°C; Package: 24-TSSOP Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-TSSOP Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP Single Volatile 128-Tap Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 6-SC-70 T&R 4-Channel Integrated LCD Supply; Temperature Range: -25°C to 85°C; Package: 36-QFN T&R LDO with Low ISUPPLY, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Ultra Low ON-Resistance,  1.65V to  4.5V, Single Supply, Quad SPDT (Dual DPDT) Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Low Noise LDO with Low IQ, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-uTDFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Single Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Eval Board for ISL6308 Three-Phase Buck PWM Controller with High Current Integrated MOSFET Drivers FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -25&deg;C to 85&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 &#177;15kV ESD Protected, 5V, Low Power, High Speed and Slew Rate Limited, Full Duplex, RS-485/RS-422 Transceivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-SOIC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 5V, Half Duplex, 250kbps Slew Rate Limited, &#177;15kV ESD Protected, 1/8 Unit Load, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6 Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6 Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6 Single Digitally Controlled Potentiometer (XDCP&#153;), Low Noise/Low Power/I2C Bus/256 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 High Current LDO with Low IQ and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Enhanced Product (EP) High Performance Industry Standard Single-Ended Current Mode PWM Controllers; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 Dual Voltage Monitor with Intergrated CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 Quad Digitally Controlled (XDCP&#153;)Potentiometers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 Dual LDO with Low Noise, Very High PSRR, and Low IQ; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 LDO with Low ISUPPLY, High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-DFN T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PBGA9 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PBGA9 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 5V, Half Duplex, 5Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -55&deg;C to 125&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual Voltage Monitor with Intergrated CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 High Performance Industry Standard Single-Ended Current Mode PWM Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, DSO8 Single Volatile 32-tap Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 6-SC-70 T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PDSO6 CPU Supervisor with 32Kb SPI EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 8-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, DSO8 Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, PDSO6 Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, PBGA9 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Dual LDO with Low Noise, Low IQ, and High PSRR; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-DFN FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, PDSO6 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP T&amp;R FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.21 V DROPOUT, PDSO6 5V, Byte Alterable E2PROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-FlatPack FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8 Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Eval Board for ISL55190 Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Low Power Op Amp FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9 Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-MSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.25 V DROPOUT, DSO8 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Eval Board for HI7190 24-Bit, High Precision, Sigma Delta A/D Converter FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PBGA9 5V, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-CLCC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 RTC Module With CPU Supervisor FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 4kbit EEPROM; Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70&deg;C; Package: 20-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Dual Digitally Controlled (XDCP&#153;) Potentiometers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.18 V DROPOUT, DSO8 Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, DSO8 Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, PDSO6 Single Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FIXED/ADJUSTABLE POSITIVE LDO REGULATOR, 0.19 V DROPOUT, DSO8 256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-LCC 64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA Quad, 64 Tap, Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP NV Electronically Programmable Capacitor; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-TSSOP   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CAT511207 CAT5112VI-00-G CAT5112VI-50-G CAT5112ZI-	DPP, NV 32 taps, Up/Down w/Buf 50K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 32 POSITIONS, PDSO8
DPP, NV 32 taps, Up/Down w/Buf 10K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 32 POSITIONS, PDSO8
32-Tap Digitally Programmable Potentiometer (DPP垄芒) with Buffered Wiper
32-Tap Digitally Programmable Potentiometer (DPP?? with Buffered Wiper
32-Tap Digitally Programmable Potentiometer (DPP? with Buffered Wiper
32-Tap Digitally Programmable Potentiometer (DPP⑩) with Buffered Wiper
	ON Semiconductor
Catalyst Semiconductor

	CAT5111LI-00-G CAT5111LI-10-G CAT5111LI-50-G CAT51	100-Tap Digitally Programmable Potentiometer (DPP with Buffered Wiper 100抽头数字可编程电位器的缓冲雨刷（民进党⑩
100-Tap Digitally Programmable Potentiometer (DPP?? with Buffered Wiper
	Catalyst Semiconductor
ON Semiconductor

	ISL22329WFU10Z ISL22329UFU10Z ISL22329 	Low Noise, Low Power, I2C Bus, 128 Taps, Wiper Only(低噪低功率，I2C总线, 128抽头电位
Dual Digitally Controlled Potentiometers
	Intersil Corporation

	X9455WP24I 	Dual Two-wiper Digitally-Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-PDIP DUAL 10K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 256 POSITIONS, PDIP24
	Linear Technology, Corp.

	ISL22449 	Quad Digitally Controlled Potentiometer (XDCP); Low Noise, Low Power, SPIBus, 128 Taps, Wiper Only
	Intersil

	ISL22349 	Quad Digitally Controlled Potentiometers (XDCP); Low Noise, Low Power, I-2CBus, 128 Taps, Wiper Only
	Intersil

	CAT5114SI-00TE13 CAT5114UI-00TE13 CAT5114UI-50TE13	   32-Tap Digitally Programmable Potentiometer
32-Tap DPP with INC/DEC, Up/Down Interface and Buffered Wiper
100K DIGITAL POTENTIOMETER, INCREMENT/DECREMENT CONTROL INTERFACE, 32 POSITIONS, PDSO8
	CATALYST[Catalyst Semiconductor]

	X9418 X9418WP24 X9418WP24-2.7 X9418WP24I X9418WP24	Dual 64 tap XDCP potentiometer,low power two-wire interface, dual supply
Dual Digitally Controlled Potentiometers
	XICOR[Xicor Inc.]

	X9430 X9430WS24 X9430WS24-2.7 X9430WS24I X9430WS24	Dual Digitally Controlled Potentiometer (XDCP⑩) with Operational Amplifier
Dual Digitally Controlled Potentiometer (XDCP) with Operational Amplifier
	XICOR[Xicor Inc.]

	VS-70TPS12PBF 	SCR PH CONTR 1200V 70A SUPER-247
	Vishay Semiconductors

	PSB7110-FV1.0 	ISAR (Enhanced ISDN Data Access Contr...
	Infineon
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