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			 Related Part Number
	
					PART	Description	Maker
	MCRF200I_1M14D MCRF200I1M14D MCRF200I_SN00A MCRF20	The MCRF200 is a low cost one time contactlessly programmable passive Radio Frequency Indentification (RFID) IC device for low frequency applications (100 kMz - 400 kMz). The device has a total of 128 bits of memory and can be configured w
125 kHz microID⑩ Passive RFID Device
125 kHz microID Passive RFID Device
125 kHz microID?/a> Passive RFID Device
AC 4C 4#8 SKT PLUG
ER 19C 19#16 SKT PLUG
125 kHz microIDPassive RFID Device 125千赫microID⑩无RFID器件
125 kHz microIDPassive RFID Device 125千赫microID⑩无源RFID器件
125 kHz microID?Passive RFID Device
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.
Microchip Technology, Inc.

	MAX6826 MAX6827 MAX6828 MAX6829 MAX6831 MAX6830 MA	Vcc1: 3.3 V, Vcc2: 1.2 V, dual ultra-low-voltage mP supervisor with manual reset and watchdog timer
Vcc1: 3.3 V, Vcc2: 1.5 V, dual ultra-low-voltage mP supervisor with manual reset and watchdog timer
2.63 V, dual ultra-low-voltage mP supervisor with manual reset and watchdog timer
Dual Ultra-Low-Voltage SOT23 μP Supervisors with Manual Reset and Watchdog Timer
Dual Ultra-Low-Voltage SOT23 レP Supervisors with Manual Reset and Watchdog Timer
Dual Ultra-Low-Voltage SOT23 P Supervisors with Manual Reset and Watchdog Timer
低电压、双电源监控复位电路
From old datasheet system
16-Bit Shift Registers 28-LCCC -55 to 125
4-By-4 Register Files With 3-State Outputs 16-CDIP -55 to 125
2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6 SOT-23, 6 PIN
Dual, Ultra-Low-Voltage SOT23 &#181;P Supervisors with Manual Reset and Watchdog Timer 2-CHANNEL POWER SUPPLY MANAGEMENT CKT, PDSO6
2.32 V, dual ultra-low-voltage mP supervisor with manual reset and watchdog timer
Vcc1:1.8 V, Vcc2: 1.5 V, dual ultra-low-voltage mP supervisor with manual reset and watchdog timer
	MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
MAXIM - Dallas Semiconductor

	CX9VCSM1 CX9VCSM3 CX9VSCSM2 CX9VSM CX9VCSM2 CX9VSC	32 kHz to 160 kHz Ultra-Miniature, Low Profile Surface Mount Quartz Crystal
	RSG Electronic Components GmbH

	V3020TP8B V3020SO8A V3020SO8B V3020XTP8B V3020 V30	Ultra Low Power 1-Bit 32 kHz RTC
	EM Microelectronic - MA...
EMMICRO[EM Microelectronic - MARIN SA]

	V3021SO8A V3021SO8B V3021XSO8B V3021 V30218P V3021	Ultra Low Power 1-Bit 32 kHz RTC
	http://
EMMICRO[EM Microelectronic - MARIN SA]

	SIT1532 	Smallest Footprint (1.2mm2) CSP 10 ppm Ultra-Low Power 32.768 kHz XTAL Replacement
	SiTime Corp.

	SIT1552 	Smallest (1.2mm2), Smallest (1.2mm2), Ultra-Low Power, 32.768 kHz
	SiTime Corp.

	ISL55291 ISL55291EVAL1Z ISL55291IUZ ISL55291IUZ-T1	Single and Dual Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail, Low Power Op Amp
	http://
Intersil Corporation

	MAX6720 MAX6720UTD-T MAX6729 MAX6717 MAX6722UTD-T 	Vcc1: 2.313 V, Vcc2: 1.110 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 1.388 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.313 V, Vcc2: 1.388 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.188 V, Vcc2: 1.575 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.313 V, Vcc2: 1.665 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Dual/Triple Ultra-Low-Voltage SOT23 μP Supervisory Circuits
Dual/Triple Ultra-Low-Voltage SOT23 P Supervisory Circuits
Replaced by TPL9201 : Microcontroller Power Supply and Low-Side Driver 20-PDIP -40 to 125
Dual/Triple Ultra-Low-Voltage SOT23 レP Supervisory Circuits 三路、超低电压、SOT23封装、微处理器监控电
8-Bit Shift Register 16-PDIP -40 to 125 三路、超低电压、SOT23封装、微处理器监控电
Vcc1: 2.188 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.313 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 4.625 V,Vcc2: 3.075 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 4.375 V, Vcc2: 2.625 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 4.375 V,Vcc2: 2.925 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 1.575 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.625 V, Vcc2: 2.188 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.050 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.313 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 1.575 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 2.925 V, Vcc2: 2.188 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 0.833 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.110 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.388 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 1.665 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 3.075 V, Vcc2: 2.313 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 0.788 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 1.313 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.575 V, Vcc2: 1.050 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1: 1.665 V, Vcc2: 0.883 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
Vcc1 4.625 V,Vcc2 3.075 V, active timeout period: 140 ms-280 ms, dual/triple ultra-low-voltage SOT23 mP supervisor circuit
	MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
Maxim Integrated Produc...
MAXIM - Dallas Semiconductor

	HA3-5142-5 HA7-5142-2 HA-5142 FN2909 	Op Amp, Dual 400kHz, Ultra-Low Power, Unity Gain
Dual, 400kHz, Ultra-Low Power Operational Amplifier
Dual/ 400kHz/ Ultra-Low Power Operational Amplifier
From old datasheet system
	INTERSIL[Intersil Corporation]

	IRFR5410TRLPBF IRFR5410TRPBF IRFR5410TRRPBF IRFR54	13 A, 100 V, 0.205 ohm, P-CHANNEL, Si, POWER, MOSFET, TO-252AA
Ultra Low On-Resistance
Ultra Low On-Resistance
   ULTRA LOW ON RESISTANCE
	International Rectifier
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