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			LTC2704CGW-14PBF - Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 9 us SETTLING TIME, 14-BIT DAC, PDSO44 Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO44 Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 10 us SETTLING TIME, 16-BIT DAC, PDSO44 Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO44 
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	Part No.	LTC2704CGW-14PBF LTC2704CGW-12TRPBF LTC2704CGW-12PBF LTC2704CGW-14TRPBF LTC2704CGW-16PBF LTC2704IGW-12PBF LTC2704IGW-12TRPBF   

	Description	Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 9 us SETTLING TIME, 14-BIT DAC, PDSO44 
 Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO44
Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 10 us SETTLING TIME, 16-BIT DAC, PDSO44
Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO44


	File Size	340.80K  / 
						22 Page	 
	

						Maker	
						

						 Linear Technology, Corp. 
 LINEAR TECHNOLOGY CORP
 
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: LTC2704CGW-14#PBF
	Maker: Linear Technology
	Pack: ETC
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.00
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	1000: 
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									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						LTC2704CGW-14PBF LTC2704CGW-12TRPBF LTC2704CGW-12PBF LTC2704CGW-14TRPBF LTC2704CGW-16PBF LTC2704IGW- Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						LTC2704CGW-14PBF LTC2704CGW-12TRPBF LTC2704CGW-12PBF LTC2704CGW-14TRPBF LTC2704CGW-16PBF LTC2704IGW- Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[LTC2704CGW-14PBF LTC2704CGW-12TRPBF LTC2704CGW-12PBF LTC2704CGW-14TRPBF LTC2704CGW-16PBF LTC2704IGW- Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for LTC2704CGW-14PBF ] 


					[ Price & Availability of LTC2704CGW-14PBF by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 9 us SETTLING TIME, 14-BIT DAC, PDSO44 Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO44 Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 10 us SETTLING TIME, 16-BIT DAC, PDSO44 Quad 12-Bit Voltage Output SoftSpan DAC with Readback; Package: SSOP; No of Pins: 44; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO44   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AD5314 AD5324 AD5324BRM AD5304 	2.5 V to 5.5 V, 500 A, Quad Voltage Output 8-Bit DAC in a 10-Lead MicroSOIC Package
 2.5V to  5.5V, 500uA, Quad Rail-to-Rail, Voltage Output 8/10-Bit DACs
AD5304/AD5314/AD5324:2.5Vto5.5V.50盗.QuadVoltageOutput8-BitDACina10-Pin..

IC-SM-12-BITQUADDAC			

	Analog Devices

	MAX526 MAX526CCNG MAX526CCWG MAX526CENG MAX526CEWG	Galibrated Quad 12-Bit Voltage-Output D/A Converters
Calibrated, Quad, Voltage-Output, 12-Bit DAC
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AD5325BRMZ-REEL7 AD5340 AD5341 AD5342 AD5300 AD533	2.5 V to 5.5 V, 500 &#181;A, 2-Wire Interface Quad Voltage Output 12-Bit DAC in a 10-Lead MicroSOIC Package; Package: MSOP; No of Pins: 10; Temperature Range: Industrial SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO10
2.5 V to 5.5 V, 500 μA, 2-Wire Interface Interface
2.5 V to 5.5 V, 500 muA, 2-Wire Interface Quad Voltage Output, 8-/10-/12-Bit DACs
2.5 V to 5.5 V, 500 A, 2-Wire Interface Quad Voltage Output, 8-/10-/12-Bit DACs
   2.5 V to 5.5 V, 500 μA, 2-Wire Interface Interface
	Analog Devices, Inc.

	PM7226 PM7226A PM7226AFP PM7226AFR PM7226AR PM7226	V(dd):  11.4 to  16.5V; V(ss); -5V  -10%; quad 8-bit CMOS D/A converter with oltage output. For automatic test equipment, peocess and industrial control, scientific and medical instrumentation, multichannel microprocessors
QUAD 8 BIT CMOS D/A CONVERTERS WITH VOLTAGE OUTPUT
	AD[Analog Devices]

	AD5624 AD5624BRMZ-REEL7 AD5664BRMZ-REEL7 AD5624BCP	2.7 V to 5.5 V, 450 μA, Rail-to-Rail Output, Quad, 12-Bit &ltspan style="text-transform: lowercase"> &ltem&gtnano</span></em&gtDAC&ltsup>?</sup>
2.7 V to 5.5 V, 450 µA, Rail-to-Rail Output, Quad, 12-/16-Bit nanoDACs®
2.7 V to 5.5 V, 450 レA, Rail-to-Rail Output, Quad, 12-/16-Bit nanoDACs
2.7 V to 5.5 V, 450 μA, Rail-to-Rail Output, Quad, 12-/16-Bit nanoDACs
	AD[Analog Devices]

	MC74LCX125 MC74LCX125D MC74LCX125DT MC74LCX125SD M	LOW-VOLTAGE CMOS QUAD BUFFER LVC/LCX/Z SERIES, QUAD 1-BIT DRIVER, TRUE OUTPUT, PDSO14
LOW-VOLTAGE CMOS QUAD BUFFER 低电压CMOS四路缓冲
	Motorola Mobility Holdings, Inc.
ONSEMI[ON Semiconductor]
MOTOROLA[Motorola Inc]
MOTOROLA[Motorola, Inc]
http://

	74ALVC16240 74ALVC16240MTD 74ALVC16240MTDX 	Quad 4-Bit Buffer/Driver ALVC/VCX/A SERIES, QUAD 4-BIT DRIVER, INVERTED OUTPUT, PDSO48
From old datasheet system
Low Voltage 16-Bit Inverting Buffer/Line Driver with 3.6V Tolerant Inputs and Outputs
	Fairchild Semiconductor, Corp.

	74LCX125 74LCX125M 74LCX125MTC 74LCX125SJ LCX125MT	Low Voltage Quad Buffer with 5V Tolerant Inputs and Outputs LVC/LCX/Z SERIES, QUAD 1-BIT DRIVER, TRUE OUTPUT, PDSO14
	Fairchild Semiconductor, Corp.
FAIRCHILD SEMICONDUCTOR CORP

	ICM7363Q ICM7343 ICM7343Q ICM7343QG ICM7323 ICM732	QUAD 12/10/8-BIT VOLTAGE-OUTPUT DACS
	IC MICROSYSTEMS

	DAC8412FPC-REEL DAC8412BTC883C DAC8413BTC883C DAC8	Quad, 12-Bit DAC Voltage Output with Readback
	Analog Devices
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