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			5800-123-RC - High I , Axial Choke 1 ELEMENT, 12000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR RF Choke; Series:5800; Inductance:1mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.2A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:2.3ohm RF Choke; Series:5800; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.158A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:3.45ohm RF Choke; Series:5800; Inductance:120uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.508A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.283ohm VW-1 rated shrink tubing to cover winding 
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	Part No.	5800-123-RC 5800-102-RC 5800-152-RC 5800-121-RC 5800-330-RC 5800-6R8-RC 5800-272-RC 5800-332-RC 5800-391-RC 5800-150-RC 5800-101-RC 5800-470-RC 5800-151-RC 5800-120-RC 5800-181-RC 5800-3R9-RC 5800-392-RC 5800-180-RC 5800-100-RC 5800-221-RC   

	Description	High I , Axial Choke 1 ELEMENT, 12000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR 
 RF Choke; Series:5800; Inductance:1mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.2A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:2.3ohm
RF Choke; Series:5800; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.158A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:3.45ohm
RF Choke; Series:5800; Inductance:120uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.508A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.283ohm
VW-1 rated shrink tubing to cover winding


	File Size	459.73K  / 
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						 Bourns, Inc. 
 BOURNS INC
Bourns Electronic Solutions
Bourns Electronic Solut...
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 			 Full text search : High I , Axial Choke 1 ELEMENT, 12000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR RF Choke; Series:5800; Inductance:1mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.2A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:2.3ohm RF Choke; Series:5800; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.158A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:3.45ohm RF Choke; Series:5800; Inductance:120uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.508A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.283ohm VW-1 rated shrink tubing to cover winding   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	5900-6R8-RC 5900-270-RC 5900-180-RC 5900-821-RC 59	High I , Axial Choke 1 ELEMENT, 6.8 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 27 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 18 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High I , Axial Choke 1 ELEMENT, 22000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
RF Choke; Series:5900; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:1.6A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.212ohm
High Current Chokes
	Bourns, Inc.
TE Connectivity, Ltd.
Jameco Electronics
BOURNS INC
Bourns Electronic Solutions
Bourns Electronic Solut...

	70F394AI-RC 70F252AF-RC 70F253AI-RC 70F123AI-RC 70	Axial Varnished Choke 1 ELEMENT, 390 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 25000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 2500 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 1200 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 750 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Axial Varnished Choke 1 ELEMENT, 12 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 0.33 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
	Bourns, Inc.
BOURNS INC

	APC12G03-9MAJ APC12Y03-9MAJ APC12J03-91 APC12G03-9	CHOKE,AXIAL,CONFORMAL,33uH, 5% INDUCTIVE TOL,370 IDC,
CHOKE,AXIAL,CONFORMAL,1uH, 10% INDUCTIVE TOL,385 IDC,
CHOKE,AXIAL,CONFORMAL,82uH, 5% INDUCTIVE TOL,290 IDC,
CHOKE,AXIAL,CONFORMAL,27uH, 10% INDUCTIVE TOL,390 IDC,
CHOKE,AXIAL,CONFORMAL,120uH, 5% INDUCTIVE TOL,100 IDC,
SOCKET,SHORT BLKS,BLK,OPEN -10
CHOKE,AXIAL,CONFORMAL,390uH, 5% INDUCTIVE TOL,133 IDC,
CHOKE,AXIAL,CONFORMAL,22uH, 5% INDUCTIVE TOL,140 IDC,
CHOKE,AXIAL,CONFORMAL,10uH, 5% INDUCTIVE TOL,130 IDC,
CHOKE,AXIAL,CONFORMAL,100uH, 5% INDUCTIVE TOL,275 IDC,
SOCKET,SHORT BLKS,BLK,CLOSE, (10)
CHOKE,AXIAL,CONFORMAL,1000uH, 5% INDUCTIVE TOL,100 IDC,
CHOKE,AXIAL,CONFORMAL,47uH, 5% INDUCTIVE TOL,340 IDC,
CHOKE,AXIAL,CONFORMAL,100uH, 5% INDUCTIVE TOL,125 IDC,
	Astec America, Inc

	SU20V-10020 SU17V-05300 SU17V-20030 SU17V-10100 	2 ELEMENT, 20000 uH, COMMON MODE CHOKE
2 ELEMENT, 30000 uH, COMMON MODE CHOKE
2 ELEMENT, 3000 uH, COMMON MODE CHOKE
2 ELEMENT, 10000 uH, COMMON MODE CHOKE
	

	550-8399 550-8399-44-01-36 550-8399-31-01-36 550-8	1 ELEMENT, 270 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 33 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 390 uH, GENERAL PURPOSE INDUCTOR
R F Choke, epoxy dipped, axial
	WEARNES CAMBION LTD
CAMBION Electronic Components

	550-8640 550-8640-05-02-00 550-8640-54-02-00 550-8	1 ELEMENT, 0.1 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 10000 uH, GENERAL PURPOSE INDUCTOR
R F Choke, epoxy dipped, axial
1 ELEMENT, 0.22 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 2700 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 12 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 220 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 4.7 uH, GENERAL PURPOSE INDUCTOR
	CAMBION Electronic Components
WEARNES CAMBION LTD

	AMPC20-5R6K-RC AMPC20-561K-RC AMPC20-560K-RC AMPC2	1 ELEMENT, 12000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 12 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 1000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 4700 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 15000 uH, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 4.7 uH, GENERAL PURPOSE INDUCTOR AXIAL LEADED, ROHS COMPLIANT
   Axial Molded Power Chokes
	Allied Components International
Allied Components Inter...

	4590R-223K 4590R-563K 4590R-823K 4590-682K 4590-68	INDUCTOR HIGH CURRENT 22.0UH 1 ELEMENT, 22 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
INDUCTOR HIGH CURRENT 56.0UH 1 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
INDUCTOR HIGH CURRENT 82.0UH 1 ELEMENT, 82 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
INDUCTOR HIGH CURRENT 6.8UH 1 ELEMENT, 6.8 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
High Current Filter Inductors
INDUCTOR HIGH CURRENT 5.6UH 1 ELEMENT, 5.6 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
INDUCTOR HIGH CURRENT 1500UH 1 ELEMENT, 1500 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
INDUCTOR HIGH CURRENT 470.0UH 1 ELEMENT, 470 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
INDUCTOR HIGH CURRENT 180.0UH 1 ELEMENT, 180 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
INDUCTOR HIGH CURRENT 18000UH 1 ELEMENT, 18000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
INDUCTOR HIGH CURRENT 680.0UH 1 ELEMENT, 680 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
1 ELEMENT, 10000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR AXIAL LEADED
INDUCTOR HIGH CURRENT 27000UH
1 ELEMENT, 15000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
	API Delevan

	APC30-104K-RC-TR APC30-102K-RC-TR APC30-4R7K-RC AP	1 ELEMENT, 100000 uH, GENERAL PURPOSE INDUCTOR AXIAL LEADED, ROHS COMPLIANT
1 ELEMENT, 1000 uH, GENERAL PURPOSE INDUCTOR AXIAL LEADED, ROHS COMPLIANT
1 ELEMENT, 4.7 uH, GENERAL PURPOSE INDUCTOR AXIAL LEADED, ROHS COMPLIANT
Axial Power Chokes
1 ELEMENT, 270 uH, GENERAL PURPOSE INDUCTOR
	Allied Components International
Allied Components Inter...

	CTH8F-100K CTH8F-101K CTH8F-102K CTH8F-103K CTH8F-	1 ELEMENT, 1500 uH, GENERAL PURPOSE INDUCTOR AXIAL LEADED, ROHS COMPLIANT
Power Line Chokes - Axial
	Central Technologies / CT Magnetics

	SRR1280-391K SRR1280-102K SRR1280-2R4Y 	SMD SHIELDED POWER CHOKE-LEAD FREE 1 ELEMENT, 390 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD SHIELDED POWER CHOKE-LEAD FREE 1 ELEMENT, 1000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
CHOKE, POWER, SHIELDED, 2.5UH; Inductor type:Shielded Power Choke; Inductance:2.5uH; Tolerance, inductance: /-30%; Resistance:10mR; Current, DC max:9.2A; Frequency, resonant:45.0MHz; Case style:SMD Shielded; Q factor:20; Material, RoHS Compliant: Yes
	Bourns, Inc.
BOURNS INC

	VN920DSO VN920D-B513TR -VN920D-B513TR 	INDUCTOR, AXIAL, 220UH; Inductor type:Choke; Inductance:220uH; Tolerance, inductance: /-20%; Resistance:2.6R; Current, DC max:0.5A; Frequency
INDUCTOR, AXIAL, 100UH; Inductor type:Choke; Inductance:100uH; Tolerance, inductance: /-20%; Resistance:0.65R; Current, DC max:1A; Frequency, resonant:55MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
INDUCTOR, AXIAL, 56UH; Inductor type:Choke; Inductance:56uH; Tolerance, inductance: /-20%; Resistance:0.3R; Current, DC max:1.5A; Frequency, resonant:70MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
	意法半导
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