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			 Related Part Number
	
					PART	Description	Maker
	ILC6363 ILC6363CIR50X ILC6363CIRADJX ILC6363CIR33 	Step-Up DC-DC Converter for One-Cell Lithium-Ion Batteries 1 A BATTERY CHARGE CONTROLLER, 345 kHz SWITCHING FREQ-MAX, PDSO8
MSOP-8 STEP-UP/STEP DOWN DC-DC
	Fairchild Semiconductor, Corp.
FAIRCHILD[Fairchild Semiconductor]

	LTC1779 1779F LTC1779ES6 LTC1779ES6TRPBF 	250mA Current Mode Step-Down DC/DC Converter in ThinSOT
From old datasheet system
250mA Current Mode Step-Down Converter in SOT-23
250mA Current Mode Step-Down DC/DC Converter in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C 0.5 A SWITCHING REGULATOR, 650 kHz SWITCHING FREQ-MAX, PDSO6
	LINER[Linear Technology]
Linear Technology, Corp.

	RN5RY201A RN5RY201A-TL RN5RY201A-TR RN5RY201C RN5R	VFM step-up DC/DC converter controller. Output voltage 3.8V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.7V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.6V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.4V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.3V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.0V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.1V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.8V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.8V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.8V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.7V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.7V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.7V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.6V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.6V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.6V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.5V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.5V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.5V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.4V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.3V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.2V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.2V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 4.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 4.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 4.1V. Taping type TL
VFM STEP-UP DC/DC CONVERTER CONTROLLER 0.05 A SWITCHING CONTROLLER, 180 kHz SWITCHING FREQ-MAX, PDSO5
0.5 A SWITCHING CONTROLLER, PDSO5
VFM step-up DC/DC converter controller. Output voltage 3.1V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.1V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.3V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 2.1V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 2.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 2.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.2V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.2V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.3V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.4V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.4V. Antistatic bag for samples
VFM step-up DC/DC converter controller. Output voltage 3.5V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.6V. Standard taping type TR
VFM step-up DC/DC converter controller. Output voltage 3.7V. Taping type TL
VFM step-up DC/DC converter controller. Output voltage 3.7V. Antistatic bag for samples
	RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH COMPANY LTD

	MB3883 MB388302 MB3883PV MB3883PFV 	6-ch DC/DC Converter IC with Synchronous Rectifier for Voltage Step-up and Step-down
DSC/Camcoder DC/DC Converters
	FUJITSU[Fujitsu Media Devices Limited]

	SC2441ATETRT SC2441AEVB SC2441A 	1.8V to 20V Input 2-Phase Synchronous Step-down  Controllers  with  Step-up  Converter
	Semtech Corporation

	FAN560207 FAN5602MP5X FAN5602 FAN5602MP33X FAN5602	Universal (Step-Up/Step-Down) Charge Pump Regulated DC/DC Converter
	FAIRCHILD[Fairchild Semiconductor]

	MB3827 MB3827PFV 	6-ch DC/DC Converter IC With Synchronous Rectification for voltage step-up and step-down
	FUJITSU LTD
Fujitsu Limited
Fujitsu Component Limited.

	TC115501EMTTR TC115 TC115301ECT TC115301EMTTR TC11	The TC115 is a high-efficiency step-up DC/DC converter for small, low input voltage or battery powered sys-tems. This device has ...
The TC115 is a high-efficiency step-up DC/DC converter for small, low input voltage or battery powered sys-tems. This device has a guaranteed start-up voltage of 0.9V and a typical supply current of 80 µA. Phase compensation and soft-
PFM/PWM Step-Up DC/DC Converter
	MICROCHIP[Microchip Technology]

	LTM8025EVPBF LTM8025 LTM8025EV LTM8025IV LTM8025IV	36V, 3A Step-Down 楼矛Module Converter
36V, 3A Step-Down μModule Converter
	Linear Technology

	RT9261B RT9216B RT9261B-45CX RT9261B31CX RT9261B32	VFM STEP UP DC/DC CONVERTER 衡工量值式升压型DC / DC变换
VFM STEP UP DC/DC CONVERTER 衡工量值式升压DC / DC变换
   VFM Step-up DC/DC Converter
	Electronic Theatre Controls, Inc.
N.A.
ETC
Richtek Technology Corporation
http://
Richtek Technology Corp...

	R1223N332A R1223N332C R1223N332D R1223N332E R1223N	PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 500kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 300kHz. Reset-type protection. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 300kHz. Taping specification TL
5015 RR 6#16S SKT PLUG
Analog IC 模拟IC
PWM/VFM Step-down DC/DC Converter SWITCHING CONTROLLER, 360 kHz SWITCHING FREQ-MAX, PDSO5
PWM/VFM Step-down DC/DC Converter 脉宽调制/ VFM的降压直直流转换
PWM/VFM Step-down DC/DC Converter SWITCHING CONTROLLER, 600 kHz SWITCHING FREQ-MAX, PDSO5
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Reset-type protection. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 500kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Reset-type protection. Taping specification TL
	RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH electronics devic...
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