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			 Related Part Number
	
					PART	Description	Maker
	LM2901DR2 LM239N MC3302DR2 LM2901DTBR2G NCV2901CTR	3-36V Quad Comparator, Ta = -40 to  105&#0176;C - Pb-free; Package: TSSOP-14; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500 QUAD COMPARATOR, 15000 uV OFFSET-MAX, 1300 ns RESPONSE TIME, PDSO14
3-36V Quad Comparator - Bare die; Package: NA-Bare Die; Container: Tape and Reel; Qty per Container: 6000 QUAD COMPARATOR, 15000 uV OFFSET-MAX, 1300 ns RESPONSE TIME, UUC
Single Supply Quad Comparators QUAD COMPARATOR, 15000 uV OFFSET-MAX, 1300 ns RESPONSE TIME, PDSO14
3-36V Quad Comparator, Ta = 0 to  70&#0176;C, Pb-FREE; Package: SOIC 14 LEAD; No of Pins: 14; Container: Rail; Qty per Container: 55 QUAD COMPARATOR, 9000 uV OFFSET-MAX, 1300 ns RESPONSE TIME, PDSO14
Single Supply Quad Comparators QUAD COMPARATOR, 9000 uV OFFSET-MAX, 1300 ns RESPONSE TIME, PDSO14
   Single Supply Quad Comparators
	Rectron Semiconductor
Integrated Device Technology, Inc.

	MAX417CPA MAX4166ELAT MAX4128EUA MAX4266ESA MAX441	Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDIP8
High-Output-Drive, Precision, Low-Power, Single-Supply, Rail-to-Rail I/O Op Amps with Shutdown OP-AMP, 4900 uV OFFSET-MAX, 5 MHz BAND WIDTH, DSO8
Single/Dual/Quad, Wide-Bandwidth, Low-Power, Single-Supply Rail-to-Rail I/O Op Amps DUAL OP-AMP, 4700 uV OFFSET-MAX, 25 MHz BAND WIDTH, PDSO8
Ultra-Low-Distortion, Single-Supply, 300MHz Op Amps with Enable OP-AMP, 9000 uV OFFSET-MAX, 700 MHz BAND WIDTH, PDSO8
Low-Power,  3V/ 5V, 400MHz Single-Supply Op Amps with Rail-to-Rail Outputs OP-AMP, 6000 uV OFFSET-MAX, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 25000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDIP14
Single/Dual/Triple/Quad Operational Amplifiers DUAL OP-AMP, 3000 uV OFFSET-MAX, 0.48 MHz BAND WIDTH, PDSO8
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps DUAL OP-AMP, 5000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
740MHz, Low-Noise, Low-Distortion Op Amps in SOT23-5 OP-AMP, 6000 uV OFFSET-MAX, 740 MHz BAND WIDTH, PDSO8
UCSP, Single-Supply, Low-Noise, Low-Distortion, Rail-to-Rail Op Amps OP-AMP, 750 uV OFFSET-MAX, 3 MHz BAND WIDTH, PDSO5
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 3000 uV OFFSET-MAX, 0.15 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, General-Purpose, Low-Voltage, Rail-to-Rail Output Op Amps OP-AMP, 6000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, PDSO5
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
SOT23, Low-Noise, Low-Distortion, Wide-Band, Rail-to-Rail Op Amps QUAD OP-AMP, 750000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO14
Single, Dual, Quad, 1.2&#181;A Max, Single-Supply Op Amps OP-AMP, 950 uV OFFSET-MAX, 0.04 MHz BAND WIDTH, PDSO8
500MHz, Low-Power Op Amps OP-AMP, 8000 uV OFFSET-MAX, 500 MHz BAND WIDTH, PDSO8
Single/Dual/Triple/Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 0.044 MHz BAND WIDTH, PDSO16
Micropower, SOT23, Rail-to-Rail, Fixed-Gain GainAmp Open-Loop GainAmps Op Amps DUAL OP-AMP, 3500 uV OFFSET-MAX, 4 MHz BAND WIDTH, PDSO8
Single/Dual/Quad, 270MHz, 1mA, SOT23, Current-Feedback Amplifiers with Shutdown OP-AMP, 7000 uV OFFSET-MAX, 245 MHz BAND WIDTH, PDSO8
SOT23, Rail-to-Rail, Fixed-Gain, Gain Amps/Open-Loop Op Amps
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	LM339N LM339AM LM339M LM239AM LM239M LM3302N LM330	Quad Comparator QUAD COMPARATOR, 9000 uV OFFSET-MAX, 1300 ns RESPONSE TIME, PDSO14
	Fairchild Semiconductor, Corp.
Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	HA1-2400/883 	40MHz, PRAM Four Channel Programmable Amplifiers; Temperature Range: -55&deg;C to 125&deg;C; Package: 16-CerDIP OP-AMP, 9000 uV OFFSET-MAX, 20 MHz BAND WIDTH, CDIP16
	Intersil, Corp.

	MC35001BGC 	OP-AMP, 9000 uV OFFSET-MAX, 4 MHz BAND WIDTH, CQCC20
	STMICROELECTRONICS

	ALD4701PB ALD4701ASB ALD4701DB 	QUAD OP-AMP, 11000 uV OFFSET-MAX, 0.7 MHz BAND WIDTH, PDIP14
QUAD OP-AMP, 2800 uV OFFSET-MAX, 0.7 MHz BAND WIDTH, PDSO14
QUAD OP-AMP, 15000 uV OFFSET-MAX, 0.7 MHz BAND WIDTH, CDIP14
	

	LM224N LM324N LM324 LM324ADR2 LM324ADTB LM324ADTBR	Programmable Low-Power Operational Amplifier 8-SOIC 0 to 70 QUAD OP-AMP, 7000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDIP14
Single Supply Quad Operational Amplifiers QUAD OP-AMP, 7000 uV OFFSET-MAX, 1 MHz BAND WIDTH, PDSO14
QUAD DIFFERENTIAL INPUT OPERATIONAL AMPLIFIERS
	ONSEMI[ON Semiconductor]
http://

	OP-270A OP-270AJ8 OP-270E OP-270EJ8 OP-270G OP-270	From old datasheet system
Dual/Quad Low Noise / Precision Operational Amplifiers
Dual/Quad Low Noise, Precision Operational Amplifiers DUAL OP-AMP, 75 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP8
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 400 uV OFFSET-MAX, 6 MHz BAND WIDTH, CDIP14
Dual/Quad Low Noise, Precision Operational Amplifiers DUAL OP-AMP, 250 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDIP8
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 1000 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDIP14
Dual/Quad Low Noise, Precision Operational Amplifiers QUAD OP-AMP, 1000 uV OFFSET-MAX, 6 MHz BAND WIDTH, PDSO16
Dual/Quad Low Noise, Precision Operational Amplifiers 四低噪声，高精度运算放大
	LINER[Linear Technology]
Linear Technology Corporation
Linear Technology, Corp.

	LTC6240HVIS8 LTC6240IS5 LTC6240IS8 LTC6241HVIDD LT	Single/Dual/Quad 18MHz, Low Noise, Rail-to-Rail Output, CMOS Op Amps
Quad 18MHz, Low Noise, Rail-to-Rail, CMOS Op Amp; Package: DFN; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C QUAD OP-AMP, 650 uV OFFSET-MAX, 18 MHz BAND WIDTH, PDSO16
Quad 18MHz, Low Noise, Rail-to-Rail, CMOS Op Amp; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg; to  125&deg;C QUAD OP-AMP, 400 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDSO16
Quad 18MHz, Low Noise, Rail-to-Rail, CMOS Op Amp; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C QUAD OP-AMP, 325 uV OFFSET-MAX, 18 MHz BAND WIDTH, PDSO16
Quad 18MHz, Low Noise, Rail-to-Rail, CMOS Op Amp; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C QUAD OP-AMP, 275 uV OFFSET-MAX, 18 MHz BAND WIDTH, PDSO16
Dual 18MHz, Low Noise, Rail-to-Rail, CMOS Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40&deg; to  125&deg;C DUAL OP-AMP, 400 uV OFFSET-MAX, 12 MHz BAND WIDTH, PDSO8
Quad 18MHz, Low Noise, Rail-to-Rail, CMOS Op Amp; Package: DFN; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	SA5234D/01518 	Matched quad high-performance low-voltage operational amplifier; Package: SOT108-1 (SO14); Container: Reel Dry Pack, SMD, 13&quot; QUAD OP-AMP, 5000 uV OFFSET-MAX, 2.5 MHz BAND WIDTH, PDSO14
	NXP Semiconductors N.V.

	LT1358IS8TRPBF LT1358IS8PBF LT1359ISPBF LT1359IS14	Dual and Quad 25MHz, 600V/&#181;s Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DUAL OP-AMP, 1500 uV OFFSET-MAX, 22 MHz BAND WIDTH, PDSO8
Dual and Quad 25MHz, 600V/&#181;s Op Amps; Package: SO; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C QUAD OP-AMP, 1500 uV OFFSET-MAX, 22 MHz BAND WIDTH, PDSO16
Dual and Quad 25MHz, 600V/&#181;s Op Amps; Package: SO; No of Pins: 14; Temperature Range: -40&deg;C to  85&deg;C QUAD OP-AMP, 1500 uV OFFSET-MAX, 22 MHz BAND WIDTH, PDSO14
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP
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