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			 Related Part Number
	
					PART	Description	Maker
	FDJ1028N 	Plug-In Relay; Contacts:DPDT; Contact Carry Current:12A; Coil Voltage AC Max:12V; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Relay Options:Hermetically Sealed; Coil Resistance:72ohm; Contact Carrying Power:1.2W RoHS Compliant: Yes
N-Channel 2.5 Vgs Specified PowerTrench MOSFET
	Fairchild Semiconductor Corporation

	RIF-2-RSC-LV-120AC 	Pre-assembled relay module with screw connection, consisting of: relay base, power contact relay, plug-in display/interference suppression module, and retaining bracket.
	PHOENIX CONTACT

	RIF-1-BPT 	RIF-1... relay base, for miniature power relay with 1 or 2 PDTs or solid-state relays of the same design, push-in connection, plug-in option for input/suppressor modules, for mounting on NS 35/7,5
	PHOENIX CONTACT

	3-1415001-2 	Automotive Relays Plug-in Maxi ISO Relays
	TE Connectivity Ltd

	SC795-5PIN-5WIRE SC795-5PIN-4WIRE SC795-17 	   4 / 5 Pin Maxi ISO Automotive Relay Socket
	Picker Components

	PC729C-1A-C-12C-N-X PC729C-1A-C-12C-R-X PC729C-1A-	50/40 Amp Automotive Plug-In / PCB Power Relay
	Picker Components

	2-1393147-0 RM732060 RM732524 RM732LC4 RM302024 RM	Power Relay RM 2/3/7
Mid&ndash;Range Plug&ndash;in/Panel Mount Relays
2/3 pole 10/16A, 2 form C (CO) or 3 form C (CO) contacts
   Power Relay RM 2/3/7
	Tyco Electronics
List of Unclassifed Man...

	HL1PL-AC120V HL1PL-AC240V HL1PL-DC110V HL2H-AC120V	HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
	Matsushita Electric Works(Nais)

	132-09SMGLB 132-09SMJ 132-09SML 132-10SML 132-11SM	Maxi Spring Air Core Inductors
Maxi SpringAir Core Inductors
   Maxi Spring Air Core Inductors
	Coilcraft lnc.

	HG2-AC12V HG3-AC24V HG3-DC24V HG4-AC115V HG4-AC24V	High Capacity Power Relay, 20A POWER/SIGNAL RELAY, DPDT, MOMENTARY, 3600mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 5200mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 0.066A (COIL), 24VDC (COIL), 1600mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 4PDT, MOMENTARY, 7600mW (COIL), SOCKET MOUNT
POWER/SIGNAL RELAY, 4PDT, MOMENTARY, 0.013A (COIL), 200VDC (COIL), 2100mW (COIL), SOCKET MOUNT
20 AMP POWER RELAY
	Panasonic, Corp.
PANASONIC CORP
Panasonic Semiconductor

	GSPPJ-1208STM GSPPJ-1208STM/2 GSPPJ-1208STM/1 	POWER PLUG 10W|SMALL CASE WALL PLUG IN|POWER PLUG AC/DC SMPS
	ST Microelectronics
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