

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						AOD413			14D331			TC9122			C1206			BD202			391KD10			AKD5358			CS844			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			EXPRESS-LPC - COM Express? Compact Size Type 2 Module with Dual Core Intel? Atom Processor 



		
			
					
						
						[image: EXPRESS-LPC_7567831.PDF Datasheet]



					
				
					 		
	Part No.	EXPRESS-LPC EXPRESS-LPC-D425 EXPRESS-LPC-D525 EXPRESS-LPC-N455   

	Description	COM Express? Compact Size Type 2 Module with Dual Core Intel? Atom Processor 
 

	File Size	351.95K  / 
						3 Page	 
	

						Maker	
						[image: ]


						 List of Unclassifed Manufacturers 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						EXPRESS-LPC EXPRESS-LPC-D425 EXPRESS-LPC-D525 EXPRESS-LPC-N455  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						EXPRESS-LPC EXPRESS-LPC-D425 EXPRESS-LPC-D525 EXPRESS-LPC-N455  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[EXPRESS-LPC EXPRESS-LPC-D425 EXPRESS-LPC-D525 EXPRESS-LPC-N455  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for EXPRESS-LPC ] 


					[ Price & Availability of EXPRESS-LPC by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : COM Express? Compact Size Type 2 Module with Dual Core Intel? Atom Processor   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	EMETXE-I250C EMETXE-I250C-D25 	Intel Atom D2550 COM Express Compact Type 6 CPU Module
	List of Unclassifed Man...

	SOM-6896C3-U1A1E SOM-6896C3Z-U1A1E SOM-6896C3Z2-U1	5th Gen Intel Core / Celeron Processors COM Express Compact Module Type 6
	Advantech Co., Ltd.

	EC2-6 EC2 EC2-12ND EC2-12NP EC2-12NU EC2-12NJ EC2-	High Insulation, High breakdown voltage, compact and lightweight, Surface mounting type
COMPACT AND LIGHTWEIGHT/ SMALL MOUNTING SIZE/ HIGH BREAKDOWN VOLTAGE
High Insulation/ High breakdown voltage/ compact and lightweight/ Surface mounting type
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:192kSPS; Input Channels Per ADC:8; Input Channel Type:Differential; Data Interface:Serial; Package/Case:48-LQFP RoHS Compliant: Yes
CONNECTOR ACCESSORY
Film Capacitor; Capacitor Type:Suppression; Voltage Rating:100VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.022uF; Capacitance Tolerance: 10%; Lead Pitch:5.00mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
COMPACT AND LIGHTWEIGHT, SMALL MOUNTING SIZE, HIGH BREAKDOWN VOLTAGE 小巧轻盈，小安装尺寸，高击穿电压
	NEC Corp.
NEC, Corp.

	UA2-3NJ-L UA2-3SNJ-L UB2-3NJ-L UB2-3SNJ-L UA2-3NJ-	Super-compact size, Slim-package, Surface mounting type
	NEC

	QM50TB-2H 	122 x 32 pixel format, Compact LCD size
MEDIUM POWER SWITCHING USE INSULATED TYPE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	QM50TB-24 	122 x 32 pixel format, Compact LCD size 中功率开关使用绝缘型
MEDIUM POWER SWITCHING USE INSULATED TYPE
	Mitsubishi Electric, Corp.
MITSUBISHI[Mitsubishi Electric Semiconductor]

	SOM-6763DZ2-S8B1E SOM-6763D-S8B1E SOM-6763N-S6B1E 	Intel? Atom Processor N455/D525 COM-Express Compact Module
	Advantech Co., Ltd.

	T555715M01-PAE T555701M01-PAE T555715M01-DBW T5557	COMPACT VIDEO SPLITTER   8 CHANNEL
COMPACT VIDEO SPLITTER   4 CHANNEL
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
USB 2.0 MULTI-PLUS       CARD READER
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Orange; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
CAT5 MULTI VIDEO TRANSMITVIDEO,RS232 AND STEREO AU
TV PHOTO VIEWER          MEDIA PLAYER
CONNECTOR ACCESSORY 连接器附
multifunctional 330-bit read/write RF-identification IC 多功330位的写射频识别IC
	Atmel Corp.
Atmel, Corp.

	TM162I-G 	CHARACTER TYPE MONOCHROME LCD MODULE display format: 16x2; module size: 66.0x27.7x2.0; viewing size: 61.0x15.7; character size: 5.15x2.95; dot size: 0.60x0.55; controller: KS0032;
	TIANMA Microelectronics

	TM162D 	CHARACTER TYPE MONOCHROME LCD MODULE display format: 16x2; module size: 84.0x44.0x11.0; viewing size: 61.0x15.8; character size: 3.0x5.63; dot size: 0.56x0.66; controller: KS0066U or equivalent;
	TIANMA Microelectronics

	TM402C 	CHARACTER TYPE MONOCHROME LCD MODULE display format: 40x2; module size: 182.0x33.5x11.0; viewing size: 154.4x15.8; character size: 3.20x5.55; dot size: 0.60x0.65; controller: KS0066U or equivalent;
	TIANMA Microelectronics
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