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			 Related Part Number
	
					PART	Description	Maker
	ESH156M250AL3AA 	Aluminum Electrolytic, 105C, ESH, 15 uF, 20%, 250 V, -25/ 105C, Lead Spacing = 5mm
	Kemet Corporation

	ESH226M250AL3AA 	Aluminum Electrolytic, 105C, ESH, 22 uF, 20%, 250 V, -25/ 105C, Lead Spacing = 5mm
	Kemet Corporation

	EST568M6R3AL6AA 	Aluminum Electrolytic, 105C LowZ, EST, 5600 uF, 20%, 6.3 V, -40/ 105C, Lead Spacing = 5mm
	Kemet Corporation

	EST477M063AL8AA 	Aluminum Electrolytic, 105C LowZ, EST, 470 uF, 20%, 63 V, -40/ 105C, Lead Spacing = 5mm
	Kemet Corporation

	EST567M063AL6AA 	Aluminum Electrolytic, 105C LowZ, EST, 560 uF, 20%, 63 V, -40/ 105C, Lead Spacing = 5mm
	Kemet Corporation

	EST478M010AL6AA 	Aluminum Electrolytic, 105C LowZ, EST, 4700 uF, 20%, 10 V, -40/ 105C, Lead Spacing = 5mm
	Kemet Corporation

	ELG687M250AR6AA 	Aluminum Electrolytic, 105C, ELG, 680 uF, 20%, 250 V, -25/ 105C
	Kemet Corporation

	ELG688M050AR6AV 	Aluminum Electrolytic, 105C, ELG, 6800 uF, 20%, 50 V, -40/ 105C
	Kemet Corporation

	ALS80A184KF025 	Aluminum Electrolytic, 105C, ALS80, 0.18 F, 20%, 25 V, -40/ 105C
	Kemet Corporation

	ALS80A103DB063 	Aluminum Electrolytic, 105C, ALS80, 0.01 F, 20%, 63 V, -40/ 105C
	Kemet Corporation

	EST158M6R3AG6AA 	   Aluminum Electrolytic, 105C LowZ, EST, 1500 uF, 20%, 6.3 V, -40/ 105C, Lead Spacing = 3.5mm
	Kemet Corporation

	ESH227M160AM3AA 	   Aluminum Electrolytic, 105C, ESH, 220 uF, 20%, 160 V, -25/ 105C, Lead Spacing = 7.5mm
	Kemet Corporation
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