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			GB301X-AC110-SF-B - Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 12 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 125 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 48 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 6 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NC-DB. Contact material AgCdO. Cover top flang. Option neon lamp. 
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	Part No.	GB301X-AC110-SF-B GB301X-AC110-SF-L GB301X-AC12-SF-B GB301X-AC12-SF-L GB301X-AC120-SF-B GB301X-AC120-SF-L GB301X-AC220-SF-B GB301X-AC220-SF-L GB301X-AC110-TF-L GB301X-AC110-TF-B GB301X-AC12-TF-B GB301X-AC12-TF-L GB301X-AC120-TF-B GB301X-AC120-TF-L GB301X-AC220-TF-B GB301X-AC220-TF-L GB301X-AC24-SF-B GB301X-AC24-SF-L GB301X-AC24-TF-L GB301X-AC24-TF-B GB301X-AC240-SF-L GB301X-AC240-SF-B GB301X-AC240-TF-B GB301X-AC240-TF-L GB301X-AC6-SF-B GB301X-AC6-SF-L GB301X-AC6-TF-B GB301X-AC6-TF-L GB301X-DC110-SF-B GB301X-DC110-SF-L GB301X-DC48-TF-L  

	Description	Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. 
 Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button..
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button..
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover top flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option neon lamp.
Relay. Coil voltage 125 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 48 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 24 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.
Relay. Coil voltage 6 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement SPST-NC-DB. Contact material AgCdO. Cover top flang. Option neon lamp.
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 			 Full text search : Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button.. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button.. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 12 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrandement SPST-NO/DM. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPST-NO/DM. Contact material gold finish. Cover top flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement SPST-NC-DB. Contact material gold finish. Cover top flang. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flange. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover top flang. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flange. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover top flange. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement SPDT-NO/NC-DM/DB. Contact material gold finish. Cover side flang. Option neon lamp. Relay. Coil voltage 125 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 24 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 48 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 24 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 48 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 6 VDC. Contact arrandement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option test button. Relay. Coil voltage 6 VDC. Contact arrangement SPST-NO/DM. Contact material AgCdO. Cover side flang. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement SPST-NC-DB. Contact material AgCdO. Cover top flang. Option neon lamp.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	HP4-AC115V HP4-AC220V HP4-DC110V HP4-L-AC115V HP4-	HP-relay. 10 Amp power relay. 4 form C. Coil voltage 115 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C. Coil voltage 220 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C. Coil voltage 110 V DC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C, neon lamp. Coil voltage 115 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C, neon lamp. Coil voltage 220 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C, neon lamp. Coil voltage 240 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 2 form C. Coil voltage 110 V DC. Top mounting type.
HP-relay. 10 Amp power relay. 2 form C. Coil voltage 220 V AC. Top mounting type.
HP-relay. 10 Amp power relay. 2 form C. Coil voltage 240 V AC. Top mounting type.
	Matsushita Electric Works(Nais)

	HL1PL-AC120V HL1PL-AC240V HL1PL-DC110V HL2H-AC120V	HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
	Matsushita Electric Works(Nais)

	ARE13A03Z 	2.6GHz Relay, 1 Form C, 0.5A 30VDC Relay, 75ohms, SMD RF RELAY, SPDT, MOMENTARY, 0.067A (COIL), 3VDC (COIL), 200mW (COIL), 0.01A (CONTACT), 24VDC (CONTACT), 2600MHz, SURFACE MOUNT-STRAIGHT
	Panasonic, Corp.

	TX2-12V TX2SL-4.5V-Z-1 TX2SS-L2-1.5V-Z-1 TX2SL-L-3	POWER/SIGNAL RELAY, DPDT, LATCHED, 0.033A (COIL), 3VDC (COIL), 100mW (COIL), 1A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
High Capacity High Breakdown Voltage, 2 Form C, 2A 30VDC, PC Board Terminal Type, Gold Contact
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.031A (COIL), 4.5VDC (COIL), 140mW (COIL), 1A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
POWER/SIGNAL RELAY, DPDT, LATCHED, 0.134A (COIL), 1.5VDC (COIL), 200mW (COIL), 1A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
	Panasonic

	R585332000 R585423440 R585423410 R585322530 	RF COAXIAL RELAY, SPDT, LATCHED, 0.42A (COIL), 12VDC (COIL), 5040mW (COIL), 3000MHz, PANEL MOUNT
RF COAXIAL RELAY, SPDT, FAILSAFE, 0.205A (COIL), 28VDC (COIL), 5740mW (COIL), 18000MHz, PANEL MOUNT
RF COAXIAL RELAY, SPDT, FAILSAFE, 0.5A (COIL), 12VDC (COIL), 6000mW (COIL), 3000MHz, 120W (RF INPUT), PANEL MOUNT
	RADIALL S A

	G903AO-DC12 G903AO-DC110 G903AO-DC110-2 G903AO-DC1	Relay. Coil voltage 12 VDC. Contact arrangement 1A. Cover open frame. Insulation class B.
Relay. Coil voltage 110 VDC. Contact arrangement 1A. Cover open frame. Insulation class B.
Relay. Coil voltage 110 VDC. Contact arrangement 1A. Cover: open frame. Insulation class F.
Relay. Coil voltage 12 VDC. Contact arrangement 1A. Cover: open frame. Insulation class F.
Relay. Coil voltage 18 VDC. Contact arrangement 1A. Cover open frame. Insulation class B.
Relay. Coil voltage 18 VDC. Contact arrangement 1A. Cover: open frame. Insulation class F.
Relay. Coil voltage 24 VDC. Contact arrangement 1A. Cover open frame. Insulation class B.
Relay. Coil voltage 24 VDC. Contact arrangement 1A. Cover: open frame. Insulation class F.
Relay. Coil voltage 48 VDC. Contact arrangement 1A. Cover open frame. Insulation class B.
Relay. Coil voltage 48 VDC. Contact arrangement 1A. Cover: open frame. Insulation class F.
Relay. Coil voltage 5 VDC. Contact arrangement 1A. Cover open frame. Insulation class B.
Relay. Coil voltage 5 VDC. Contact arrangement 1A. Cover: open frame. Insulation class F.
Relay. Coil voltage 6 VDC. Contact arrangement 1A. Cover open frame. Insulation class B.
Relay. Coil voltage 6 VDC. Contact arrangement 1A. Cover: open frame. Insulation class F.
Relay. Coil voltage 9 VDC. Contact arrangement 1A. Cover open frame. Insulation class B.
Relay. Coil voltage 9 VDC. Contact arrangement 1A. Cover: open frame. Insulation class F.
	Global Components & Controls

	G8H-1A7T-GR G8H-1C4T-R G8H-1C7T-RB G8H-1A4T-R G8H-	POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.15A (COIL), 12VDC (COIL), 1440mW (COIL), 10A (CONTACT), 16VDC (CONTACT), PANEL MOUNT
Micro ISO Automotive Relay G8H
	Omron Electronics LLC

	FTR-K1CK005T-KS FTR-K1-KS FTR-K1AK005T-KS FTR-K1CK	POWER RELAY 1 POLE - 16A / Inrush 120A relay
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.022A (COIL), 18VDC (COIL), 400mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.022A (COIL), 18VDC (COIL), 400mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.033A (COIL), 12VDC (COIL), 400mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
	Fujitsu Component Limited.
FUJITSU LTD

	S89R11DAP1-12 S89R5DAP1-24 S89R11AAC1-24 S89R11ABD	POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.533A (COIL), 12VDC (COIL), 6330mW (COIL), 0.5A (CONTACT), 125VDC (CONTACT), SOCKET MOUNT
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.26A (COIL), 24VDC (COIL), 6330mW (COIL), 0.5A (CONTACT), 125VDC (CONTACT), SOCKET MOUNT
Low cost, bistable impulse relay.
	Tyco Electronics

	FTR-F1LDCA012R FTR-F1LAA012R FTR-F1LDAA012R FTR-F1	POWER RELAY 2 POLES - 8A Polarized Latching Relay
POWER/SIGNAL RELAY, DPST, LATCHED, 0.12A (COIL), 5VDC (COIL), 600mW (COIL), 8A (CONTACT), 300VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, DPST, LATCHED, 0.025A (COIL), 24VDC (COIL), 600mW (COIL), 8A (CONTACT), 300VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, DPDT, LATCHED, 0.05A (COIL), 12VDC (COIL), 600mW (COIL), 8A (CONTACT), 300VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
	Fujitsu Component Limited.
FUJITSU LTD
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