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			 Related Part Number
	
					PART	Description	Maker
	AS7C33128FT32_36B AS7C33128FT36B-80TQIN AS7C33128F	3.3V 128K x 32/36 Flow Through Synchronous SRAM 3.3 128K的x 32/36流通过同步SRAM
3.3V 128K x 32/36 Flow Through Synchronous SRAM 128K X 36 STANDARD SRAM, 8 ns, PQFP100
3.3V 128K x 32/36 Flow Through Synchronous SRAM 128K X 32 STANDARD SRAM, 10 ns, PQFP100
3.3V 128K x 32/36 Flow Through Synchronous SRAM 128K X 32 STANDARD SRAM, 7.5 ns, PQFP100
3.3V 128K x 32/36 Flow Through Synchronous SRAM 128K X 32 STANDARD SRAM, 6.5 ns, PQFP100
3.3V 128K x 32/36 Flow Through Synchronous SRAM 128K X 36 STANDARD SRAM, 6.5 ns, PQFP100
128K X 32 STANDARD SRAM, 10 ns, PQFP100 14 X 20 MM, TQFP-100
LM3876 Overture™ Audio Power Amplifier Series High-Performance 56W Audio Power Amplifier w/Mute; Package: ISOLATED TO220; No of Pins: 11; Qty per Container: 20; Container: Rail
LM3880/LM3880Q Power Sequencer; Package: SOT-23; No of Pins: 6; Qty per Container: 3000; Container: Reel
LM3880/LM3880Q Power Sequencer; Package: SOT-23; No of Pins: 6; Qty per Container: 1000; Container: Reel
Sync SRAM - 3.3V
	Alliance Semiconductor, Corp.
Integrated Silicon Solution, Inc.
ALSC[Alliance Semiconductor Corporation]

	CS49400 CS494002-CQ CS494502-CQ 	Multi-Standard Audio Decoder Family
	CIRRUS[Cirrus Logic]

	OTS-1VT2AT-A1-FC-IC OTS-1VT2AT-A1-LC-IC OTS-1VT2AT	Optiva Standard, 1 Composite Video and 2 Audio
	Opticomm Corporation

	OTS-8DA 	Optiva Standard, 8 Stereo AES/EBU Digital Audio
	Opticomm Corporation

	CS49300 CS493002-CL CS49310 CS493102-CL CS49311 CS	From old datasheet system
Multi-Standard Audio Decoder Family
	CIRRUS[Cirrus Logic]

	OTS-2DATR 	Optiva Standard, 2 Duplex Stereo AES/EBU Digital Audio
	Opticomm Corporation

	BA3518F-T1 BA3528FP-T1 BA3506AFT1 BA3506AFE1 BA350	0.031 W, 2 CHANNEL, AUDIO AMPLIFIER, PDSO16 SOP-16
0.034 W, 2 CHANNEL, AUDIO AMPLIFIER, PDSO28 HSOP-28
0.069 W, 2 CHANNEL, AUDIO AMPLIFIER, PDSO18
0.04 W, 2 CHANNEL, AUDIO AMPLIFIER, PDSO18
5.4 W, 2 CHANNEL, AUDIO AMPLIFIER, PSFM12
5.2 W, 2 CHANNEL, AUDIO AMPLIFIER, PSFM10
	Intel, Corp.

	OTS-1VTR2ATR4DTR 	Optiva Standard, 1 Duplex Composite Video, 2 Duplex Audio and 4 Duplex RS-232/422/485 Data
	Opticomm Corporation

	CS493253 CS493254 CS493302 CS493263 CS493263-DL CS	Multi-Standard Audio Decoder Family
Audio DSP IC; Series:CS49300; DSP Type:Floating Point; Package/Case:44-PLCC; Leaded Process Compatible:Yes; MIPS:72; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes SPECIALTY CONSUMER CIRCUIT, PQCC44
Audio DSP IC; Series:CS49300; DSP Type:Floating Point; Package/Case:44-PLCC; Leaded Process Compatible:Yes; MIPS:86; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes SPECIALTY CONSUMER CIRCUIT, PQCC44
Audio DSP IC; Series:CS49300; DSP Type:Floating Point; Package/Case:44-PLCC; Leaded Process Compatible:No; MIPS:86; Operating Temp. Max:70 C; Operating Temp. Min:0 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:3.3V RoHS Compliant: Yes
   Multi-Standard Audio Decoder Family
	Cirrus Logic, Inc.
CIRRUS LOGIC INC

	MAX5406 MAX5406ETM MAX5406EUM 	Audio Processor with Pushbutton Interface
The MAX5406 stereo audio processor provides a complete audio solution with volume, balance, bass, an
	MAXIM[Maxim Integrated Products]
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