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			GP102B-AC110-B - Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 240 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 24 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 125 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 1B. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 110 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 24 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 110 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 120 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 110 VDC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp. 
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	Part No.	GP102B-AC110-B GP102B-AC110-L GP102B-AC110-LB GP102B-AC12-B GP102B-AC12-L GP102B-AC12-LB GP102B-AC120-B GP102B-AC120-L GP102B-AC120-LB GP102B-AC220-B GP102B-AC220-L GP102B-AC24-B GP102B-AC24-L GP102B-AC24-LB GP102B-AC240-L GP102B-AC6-B GP102B-AC6-L GP102B-AC6-LB GP102B-DC110-B GP102B-DC110-LB GP102B-DC12-B GP102B-DC12-L GP102B-DC12-LB GP102B-DC125-B GP102B-DC125-L GP102B-DC125-LB GP101C-AC110-B GP101C-AC110-L GP101C-AC110-LB GP101C-AC12-B GP101C-AC12-L  

	Description	Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. 
 Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 1B. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
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 			 Full text search : Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 240 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button. Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 24 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button. Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 125 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button. Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 1B. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 110 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option test button. Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 110 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 12 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button. Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp. Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button. Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 24 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button. Relay. Coil voltage 110 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 120 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 110 VDC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button. Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp. Relay. Coil voltage 220 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button. Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	HP4-AC115V HP4-AC220V HP4-DC110V HP4-L-AC115V HP4-	HP-relay. 10 Amp power relay. 4 form C. Coil voltage 115 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C. Coil voltage 220 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C. Coil voltage 110 V DC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C, neon lamp. Coil voltage 115 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C, neon lamp. Coil voltage 220 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 4 form C, neon lamp. Coil voltage 240 V AC. Standard plug-in terminal type (without lamp wired).
HP-relay. 10 Amp power relay. 2 form C. Coil voltage 110 V DC. Top mounting type.
HP-relay. 10 Amp power relay. 2 form C. Coil voltage 220 V AC. Top mounting type.
HP-relay. 10 Amp power relay. 2 form C. Coil voltage 240 V AC. Top mounting type.
	Matsushita Electric Works(Nais)

	HJ2-L-AC200V-6 HJ2-L-AC200V-R HJ2-L-AC100V HJ2-L-A	HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type (with LED indication). 2 form C. Coil voltage 200 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type (with CR and LED indication). 2 form C. Coil voltage 200 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type (with LED indication). 2 form C. Coil voltage 100 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type (with LED indication). 2 form C. Coil voltage 220/240 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type (with CR). 2 form C. Coil voltage 100 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type (with CR). 2 form C. Coil voltage 200 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type (with CR). 2 form C. Coil voltage 120 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type. 4 form C. Coil voltage 120 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type (with CR). 4 form C. Coil voltage 220/240 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type (with CR). 4 form C. Coil voltage 100 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type (with CR). 4 form C. Coil voltage 100 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type. 2 form C. Coil voltage 100 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type (with CR). 2 form C. Coil voltage 120 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type. 2 form C. Coil voltage 120 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type. 2 form C. Coil voltage 200 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type. 2 form C. Coil voltage 220/240 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type (with CR). 2 form C. Coil voltage 220/240 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type (with diode). 2 form C. Coil voltage 110 V DC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type (with CR). 2 form C. Coil voltage 100 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type. 2 form C. Coil voltage 120 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type. 2 form C. Coil voltage 200 V AC.
HJ-relay. Miniature relay for wide applications. Without Au plating type. Plug-in type (with CR). 2 form C. Coil voltage 200 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type. 2 form C. Coil voltage 220/240 V AC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type. 2 form C. Coil voltage 110 V DC.
HJ-relay. Miniature relay for wide applications. Au plating type. Plug-in type (with diode). 2 form C. Coil voltage 110 V DC.
	Matsushita Electric Works(Nais)

	HL1PL-AC120V HL1PL-AC240V HL1PL-DC110V HL2H-AC120V	HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
	Matsushita Electric Works(Nais)

	FTR-J2AK110W FTR-J2AK012W-RG FTR-J2AK060W FTR-J2AK	Ultra small High Voltage DC Relay
POWER/SIGNAL RELAY, DPST, MOMENTARY, 0.005A (COIL), 220VDC (COIL), 1060mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, DPST, MOMENTARY, 0.009A (COIL), 120VDC (COIL), 1060mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
	Fujitsu Component Limited.
FUJITSU LTD

	FDJ1028N 	Plug-In Relay; Contacts:DPDT; Contact Carry Current:12A; Coil Voltage AC Max:12V; Relay Mounting:Plug-In; Relay Terminals:8-Pin Octal; Relay Options:Hermetically Sealed; Coil Resistance:72ohm; Contact Carrying Power:1.2W RoHS Compliant: Yes
N-Channel 2.5 Vgs Specified PowerTrench MOSFET
	Fairchild Semiconductor Corporation

	2-1415031-1 RT234006 RT134018F RTD14024F RTB14005F	POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.067A (COIL), 6VDC (COIL), 400mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.022A (COIL), 18VDC (COIL), 400mW (COIL), 12A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
RT series (DC Coil) 16 Amp PC Board Miniature Relay
SPST through DPDT contact arrangements.
Immersion cleanable and flux tight versions available.
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.044A (COIL), 9VDC (COIL), 400mW (COIL), 20A (CONTACT), 24VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
	Tyco Electronics
List of Unclassifed Manufacturers

	PC617 PC6172C-12C PC6172C-12CC PC6172C-12CT PC6172	POWER/SIGNAL RELAY, DPST, MOMENTARY, 0.083A (COIL), 6VDC (COIL), 498mW (COIL), PCB MOUNT-STRAIGHT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.041A (COIL), 12VDC (COIL), 492mW (COIL), PCB MOUNT-STRAIGHT
Automotive Twin PCB Power Relay
	PICKER[Picker Components]

	TQ2L25V TQ2SL-4.5V TQ2SA-12V TQ2SA-L-12V TQ2-2M-24	Leading the market, our 5 mm 2-pole surface mount relays comply with JIS C0806
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.031A (COIL), 4.5VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.012A (COIL), 12VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
POWER/SIGNAL RELAY, DPDT, LATCHED, 0.006A (COIL), 12VDC (COIL), 70mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.008A (COIL), 24VDC (COIL), 200mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, DPDT, MOMENTARY, 0.017A (COIL), 12VDC (COIL), 200mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, DPDT, LATCHED, 0.094A (COIL), 1.5VDC (COIL), 140mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
POWER/SIGNAL RELAY, DPDT, LATCHED, 0.033A (COIL), 3VDC (COIL), 100mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, 4PDT, LATCHED, 0.067A (COIL), 3VDC (COIL), 200mW (COIL), 1A (CONTACT), 110VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, DPDT, LATCHED, 0.023A (COIL), 3VDC (COIL), 70mW (COIL), 2A (CONTACT), 220VDC (CONTACT), SURFACE MOUNT-STRAIGHT
	Panasonic Semiconductor

	HG2-AC12V HG3-AC24V HG3-DC24V HG4-AC115V HG4-AC24V	High Capacity Power Relay, 20A POWER/SIGNAL RELAY, DPDT, MOMENTARY, 3600mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 5200mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 3PDT, MOMENTARY, 0.066A (COIL), 24VDC (COIL), 1600mW (COIL), DIN-RAIL MOUNT
High Capacity Power Relay, 20A POWER/SIGNAL RELAY, 4PDT, MOMENTARY, 7600mW (COIL), SOCKET MOUNT
POWER/SIGNAL RELAY, 4PDT, MOMENTARY, 0.013A (COIL), 200VDC (COIL), 2100mW (COIL), SOCKET MOUNT
20 AMP POWER RELAY
	Panasonic, Corp.
PANASONIC CORP
Panasonic Semiconductor

	FTR-K1AL018W-LB-RG FTR-K1AL018W-LA-RG FTR-K1CK048W	POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.014A (COIL), 18VDC (COIL), 250mW (COIL), THROUGH HOLE-STRAIGHT MOUNT ROHS COMPLIANT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.009A (COIL), 48VDC (COIL), 430mW (COIL), 12A (CONTACT), 24VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.08A (COIL), 5VDC (COIL), 400mW (COIL), 12A (CONTACT), 24VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.021A (COIL), 12VDC (COIL), 250mW (COIL), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPST, MOMENTARY, 0.067A (COIL), 6VDC (COIL), 400mW (COIL), 12A (CONTACT), 24VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.017A (COIL), 24VDC (COIL), 400mW (COIL), 12A (CONTACT), 24VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
	FUJITSU Component., Ltd.
Fujitsu, Ltd.
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