

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						5AA04			25M01			C1S750			2203161			MTNK5S3			STK4230			STK4230			PHT4N10T			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			APHB1608LVBDSEKJ3C - Compatible with reflow soldering 



		
			
					
						
						[image: APHB1608LVBDSEKJ3C_8315097.PDF Datasheet]



					
				
					 		
	Part No.	APHB1608LVBDSEKJ3C   

	Description	Compatible with reflow soldering 
 

	File Size	265.07K  / 
						6 Page	 
	

						Maker	
						[image: ]


						 Kingbright Corporation 
  
						










	
						
						




						

	Homepage	
						http://www.us.kingbright.com
	Download	[ 
						APHB1608LVBDSEKJ3C  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						APHB1608LVBDSEKJ3C  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[APHB1608LVBDSEKJ3C  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for APHB1608LVBDSEKJ3C ] 


					[ Price & Availability of APHB1608LVBDSEKJ3C by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Compatible with reflow soldering   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	SSTU32865EG SSTU32865ET SSTU32865 	1.8 V 28-bit 1:2 registered buffer with parity for DDR2 RDIMM
Linear Voltage Regulator IC; Package/Case:8-MSOP; Current Rating:250mA; Leaded Process Compatible:No; Output Voltage Max:1.5V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Voltage Regulator Type:Low Dropout (LDO)
Linear Voltage Regulator IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	NXP Semiconductors
Philips Semiconductors

	SNAP-MODFUSEHLDRB 	Fuse Holder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	Opto 22

	SM6702-27HB SM6702-30HA SM6702-33HB SM6702 SM6702-	Switches; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
PFM Step-up DC/DC Converter
	Seiko NPC Corporation
NPC[Nippon Precision Circuits Inc]

	122506A 	Connector assemblies, Test; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
	Pomona Electronics

	TM23P-88P HT601-TM23_TM22P-88P TM23R-TO6 TM23P-88P	EVAL BOARD FOR CS5466
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5460A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5471; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD FOR CS5524 ADC
BOARD EVAL FOR CS42448
EVAL BOARD CS4271 STEREO CODEC
EVAL BOARD CS42L51 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS4228A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD CS4270 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS43122; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 6类布线系统的数据连接
CAT 6 Data Wiring System Connectors 6类布线系统的数据连接
DSUB RoHS Compliant: Yes 6类布线系统的数据连接
EVAL BOARD CS5451A 6CH ADC 6类布线系统的数据连接
EVAL BOARD CS4272 STEREO CODEC 6类布线系统的数据连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	ISPPAC-CLK5610V-01T48C ISPPAC-CLK5610V-01T48I ISPP	LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:525nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
Spot Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:470nm 5600 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:470nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
In-System Programmable, Zero-Delay Clock Generator with Universal Fan-Out Buffer 在系统可编程，零延迟时钟发生器通用扇出缓冲
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No
Spot Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:530nm
Backlight LED; Color:Red; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED On-Axis Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:100x100mm; Peak Reflow Compatible (260 C):No; Supply Current:500mA; Supply Voltage:24VDC; Wavelength:520nm
LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
Backlight LED; Color:Red; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:530nm
LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:525nm
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	TC55V1001F-10L TC55V1001F-85L TC55V1001FT-10L TC55	Circular Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 131072 Word位静态RAM
131,072 WORD BY 8 BIT STATIC RAM
	Skyworks Solutions, Inc.
Toshiba Corporation
Toshiba Semiconductor

	S-2402-CCT 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 2 CONTACT(S), FEMALE, MULTIWAY RACK AND PANEL CONN, SOLDER, SOCKET
	Cinch Connectors

	482 	Phone Plug; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Gender:Male; No. of Contacts:3 6.3 MM AUDIO CONNECTOR, PLUG
	Switchcraft, Inc.

	PJRAS2X1S02 PJRAN1X1U04 	Phono Jack; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Number of Contacts:2; Terminal Type:PCB Thru Hole
GENERAL PURPOSE AUDIO CONNECTOR, JACK
	SWITCHCRAFT INC

	0467.375 0467.750 04671.25 046702.5 0467.250 04671	SlimLine Lead-Free 0603 Very Fast-Acting Fuse 467 Series 超薄无铅0603非常快速保险丝467系列
; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 超薄无铅0603非常快速保险丝467系列
	http://
Littelfuse, Inc.
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