

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						03140			2SA16			TC406			PT6955			SS0503EJ			C10E1			ED150K			00130			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			9116009500 - Series 6, 18 AWG solid .040 bare copper-covered steel conductor, gas-injected foam polyethylene insulation 
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	Part No.	9116009500 9116010500 9116009U1000 91160091000   

	Description	Series 6, 18 AWG solid .040 bare copper-covered steel conductor, gas-injected foam polyethylene insulation 
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			 Related Part Number
	
					PART	Description	Maker
	1694A0085000 	   RG-6/U Type, 18 AWG solid .040 bare copper conductor, gas-injected foam HDPE insulation
	List of Unclassifed Man...

	1346517 	Series 59 20 AWG solid .032 bare copper-covered steel conductor
	List of Unclassifed Man...

	175448-6 	040 070 SERIES HYBRID CONNECTOR 54POSITION CAP HOUSING ASSEMBLY
	Tyco Electronics

	RFP40N10 RF1S40N10SM RFG40N10 FN2431 	CAP 180PF 200V 1% NP0(C0G) DIP-2 TUBE-PAK R-MIL-PRF-39014/22 40 A, 100 V, 0.04 ohm, N-CHANNEL, Si, POWER, MOSFET, TO-247
40A/ 100V/ 0.040 Ohm/ N-Channel Power MOSFETs
40A, 100V, 0.040 Ohm, N-Channel Power MOSFETs
40A 100V 0.040 Ohm N-Channel Power MOSFETs
From old datasheet system
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	Z8L18008FEC Z8L18008VEC Z8L18008PEC Z8L18010FSC Z8	Microprocessor Unit
Z8018x Family MPU
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:4VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:10uF; Capacitance Tolerance: /- 20%; ESR:2.2ohm; Leaded Process Compatible:Yes; Operating Temp. Max:105 C RoHS Compliant: Yes
CONN RING INSUL 26-24 AWG #8
CONN RING INSUL 26-24 AWG #6
CONN RING INSUL 26-24 AWG #2 8-BIT, MICROPROCESSOR, PDIP64
ENHANCED Z180 MICROPROCESSOR
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:6.8uF; Capacitance
dielectric type:Niobium Oxide; Case style:P; Depth, external:1.5mm; Length / Height, RoHS Compliant: Yes
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:2.5VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:15uF; Capacitance
Niobium Oxide Capacitor; Capacitor Type:Solid; Voltage Rating:6.3VDC; Capacitor Dielectric Material:Niobium Oxide; Capacitance:4.7uF; Capacitance
	ZILOG INC
Zilog  Inc.
Zilog.
ZiLOG, Inc.

	Q4004D3RP LXX04D6 LXX04D3 LXX04L5 LXX04R5 LXX04D5 	Lxx04xx Qxx04xx Series
4 Amp bi-directional solid state switch series is designed for AC switching
	Littelfuse

	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	1700A005U1000 	24 AWG Bonded-Pairs Solid Bare Copper Conductors, Non-Plenum, Polyolefin Insulation
	List of Unclassifed Man...

	7234-17-100B 82-26-5717 	2.54mm (.100) Pitch Round Conductor Flat Cable - 26 AWG (1 x 26) Solid, Tinned, 17 Circuits
2.54mm (.100") Pitch Round Conductor Flat Cable - 26 AWG (1 x 26) Solid, Tinned, 17 Circuits
	Molex Electronics Ltd.

	C2004.21.08 C20042108 	Hook-Up Wire, UL 1007, UL 1569, CSA TR-64, Gauge Size (AWG): 22, Conductor/Strands: Solid
	General Cable Technologies Corporation

	82-26-5709 7234-09-100B 	2.54mm (.100) Pitch Round Conductor Flat Cable - 26 AWG (1 x 26) Solid, Tinned, 9 Circuits
	Molex Electronics Ltd.
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